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Abstract
The aim of the research project was to fabricate and characterize surface grating DFB lasers, 
using AlGaAs/GaAs quantum well material, and also demonstrate its potential for 
integration. The operation of this surface grating DFB laser combines both lateral optical 
confinement and distributed feedback provided by gratings etched along the side of the laser 
stripe in the top cladding layer. The material structure was optimized for this type of device, 
consisting of two 80A GaAs quantum wells surrounded by a 0.7pm thick 40% AlGaAs top 
cladding layer and a 0.5pm thick 80% AlGaAs lower cladding layer. The typical lasing 
wavelength was about 860nm.
Research concentrated on establishing a reliable fabrication process for surface 3rd-order, 
2nd-order and l st-order gratings DFB lasers using a combination of electron-beam 
lithography technology and reactive ion etching (RIE). The fabrication process of 3rd-order 
and 2nd-order grating structures was optimised and consisted of transferring an e-beam 
generated pattern to a 150 nm thick Si02 layer. This patterned Si02 layer was then used as a 
dry-etching mask of the AlGaAs/GaAs material.
Measurement of the coupling coefficient of surface 3rd-order grating DFB waveguides was 
performed using a transmission technique. Maximum coupling coefficient values of 10cm-1 
and 15 cm-1 were measured in 1 pm deep surface grating waveguides, respectively for 
fundamental and second transverse modes. Dependence of the coupling coefficient on the 
stripe width and grating etch depth were studied, which allowed optimization of the 
waveguide. The light-current characteristics and spectral behaviour of surface 3rd-order, 2nd- 
order, and l st-order grating DFB lasers were assessed in pulsed and CW operation. Typical 
values for threshold current, threshold current density, and slope efficiency were respectively, 
25mA, 1400A cm-2, and 0.25mW/mA per facet in CW operation for 500 pm long devices. 
The stopband width was measured near threshold in surface 3rd-order grating DFB lasers; 
using this value, the coupling coefficient was estimated to be K=9cm-1. The dependence of 
the FP and DFB modes on the temperature of operation was measured, in uncoated devices, 
to be 0.36nm/°C and 0.066nm/°C, respectively.
A flared amplifier was integrated with a surface grating DFB laser using electron-beam 
lithography, photolithography, and reactive ion etching (RIE). For lDFB=90mA, the device 
external quantum efficiency was measured to be 0.125mW/mA and an output power as high 
as 45mW CW was achieved.
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Chapter 1: Introduction
1.1 Introduction
Distributed feedback (DFB) lasers have unique performance characteristics that give them 
distinct advantages over conventional Fabry-Perot lasers. These advantages are 
fundamentally related to: (i) Wavelength selectivity; (ii) Optical emission linewidth; (iii) 
Stability of the emitted wavelength with injection current and temperature of operation; and 
(iv) Potential for integration. This makes the DFB laser an useful source for a variety of 
important applications, such as coherent optical communications, interferometric optical 
measurements, and high-resolution laser spectroscopy.
The lasing wavelength in DFB lasers can be easily selected by changing the spatial period of 
the grating. It is therefore simple, for instance, to fabricate DFB laser sources emitting on 
different wavelengths, from the same epitaxial material [1.1]. The modulation bandwidth is 
ultimately limited by the linewidth of the laser source. In long-cavity AlGaAs/GaAs multi­
quantum well DFB lasers emitting at 0.86|im, a minimum linewidth of 1.5MHz has been 
reported [1.2]. Better results have been achieved in three-section corrugation-pitch- 
modulated DFB (CPM-DFB) lasers emitting at 1.55jim with a spectral linewidth of less than 
98kHz [1.3]. The lasing wavelength of the DFB lasers follows only the temperature 
dependence of the refractive index. The DFB laser presents a typical temperature drift of 
0.06-0.08nm/°C, whereas the conventional Fabry-Perot laser presents a value of 0.3-
0.4nm/°C. The shift in the lasing wavelength is a problem when the laser is used both in CW 
and pulsed operation. In CW operation, the wavelength can become mismatched from the 
lowest dispersion wavelength of an optical fibre. In pulsed operation, the temperature 
changes in the junction during the pulses result in chirp. This aspect is particularly important 
for applications such as optical processing involving wavelength filtering or wavelength 
division multiplexing (WDM). Because DFB lasers use a planar surface geometry and do 
not require cleaved facets, they are also useful as optical sources in integrated optics based 
on miniature optical waveguide components, such as optical amplifiers, modulators and 
passive waveguides using disordering of quantum well structures[1.4,1.5].
Until recently, most DFB lasers have been fabricated by forming a feedback grating parallel 
to the growth plane, either below or above the active region, during a growth interruption. 
This approach is complicated by the need for epitaxial regrowth, particularly for short 
wavelength devices with high Al content and long wavelength GaSb based devices. A new 
method for incorporating distributed feedback in a laser structure by means of lateral
1
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gratings and a single growth step has been demonstrated by Miller et al.[ 1.6,1.7]. The 
necessary distributed feedback was provided by etched gratings in the top cladding laser 
structure, on either side of the contact stripe. The advantages of this approach are that the 
laser structures can be fabricated in any material system with any standard growth process, 
the relatively simple fabrication, and the possibility of full characterization of the wafer 
before processing into DFB lasers.
Fig. 1.1 summarises distributed feedback structures using surface gratings proposed so far.
Au Zn CONTACT
C L E A V E D  M I R R O R
a)
c)
AlGaAs :p
InGaAs-GaAs QWH 
AlGaAs in
b)
d)
e) f)
Fig. 1.1: Schematic drawings of distributed feedback lasers using surface grating structures
polyimide
Cr/Au top 
contactGaAs cap
silicon
nitride
first order 
grating 
AuGe/Ni/Au 
botttom contact
cladding layers
active region
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One way to eliminate the regrowth problem is to rely on evanescent coupling of the 
electromagnetic field to a surface grating. This approach has been demonstrated by etching 
the grating directly over the waveguide and injecting current from the side (Fig. 1.1a) Liau et 
al. [1.8]), or by etching the grating through the cap and upper cladding layer to provide the 
lateral index guiding for the ridge and selective feedback (Fig. 1.1 b) Miller at al.[1.6-1.7]). 
Using the later technique, a laser array consisting of fourteen elements with a cavity length of 
430|im [1.9], and a parallel configuration of four uncoupled emitters with 9A variation 
between adjacent laser periods [1.10] have been demonstrated.
Alternative approaches are to etch the ridge first and then define the grating on the sidewalls 
(Fig. 1.1 c) Wong et al. [1.11]) or on either side of the ridge (Fig. 1.1 d) Martin et al. 
[1.12-1.14]). In the sidewall-grating structure, computer simulations have shown a coupling 
coefficient k of 54.8 cm-1 for a grating etch depth of 200 nm. It was found that 33.5% of the 
coupling is due to the sidewall gratings, and the remaining 66.5% to the gratings on the flat 
surfaces. In the laser structure proposed by Martin et al, a theoretical coupling coefficient of 
8.6 cm-1 was determined by applying coupled-mode theory to a rectangular grating with 
70 nm etch depth and 16.6% duty cycle.
Fig. 1.1 e) and f) show other proposed laser structures where surface gratings are used. 
Korn et al. [1.15] demonstrated a laser structure (Fig. 1.1 e)), in which the grating is 
patterned on top of the ridge by e-beam lithography followed by reactive ion etching (RIE). 
The amplitude of the grating must be in the range 50-80nm to provide sufficient feedback 
(coupling coefficient k > 100 cm-1). A ridge waveguide distributed Bragg reflector (RW- 
DBR) laser was proposed by Smith et al. [1.16]. The resonant cavity is formed by a cleaved 
facet and a single DBR (Fig. 1.1 f)) which is dry etched to a depth sufficiently near the active 
region to provide coupling for wavelength selective feedback.
In the research work presented in this thesis, deep surface grating structures as proposed by 
Miller et al. were chosen. The main aim of the author is to demonstrate that these structures 
are particularly suitable to fabricate DFB laser sources for integration with other 
optoelectronic components.
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1.2 Synopsis
The objective of the research work described in this thesis was to fabricate and characterize 
surface grating DFB lasers fabricated using different Bragg-orders and demonstrate 
integration of flared optical amplifiers with surface grating DFB lasers
Chapter 2 reviews several techniques proposed to reduce the hole burning effects on both the 
light-current (L-I) characteristics and spectral behaviour of A/4-shifted DFB lasers. The final 
section of the chapter discusses the monolithic integration of a master oscillator with a power 
amplifier (MOPA).
In Chapter 3, the theory of periodic structures and DFB lasers as well as calculation of the 
coupling coefficient and radiation power losses in surface grating structures are presented. 
The coupled-mode theory is derived for analysing passive periodic waveguides and also 
distributed feedback lasers. The perturbation solution of the Floquet-Bloch expansion is 
used to calculate radiation losses introduced by higher-order gratings.
Analysis and improvements in the epitaxial wafer structure for use in surface grating DFB 
laser is described in Chapter 4. In particular, an asymmetric material structure is designed so 
that the internal quantum efficiency, optical losses, QW gain parameter,g0, transparency 
current Jt and the interaction between the guided electric field and gratings are optimized.
Chapter 5 deals with the fabrication of surface 3rd-order, 2nd-order, and 1 st-order grating 
DFB lasers, giving details of the electron-beam lithographic, photolithographic and reactive 
ion etching (RIE) processes. The Chapter also concentrates on the origin and characteristics 
of stitching errors.
Methods for measurement of the laser characteristics, experimental results obtained and its 
interpretation are discussed in Chapter 6. The measurement of the coupling coefficient, K, in 
surface grating DFB waveguides is performed using a transmission technique. The L-I curve 
and spectral behaviour with injection current and temperature of operation for surface 3rd- 
order, 2nd-order, and l st-order grating DFB lasers in pulsed and CW operation are 
thoroughly described. In the last section, the lasing characteristics of an integrated flared 
amplifier with surface grating DFB laser are also presented.
Finally, Chapter 7 contains the conclusions of the research work and discusses the areas of 
future work, which can be carried out in order to achieve further characterization of the 
devices and also improvements in terms of performance.
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Chapter 2: Survey of the Hole Burning Effect and the 
MOP A Laser Configuration.
2.1 Introduction
The purpose of this review is to discuss techniques for achieving single longitudinal mode 
(SLM) operation, as well as for reducing hole burning effects both on the light/current and 
on the spectral characteristics of DFB lasers. Several techniques to provide SLM operation 
and overcome the problems of the hole-burning effects will be discussed, namely: 
(i) optimization of the kL product to obtain a constant intensity distribution along the DFB 
laser cavity; (ii) introduction of a X/4 phase shift, located in the centre of the cavity or 
distributed over a certain section; (iii) use of a DFB laser configuration with multiple phase 
shift regions; (iv) use of a dual-pitch DFB laser; (v) use of a DFB laser configuration with 
an amplitude modulated coupling coefficient; (vi) use of a non-uniform injection current 
scheme; (vii) use of a gain coupling mechanism for DFB action.
The monolithic integration of a master oscillator with a power amplifier (MOPA) is also 
reviewed. More specifically, early MOPA configurations consisting of either an array of 
collinear amplifiers and output couplers or a broad-area amplifier are discussed. Approaches 
for obtaining high power from single mode laser as a master oscillator are presented. In 
particular, the integration of a flared power amplifier with a single mode diode laser is 
thoroughly described.
2.2 Spectral Stabilization of DFB lasers
The phenomenon of wave propagation in periodic structures occurs in many branches of 
physics and technology. For instance, consider the phenomena of X-ray and electron 
diffraction in crystals, the diffraction of light from the periodic strain variation caused by a 
sound wave, and the band stmctures and energy gaps of the phonon spectrum and the energy 
of electrons in a crystal. There are also many practical devices making use of this 
phenomenon, among which are the travelling wave tube, the linear particle accelerator, 
diffraction gratings, holograms, grating-filters, distributed feedback (DFB) lasers, and 
distributed Bragg reflector (DBR) laser structures which are widely used to make frequency 
tunable lasers and also vertical-cavity surface-emitting lasers.
The distributed feedback laser was proposed and realized by Kogelnik and Shank [2.1],
[2.2], in which Bragg scattering of a spatially periodic variation of index, gain coefficient, or
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guide thickness can be used. DFB structures have the advantage of providing better 
frequency stability of the oscillation mode than cavities formed by partially reflecting mirrors 
at the ends. However, the mode spectrum of the DFB laser with index coupling as analysed 
by Kogelnik and Shank [2.1] exhibits a gap at the characteristic Bragg wavelength. In 
addition, modes of equal threshold occur symmetrically on the two sides of this gap. This 
threshold degeneracy is a drawback in practical applications in which single-mode operation 
at a predictable frequency is desired.
To overcome the multilongitudinal mode operation, a quarter-wavelength shifted DFB laser 
was proposed by Haus and Shank, [2.3]. The main characteristic of the quarter wavelength 
DFB laser is its single longitudinal mode (SLM) operation, with the lowest threshold gain at 
the Bragg wavelength, providing a larger threshold gain difference between modes than that 
of the asymmetric mirror structure DFB laser. There are essentially two kinds of structures 
that have been used to attain optical phase matching in DFB lasers: (i) a structure with a 
directly phase shifted corrugation (Sekartedjo et al., [2.4]); (ii) a structure with a nonuniform 
waveguide structure (Tada et al., [2.5]).
Although A/4 shifted DFB lasers operate in a single longitudinal mode operation just above 
threshold, it has been observed that multilongitudinal mode operation tends to occur as the 
optical output power is increased. Soda et al [2.9] suggested the spatial hole burning effect 
as the mechanism responsible for such multilongitudinal mode behaviour at high output 
power levels*.
So far, several techniques have been proposed to achieve SLM operation and reduce hole 
burning effects in DFB lasers. We report here on some of them: (i) optimization of the 
normalized coupling coefficient, kL, so that the intensity distribution in the DFB laser is 
constant along the longitudinal axis [2.9]; (ii) use of a structure in which the A/4 shift is 
distributed over a section of the laser located in the central region, instead of being located 
pointedly at the centre of the laser cavity [2.5,2.11,2.16]; (iii) use of a DFB laser 
configuration with multiple phase-shift regions [2.22]; (iv) use of a dual-pitch DFB laser 
[2.27]; (v) use of a DFB laser configuration with an amplitude modulated coupling 
coefficient [2.28]; (vi) use of a non-uniform injection current scheme[2.32]; and (vii) gain 
coupling effects[2.34].
Technique 1: Optimization of the normalized coupling coefficient.
Soda et al, [2.9] assumed that the mechanism responsible for multilongitudinal mode 
operation in A/4 shifted DFB lasers is the spatial refractive index distribution induced by 
spatial hole burning, which is caused by the concentration of optical power in the centre of
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the DFB laser. The causes of the spatial hole burning mechanism can be outlined as follows. 
As the injection current is increased, the light intensity in the laser also increases. In the A/4 
shifted DFB laser, the distribution of the light intensity along the laser axis is not uniform. In 
the strongly coupled case, the light concentrates near the centre. Thus, the carrier density in 
the active region near the centre is reduced remarkably by the stimulated recombination. 
Such a deformed carrier density profile causes a change in the spatial refractive index. In a 
DFB laser, a small change in the spatial refractive index drastically affects the lasing modes 
because the oscillating wavelength, Ab, depends strongly on the equivalent refractive index 
(A/B=2neffA, where A is the grating period). In the strongly coupled case, the refractive 
index near the output facets is reduced, compared to the average value over the laser length. 
This happens because the derivative dn/dN, where N is the carrier concentration, is negative, 
which means that as the carrier concentration increases in the active region the refractive 
index decreases. Therefore, as the carrier concentration is diminished near the centre due to 
the hole burning effect, the refractive index in the central region becomes higher than near the 
output facets; this gives shortening of the effective Bragg wavelength near the output facets. 
As a result, the + lst side mode, which is at the short wavelength side, matches the resultant 
effectively modified corrugation well, and therefore the associated threshold gain decreases.
A complete study of the L-I characteristics, as well as of the lasing spectral characteristics of 
A/4 shifted DFB lasers with different kL values, was performed by several authors
[2.9,2.10]. The main conclusion of these studies is that the optimum value of the normalized 
coupling coefficient is kL=1.25. With this value, an optimum flatness of the intensity 
distribution inside the cavity is obtained, reducing as a consequence the hole burning effects.
However, experimental results of A/4-shifted distributed feedback lasers with high coupling 
coefficient were reported, in which and contrary to the previous studies, low threshold 
current, single-mode operation up to high output power and side-mode suppression ratio as 
high as 50dB were measured [2.40]. However, the authors do not show the L-I 
characteristics of the laser or even mention the value of the maximum output power achieved. 
Their main interest was the studies of the influence of the high coupling coefficient value on 
the spectral characteristics at high bit rates. High coupling was found to have several 
important advantages, such as lower feedback sensitivity, lower threshold gain for the Bragg 
mode, lower relative intensity noise, and lower influence on the facet reflectivity and on the 
end-facet phase.
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Technique 2: DFB laser with a gradual phase shift region.
A DFB laser structure in which the A/4 phase shift is distributed over a section of the laser 
located in the central region has been proposed to reduce hole burning effects. There are 
essentially three approaches to introduce a distributed A/4 phase shift in a laser structure: (i) 
use of a DFB laser with a modulated stripe width structure [2.5,2.7]; (ii) use of a DFB laser 
with a corrugation pitch-modulated structure [2.11,2.14]; (iii) use of a DFB laser with a 
chirped grating section structure [2.16,2.21].
With the primary purpose of removing the threshold degeneracy in conventional DFB lasers, 
Tada et al, [2.5] proposed a new DFB laser structure in which the stripe width is varied 
symmetrically along the laser axis. This simple method will cause a symmetric distribution 
of the effective index along the cavity and thus removal of the threshold degeneracy. Stable 
single-mode operation of DFB lasers were demonstrated by Soda et al, [2.6] using a step­
like nonuniform stripe width stmcture for phase adjustment.
A theoretical study of the effects of spatial hole burning on the spectral characteristics of 
DFB lasers, with distributed phase-shift structures as proposed by Tada et al, caused by 
nonuniform strip width, was performed by Chen, et al, [2.8]. The main conclusions of this 
study are as follows: (1) In a DFB laser with a distributed phase shift, the intensity 
nonuniformity is reduced significantly by increasing the length of the shifted region. It was 
found that when the length of the shifted region is half of the total laser length, the peak 
photon intensity is reduced to only 1.6 times the value at the facet output (this value can be 
compared to 3 times the ratio peak photon intensity/ facet output photon intensity, obtained 
in a conventional XIA shifted DFB laser); (2) when Apzl2 (Apz is the propagation constant 
difference between unshifted and shifted regions, and I2 is the length of the shifted region) 
increases, the two lowest gain modes separate out (they have the same threshold at Apz.l2=0,
i.e., for a conventional DFB laser) and the different modes have different threshold gains. 
When Apzl2 is around 7t/2, the gain margin is more than 45cm-1 between the two lowest gain 
oscillation modes, and single-mode operation can be achieved. For Apzl2 between n il  and k , 
the gain margin is relatively insensitive to changes of Apzl2 - This fact allows a large tolerance 
in fabricating DFB lasers with a distributed phase shift structure and also makes this type of 
laser insensitive to spatial hole burning, since the extra phase shift caused by spatial hole 
burning does not result in a large gain margin reduction.
A new corrugation structure, which is illustrated in Fig.2.1, was proposed by Okai et al,
[2.11] to reduce the spatial-hole burning effect. It can be shown theoretically that such a 
pitch-modulated structure presents a more uniform intensity distribution along the 
longitudinal axis, even at high output power. In fact, a laser with a stable single mode and
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reduced linewidth up to high output powers has been achieved using this structure 
[2.11,2.13].
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Fig.2.1: Structure of corrugation-pitch-modulated XIA shifted DFB laser [2.11]
The point about structure shown in Fig.2.1 is that, as for a conventional A/4 shifted laser, the 
light intensity concentrates at the centre of the laser cavity, where the X/4 phase shift is 
located. This concentration of light causes an increase in the effective phase shift. As a result, 
both the single longitudinal mode operation and linewidth deteriorate drastically . On the 
other hand, in the case of the corrugation pitch-modulated (CPM) DFB laser, the light 
concentration is greatly reduced by introducing a gradual phase shift.
It has been demonstrated that the CPM-DFB laser is very effective in maintaining SLM 
operation at high output by suppressing the spatial hole burning effect [2.14]. A further 
improvement in the modulated pitch structure was proposed by Okai et al, [2.13] in order to 
narrow the linewidth. This is achieved by: (i) using MQW structures, thus reducing both the 
linewidth enhancement factor and the internal loss ao; (ii) using a long cavity; (iii) sputter- 
depositing SiNx onto both output facets, so as to reduce the reflectivity to below 1.0%.
The use of chirped gratings for improving the performance of DFB lasers was first proposed 
by Suzuki and Tada, [2.15,2.16]. In their early work, it was pointed out that small and 
gradual variations in the grating period A or the effective index of refraction neff along the 
laser axis could have remarkable effects on the lasing properties. They predicted that the 
mode degeneracy would be removed in a DFB laser with a symmetric, such as cosine or 
quadratic, distribution of A or neff along the laser axis, and also that the lowest threshold gain 
of such a laser could be much lower than that in the conventional DFB laser with uniform 
distribution of A or neff. These predictions were confirmed in optically pumped GaAs DFB 
lasers with a quadratic distribution of A [2.16].
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Chirped grating distributed feedback lasers for suppression of spatial hole burning and for 
keeping the threshold gain difference large was theoretically proposed for the first time by 
Zhou and Lee, [2.17,2.18]. The recent demonstration of simple fabrication methods for 
implementation of such chirped gratings [2.19] motivate the use of this approach so as to 
optimize the design of DFB cavities for dynamic single-mode operation up to high output 
power [2.20]. Lasing devices with continuously distributed phase shifts were fabricated, 
showing single-mode operation with powers exceeding 20mW and side-mode suppression 
ratios of 40dB even at high output power [2.21].
Technique 3: Distributed feedback lasers with multiple phase-shift regions.
An approach to reduce the hole burning effect consists of making the axial distribution of the 
mode intensity more uniform over the laser cavity. Agrawal et al, [2.22] proposed the use of 
two or three phase-shift regions with optimum phase shift (generally less than tu/2) for 
providing a more uniform axial intensity distribution than the conventional A/4 shifted DFB 
lasers.
The main conclusions of Agrawal’s theoretical work are: (1) The introduction of multiple 
phase shifts in a DFB laser cavity can provide significant gain margin, in the range of 20-30 
cm-1, for optimum values of phase shifts (<()sh)* The gain margin is roughly reduced by a 
factor of 2 compared with that obtained for a conventional phase shifted DFB with ({)sh=7t/2. 
However, it is still sufficient to suppress the side modes by 30dB or more as long as Aa>8- 
10cm-1 (Aa is the threshold gain difference) [2.23,2.24]; (2) The use of multiple phase shifts 
considerably reduces the range over which the intensity distribution varies inside the laser 
cavity. As a result, spatial hole burning is less effective, and the performance of such a phase 
shifted DFB laser is expected to be less dependent on the operating output power level.
A joint theoretical and experimental study of the performance of a 2x A/8 DFB laser has 
been carried out by Whiteaway, et al., [2.25]. The main conclusion of this study is that there 
are useful advantages in using a moderate kL 2 x A/8 DFB laser design compared with a low 
kL A/4 DFB structure if insensitivity to spatial hole burning is desired. More specifically, it 
was shown that reducing the kL product of A/4 phase-shifted DFB to about 1.20 removed 
side mode problems at high power, light-current characteristic curvature, wavelength chirp, 
and amplitude patterning effects. Similar improvements in terms of performance in a 2 x A/8 
DFB laser design have also been demonstrated, which is more practical as far as fabrication 
is concerned because grating design can tolerate a higher kL product.
Technique 4: Dual-pitch DFB laser._________________________________________
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Fig. 2.2: Schematic illustration of the dual-pitch structure
A conventional single-pitch DFB laser with nonreflecting facets (Ri=R.2=0) has two modes 
with the same threshold gain located at the edge of the stop-band, Kogelnik et al, [2.1]. In a 
dual-pitch DFB laser, the structure consists of two sections of slightly different grating 
periods, Fig.2.2. A dual-pitch DFB laser can be viewed as two coupled conventional DFB 
lasers whose stopbands are shifted with respect to each other by AA,B=2neffAA. Note that a 
relatively small change AA/A=lxlO-3, corresponds to AAB=1.5nm (for A,B=1.55|im) which 
is a typical value for the stopband width.
If the shift AA-B is suitably chosen such that the left-hand edge of one stopband coincides 
with the right-hand side edge of the other stopband, this particular mode will be favoured in 
both sections and will have the lowest threshold gain (Fig.2.3). The other modes will be 
negatively discriminated, since they are not supported simultaneously by both sections. In 
this respect, a dual-pitch DFB laser selects a single longitudinal mode in a manner similar to 
that of a coupled-cavity laser [2.26].
Fig.2.3: Illustration of the emission spectrum of a Dual-Pitch DFB laser
The main conclusions of the theoretical work performed by Agrawal et al, [2.27] are as 
follows: (1) Numerical results show that for a relative section length of Li/L=0.25-0.35, the 
dual-pitch DFB laser can have a gain margin comparable to that of a quarter wavelength- 
shifted DFB laser. The amount of gain margin Aa increases with the value of AA/A;
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Aa=30cm_1 can be obtained for AA/A=0.1%. However, for values of AA/A larger than 1.5 x 
10"3 the gain margin versus Li/L curve presents kinks, which correspond to mode jumps. 
These mode jumps are caused by the fact that, for such large values of AA, the stopbands of 
the two sections are separated by more than the widths of the individual stopbands. As a 
result, the laser oscillates in the vicinity of one stopband or the other, depending on the 
section length (Li/L value); (2) In the symmetric case, when the laser cavity consists of two 
sections of equal length but with different pitches, the dual-pitch DFB laser acts as a dual­
wavelength laser, i.e., the output from the facets is dominated by two different modes 
oscillating at wavelengths whose difference is governed by the difference in the grating 
periods. In other words, light is predominantly emitted at one wavelength from one facet and 
at a different wavelength from the other facet. The reasons for such behaviour can be 
understood by considering that for Li=L/2, the device has two sections of equal length with 
zero gain margin, i.e., the main and side mode present the same threshold. However, since the 
two sections have different Bragg wavelengths, the main mode of one section becomes the 
side mode of the other section. The side-mode suppression ratio was calculated [2.27] to be 
6:1, in terms of power ratio at the two wavelength from each facet. This value of the mode- 
suppression ratio is not large enough for single-mode applications. However, such dual­
wavelength lasers may be useful for many other applications, in which the wavelength 
difference AA,b is required (AA*b can be controlled by adjusting the difference AA in the 
grating period of the two sections).
Technique 5: A/4 shifted-DFB lasers with amplitude modulated coupling coefficient
It was suggested by Morthier et al, [2.28] that complete elimination of the spatial hole 
burning in AR-coated DFB-lasers can theoretically be achieved by introduction of a grating, 
in which the amplitude of the coupling coefficient varies in the longitudinal direction. 
Alternative fabrication approaches for such a structure are as follows: (i) production of a 
grating with variable amplitude; (ii) use of a grating withvariable duty cycle; (iii)production 
of a multi-order grating, i.e., a grating with several sections having different pitches which are 
integer multiples of the first-order grating.
The first technique is difficult to apply. The second approach, however, can be performed by 
a double exposure of a photoresist with two holographic interference patterns of slightly 
different periods (A-dA/2) and (A+dA/2) [2.29]. This double exposure defines in the resist, 
a shape of continuously variable duty cycle including a A/2 shift between each half period 
Abeat/2, with respect to a A single exposure. The K  distribution is given by:
k  =  k 0C o s
^  2 t t z  ^  
V^beat J
Abeat=A2/dA
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The cavity length is chosen equal to L=Abeat/2, so that k=0 in the centre of the cavity and 
k = k o  on the facets, i.e., the coupling coefficient k  is distributed along the laser cavity, in 
order to be stronger in the regions of low field intensity, and weaker in the regions of high 
field intensity. Phase shifted DFB lasers using this fabrication approach were demonstrated 
by Talneau et al., [2.30]. In their work, it was shown that, due to the high uniformity of the 
field along the cavity, the gain margin does not decrease at high output power and allows 
single-mode operation at powers as high as 78mW.
The dynamic characteristics, such as the tum-on transient, the chirp, and the time dependent 
spatial hole burning for this type of laser has been also investigated by Zhang, et al., [2.31].
The third technique is straightforward to realize using electron beam lithography. The third 
approach consists of designing a multi-section grating, in which the first section corresponds 
to a first-order/second-order grating, the second section to a second-order/third-order grating 
(Fig.2.4). The point behind this approach is that, although all the sections of the laser 
structure present approximately the same etch depth, they have different coupling 
coefficients. This results from the fact that k  is proportional to the amplitude of the harmonic 
that has a period AB=A,B/2neff, which decreases as the order of the grating increases. 
Similarly to the previous approach, a nonuniform distribution of K is obtained along the laser 
cavity, in which K is stronger near the facets where the field intensity is low and weaker in the 
central region where the field intensity tends to be higher. It is clearly important to optimize 
the grating profile of the 2nd-order grating so as to increase the feedback into the laser cavity 
rather than the radiation perpendicular to the grating [2.32].
lst-orderlst-order 2nd-order
Fig. 2.4: Illustration of the multi-order-section grating
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Technique 6: A/4 shifted-DFB laser with nonuniform current distribution.
In order to minimize the longitudinal spatial hole-burning effect, Usami et al, [2.33] 
proposed the use of an appropriate distribution of the injection current along the cavity. The 
motivation behind this approach is as follows. As discussed previously, the hole-burning 
effect is a result of the nonuniform intensity distribution along the cavity. An optimum 
coupling coefficient (kL=1.25, Soda et al,[2.9]) was determined to solve this problem in the 
case of the symmetric A/4-shifted DFB laser. However, it is not easy, in practice, to control 
the coupling coefficient precisely. In addition, the hole-burning effect cannot be suppressed 
satisfactorily by controlling only the coupling coefficient in the asymmetric A/4 shifted DFB 
laser (Usami, [2.33]), which is a very effective scheme to increase the output power from one 
facet (Usami, [2.34]). Fig.2.5 shows the structure proposed by Usami to solve the hole 
burning effect in the asymmetric A/4 shifted DFB laser.
[n-diffused
region
SiCfe-
P-lnGi
P-lnP-
n-lnP
A /4-sh ift
Fig.2.5: Schematic structure of the nonuniform current distribution on the asymmetric A/4-shifted DFB
laser [2.32]
The main conclusion of this work is that current injection with a fixed F (this parameter 
measures the similarity between the current density profile and the light intensity distribution 
along the cavity) cannot compensate for the hole-burning effect perfectly, because the hole- 
burning effect occurs only above the threshold current while the refractive index change due 
to the nonuniform current injection occurs even below the threshold. On the other hand, the 
hole-burning effect can be perfectly compensated, for any current range, if the current is 
biased uniformly at the threshold level and then a component of the current with the same 
distribution as the intensity is superimposed over the threshold current.
Technique 7: DFB laser with a gain-coupling mechanism_______________________
As discussed previously, the oscillation wavelength uncertainty or degeneracy in the vicinity 
of the Bragg wavelength is a major problem in semiconductor distributed feedback (DFB) 
lasers. Several schemes, such as a quarter-wave phase shift or a modulated stripe width, were 
shown to fix the oscillation on the Bragg wavelength, and thus solving the degeneracy 
problem on the condition that cleaved facet reflectivities are sufficiently reduced, typically
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below 1%. Another interesting scheme for removing wavelength degeneracy in DFB lasers is 
the introduction of a gain-coupling mechanism, which was initially proposed by Kogelnik 
and Shank, [2.1]. In these lasers, the feedback necessary for laser operation is provided by 
reflections at periodic loss [2.35] or gain [2.37] variations along the laser cavity. It has been 
shown that AR-coated DFB lasers with gain-coupling mechanism and without phase shifts 
can provide low losses, minor longitudinal spatial hole burning, and a large threshold gain 
difference [2.36]. In addition, effects of cleaved facet reflection on the characteristics of a 
gain-coupled DFB laser have been both threoretically and experimentally demonstrated to be 
lower compared to other DFB lasers [2.35,2.37,2.38].
High performance gain-coupled DFB lasers have been fabricated [2.39], presenting very 
high single-mode yields and a minimum linewidth of 1.6MHz at about lOmW CW output 
power. All these results make the gain-coupled DFB laser a very promising device for 
applications such as in coherent optical communication systems.
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2.3 Monolithic Integration of a Master Oscillator with Power Amplifier (MOPA)
Although excellent performance is provided by the erbium-doped fibre amplifiers, interest in 
semiconductor laser amplifiers is increasing due to their unique feature of easy integration 
with other photonic devices, as well as to their capability of performing sophisticated 
multifunctions such as switching, signal tapping, pulse-shape regeneration, etc [2.41]. Until 
recently, high-power, diffraction-limited diode lasers have only been found in the research 
laboratories. However, there has been a significant breakthrough when the first commercial 
single-mode diode laser with a continuous output power greater than 1 watt was achived
[2.42].
Although high power can be achieved by combining an array of diode lasers on a chip, the 
output is not diffraction-limited [2.43], [2.44]. Diffraction-limited laser sources produce 
beams with the minimum possible divergence and are critical for applications that require 
beams to be focused to a spot as small as possible. Diffraction-limited sources produce 
radiation with a Gaussian-shape intensity profile and a constant phase front. Gaussian beams 
have the lowest possible divergence and can therefore be focused to the smallest spot size. 
Such beams also limit diffraction losses, which can be important in applications such as 
satellite communications.
One development, in particular, the monolithic integration of a master oscillator diode laser 
and a power amplifier, known as a MOPA, has precipitated a second revolution in diode laser 
technology [2.45], [2.46]. Applications that would previously have used solid-state and gas 
lasers, e.g. satellite communications, frequency-doubling and thermal printing, are now 
looking towards diode lasers, which are more compact, efficient and reliable [2.42]. Diode 
lasers have been shown to operate over almost the entire spectrum from 480nm to 2|im. 
Examples of the different material systems used to access different wavelengths are AlGalnP 
between 630nm and 680nm, AlGalnAs between 780nm and 1060nm, and InGaAsP between
1.1 (im and 2.0pm. All these materials can be processed to make MOPA-like structures. 
High power, diffraction-limited operation will eventually be possible throughout the visible 
and the near-infrared.
The MOPA architecture is essential for diffraction-limited output. However, to 
monolithically integrate the components, high-power amplifiers that could produce 
diffraction-limited beams from diode laser oscillators are needed. Single-stripe devices are 
generally limited to a few hundred mW of output power, at which point reliability problems 
associated with the high optical intensity at the output facet begin to limit device 
performance. The simplest solution to the problem of facet power density has been to
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increase the lateral dimension of the laser from 3-4 jam to a hundred pm. However, this 
approach has simply traded one problem (facet degradation) for another, control of the 
spatial mode.
Broad-area lasers, the simplest configuration with a wide output facet, typically operate in an 
unpredictable combination of lateral spatial modes. Over the years, numerous geometries 
have been proposed and demonstrated in an attempt to reach high optical powers while 
maintaining a well-behaved mode [2.47], i.e., one that can be focused to a diffraction-limited 
spot with relatively simple optics. The contenders for high-power lasers have included both 
monolithic and multichip solutions.
Initially, monolithic integration of amplifier and laser was achieved with a 5|im single mode 
waveguide [2.48]; this development of a single stripe MOPA demonstrated that high power 
spectrally coherent operation was possible. These early MOPA's comprised a serial array of 
collinear amplifiers and output couplers, either cleaved facets or grating output couplers
[2.45]. The beams from each output were then combined to create a coherent radiation 
pattern. However, the phase front of the output beam was significantly distorted by the 
discrete nature of the individual amplifier output couplers.
In the early stages, a separate master oscillator, either a Ti-Sapphire laser [2.47] or a diode 
laser [2.49], was used to inject a broad-area amplifier, typically a rectangular gain region 
mounted on a heatsink. The facets were covered with anti-reflection coatings to achieve a 
reflectivity of 0.1% and eliminate self-oscillation of the amplifier. The signal from the master 
oscillator only passes through the gain region once. Power amplifiers with this configuration 
have demonstrated as much as a 22W pulsed output beam, significantly higher than the 
lOOmW or so commercially available at the time. A disadvantage of broad-area laser 
amplifiers is the relatively high injection power needed to saturate the gain of the amplifier 
and obtain efficient energy extraction, typically lmW/pm of output facet width.
To operate in a single transverse mode, the amplifier gain must be 'saturated' to limit the 
effects of variation in the carrier density in the active (gain) region. Injected carriers alter the 
local refractive index, which in turn changes the phase of the light across the beam. 
Saturation reduces this index variation, allowing the beam to propagate through the amplifier 
without any significant phase distortions. But broad-area amplifiers typically have input 
apertures of several hundred microns and need several hundred milliwatts of input power to 
saturate the gain [2.47]. Such powers cannot readily be achieved by diode lasers, and this 
constrained the monolithic integration of the master oscillator with power amplifiers. 
Amplifiers that could be saturated by lower injection powers were needed.
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The breakthrough came in 1992 with the demonstration, by Walpole et al., o f  the 'Flared' 
power amplifier [2.50]. These amplifiers are similar to broad-area amplifiers in that the gain 
region is defined by the region into which the current is injected. However, they differ in that 
the width of the gain region increases along the length of the amplifier, allowing the input 
beam to diffract freely. The expanding mode size minimises the opportunities for the light to 
converge on itself or 
of the injected signal.
Fig. 2.6: Schematic  o f
Because Bared amplifiers have narrow input apertures, they can be saturated with much lower 
injected power levels. The input power then diverges within the gain region and, to first 
order, the output power of the amplifier is proportional to the aperture size. Assuming 
approximately lm W  saturation power per 1pm of the aperture width, the input aperture of a 
flared amplifier of 2pm  width can be saturated with only 2-3m W  of power. This makes 
flared amplifiers ideal for monolithic integration with typical diode laser oscillators [2.51],
[2.52],
It was only when the research on discrete flared amplifiers was combined with work on the 
m onolithic oscillator-amplifier configurations that the first demonstration o f  multiwatt, 
diffraction-limited output from a semiconductor laser diode was achieved. The use of flared 
amplifiers substantially eliminates problematic phase distortions. The best performance to 
date has been from a monolithic integrated flared amplifier-M OPA, which performed at 
power levels greater than 2W continuous wave (CW) in a single diffraction-limited beam
[2.52], The realization of a coherent, diffraction limited source operating at powers in excess 
o f  1W will have a sign ificant impact on b lue/green  sources, p r in ting , satellite  
communications, and ranging. The optical quality of the beam is important for the above- 
mentioned applications and has been investigated in detail in several papers [2.53], [2.54],
'filament' and the amplifier thus preserves the diffraction-limited nature
ta p e red  g a in  region
sin g le  m o d e  w aveguide 
G aA s(p + )
AIGaAs(p)
seco n d -o rd e r  
gratings (DBR)
InG aA s SQW 
active region
AIGaAs(n) 
G aA s su b stra te em itting
ap e rtu rem a ste r o s c il la to r  11------------ pow er am p lifie r----------------1
R =  0.05%
the monolithically  integrated m as ter  oscillator and pow er amplif ier  (M O P A ) on a 
single sem iconductor chip
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Chapter 3: Theory of Periodic Structures and DFB Lasers
3.1 Introduction
There are two important theoretical methods used to analyse distributed-feedback (DFB) 
structures. One is the matrix method [3.1-3.3], and the other is the coupled-wave method 
[3.4-3.6]. The use of the matrix metrod in the study of the propagation of plane 
electromagnetic waves through a stratified medium is well known in Optics. However, it is 
difficult to obtain a simple analytic expression for the reflectance spectrum of stratified 
periodic structures when a matrix method is used. The coupled-wave method has long been 
used to analyse the characteristics of a periodic layered medium because it gives simple 
analytic expressions for the reflectivity spectrum of Bragg reflectors and DFB structures. 
However, when using the coupled-wave method in its simplest form, it is often assumed that 
the beam is incident upon the distributed-feedback structure from a medium with the average 
refractive index of the distributed feedback structure. This condition means that, for the 
coupled-wave method, the effects of end reflections occurring at the boundaries of the 
distributed feedback structure are usually ignored [3.1].
3.2 The Coupled-mode equations
In this section, the coupled-mode equations, which describe the behaviour of the 
electromagnetic waves in a waveguide with a periodic perturbation, are derived. The treatment 
which follows, including the notation, is based closely on Waves and Fields in 
Optoelectronics by Haus [3.7]. Basically, the central problem concerning DFB lasers is the 
phenomenon of coupling between two waves of opposite propagation directions. To produce 
appreciable coupling, the two propagation constants must not differ significantly, i.e., 
synchronism is required. However, waves with opposite propagation directions may have 
greatly different propagation constants. Let us show how the wave with a positive group 
velocity is made synchronous with the wave with negative velocity [3.7].
Consider a structure of the type shown in Fig.3.1. The wave with positive group velocity, the 
'forward' wave in the guiding structure, is denoted by b; the wave with negative group 
velocity, also called 'backward' wave, is denoted by a. When there is no coupling, the 
differential equations obeyed by a and b are, respectively,
^  = # 7  (3.2.1)
dz
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db
dz = -;P b (3.2.2)
where a and b are of the form Exp[](cat+Pz)] and ^jc/7[j(cot-Pz)], respectively, p is the 
propagation constant in the unperturbed waveguide.
Fig.3.1: a) Guiding structure with no periodic coupling; b) Guiding structure with periodic coupling [3.2]
Suppose, now, that a finite periodic perturbation in the guiding structure is introduced (see
Fig.3.1b). The spatial component associated with the electromagnetic field of the wave
travelling along the periodic structure acquires modulation components because the fields
2 kinteract with the perturbation with spatial dependence of the form Cos[(yy-)z]. The resulting
sidebands are called space harmonics. The space harmonics are part of the field structure of 
the wave in the periodic guiding structure and are responsible for coupling to other waves 
with propagation constants close to the propagation constant of the space harmonic. In the 
present case of a sinusoidal perturbation and a spatial dependence of b of the form exp(-jpz), 
the sidebands follow from
+ExP ~ j{ p  +
2n
~A (3.2.3)Exp{-jj5z)Cos(^-)z = Exp 
2 kIf (p - -£-) is close to -p, this component of the field radiates in the backward direction and
the radiation superimposes coherently over extended distances. The exponential with the 
271argument (P+-^-)z does not produce backward radiation because its spatial dependence
differs greatly from that of exp(+jPz). The effect of coupling of b to a can be introduced in 
(3.1.1) through a coupling term produced by the backward radiating contribution of b:
da ,0 . ■—  = j$a + Kbibe
dz
2 k
(3.2.4)
where Kba is the coupling coefficient from backward radiating contribution of b to backward 
wave a. A similar effect is produced by the interaction of the backward wave with the periodic 
perturbation (symmetry gives Kba=Kab).
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^ -  = jVb + Kb,a e’^  (3.2.5)
dz
The equations above can be reduced to coupled mode equations with space-independent 
coefficients by the introduction of new variables.
a = A(z)e^ '  b = B(z)e  ^ '
resulting in
dA K . . _ _ ..
—  = j ( $ ~  ~ ) A  + Kba£  (3.2.6)
dz A
^  = - ;(p -Y > B  + KbaA (3.2.7)
dz A
The previous equations can be simplified in appearance by the introduction of the detuning 
parameter
Ap = |3 - ^  (3.2.8)
A
which measures the deviation of the propagation constant from tt/A. In the neighbourhood of 
the frequency o>o for which p(coo)=rc/A, we have
P= P(c°o)+^ r ( o> -coo) (3-2-9)a(0
and thus
Ap = C° 0)0 (3.2.10)
where vg is the group velocity Using the detuning parameter Ap, equations (3.2.6) and
(3.2.7) assume the simple form:
dA—  = ;APA + Kb, s  (3.2.11) 
dz
J D
—  = -;ApB + KbaA (3.2.12) 
dz
The dispersion diagram corresponding to (3.2.11) and (3.2.12) is given in Fig.3.2 for the
case of Kba2=lKl2>0. The propagation constant s of the coupled systems is
s = ±^j A(52 — |k|2 (3.2.13)
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+ 0 (w )
Stopband p ^ ) ---- ►-
J
Fig.3.2: Dispersion curve from (3.2.9) and (3.2.10) with the unperturbed propagation constant (3(co)
proportional to co[3.2].
Note that the unperturbed dispersion curves for p(co) are taken as straight lines. An important 
point regarding the coupled case is the appearance of the stopband, represented in Fig.3.2. 
The consequences of the stopband on the behaviour of the waveguide are analysed in the 
next section.
3.3 The coupled-mode solutions: The passive periodic waveguide.
Let us now analyse the solutions of the coupled mode equations derived in the previous 
section. The following analysis is based on Quantum Electronics by Yariv [3.8] and [3.6]. 
The equations considered in this section are more general, since they describe the behaviour 
of the electromagnetic waves in a waveguide with an arbitrary periodic perturbation and the 
spatial dependence is now taken into account. The coupled equations may be written as:
(3.3.1)
(3.3.2)
where
&P=P~Po and P0 = ----  with m=l,2,3...A
29
Chapter 3: Theory o f Periodic Structures and DFB Lasers
r
n \
r .  n -
j Perturbed 
I section of 
1 waveguide
i 1
A(0)U«----  Guiding l»yer
x  -  - f ---------------------  1
h '
- * - B ( L )
’ ] Substrate 
■ 0  a L
*(0
Perturbation
m r n m
B<Lk“ i0 t
coupling here
A iO it '* '
'  A ( t k ‘a '
V
PERTURBATION REGION
0 J
Fig.3.3: a)Dielectric waveguide with a periodic perturbation; b)The incident and reflected fields[3.8]
Consider a corrugated section of length L as in Fig.3.3. A wave with amplitude B(0) is 
incident from the left on the perturbed section of the waveguide. The solution of (3.3.1) and
(3.3.2) for this case, in which the boundary condition A(L)=0 is assumed, is the following
A(z)e3z = B(0) jK^ -/PoZSinh[s(z -  L)] 
-ApSinh(sL) + jsCosh(sL)
(3.3.3)
B(z)ej?z = B(0)
-ApSinh(sL) + jsCosh(sL)
{ApSinh[s(z -  L)] + jsCosh[s(z -  L)]} (3.3.4)
where
S =  a]  K 2 — (Ap)2 K = lK b a l (3.3.5)
The total field, which is given by A(z)Exp(jPz)+B(z)Exp(-jpz), and its derivative, are 
continuous at z=0 and z=L (the field at z>L and z<0 is assumed as in Fig.3.3).
A(z) = B (o {— l Sl"h[Kh;Z ^  V k  J Cosh(icL)
(3.3.6)
A(z) = B(0)
Cosh[K(z- L)]
Cosh(KL)
A plot of the modal powers IA(z)l2 and IB(z)l2 is shown in Fig.3.3b).
(3.3.7)
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There are two important points about this result. Firstly, it can be shown that for sufficiently 
large arguments of the Cosh and Sinh functions in (3.3.6) and (3.3.7), the incident power 
drops off exponentially along the perturbation region. Secondly, this behaviour is due not to 
absorption in the perturbation region, but to reflection of power into the backward travelling 
mode A.
The width of the forbidden frequency zone is
(Aco) =V /  gap
2 k c (3.3.8)
where k  is the coupling coefficient associated to m=l, the first harmonic component of the 
periodic perturbation. Equation (3.3.8) allows the coupling coefficient to be calculated if the 
effective refractive index and stopband, which can be measured experimentally from the 
output spectrum of the distributed feedback laser, are known.
The previous results show that a finite length section of a periodic waveguide can act as a 
high-reflectivity mirror for frequencies near the Bragg value coo- The transmission (Teff) and 
reflection (Reff) coefficient of such a filter can be calculated from equations (3.3.3) and
(3.3.4) as follows
B(L)2T =
l ef f B( 0)
(3.3.9)
R„ = A(0)
B( 0)
The transmission coefficient = B(L)
B{ 0)
(3.3.10)
is plotted in Fig.3.4. The transmissivity T of the
filter is calculated from the relation T=l-R, assuming a lossless DFB waveguide,i.e.,that there 
are no other guided or radiation modes, to which coupling is possible. Defining a new 
variable x, T is given by
l-T a n h 2\ k( \ - x2Y l
T =
1 + f  x 2 '  
l - x 7
Tank2 k{ \ - x2Y l
(3.3.11)
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where x =
2 m eff(  1
K
, neff is the refractive index of the waveguide and A,b is the
Bragg wavelength.
PassBand ^  StopBand ^ Passband
0 Parameters:
1. k  = 1 0 c m - l
L=500 microns 
Neff=3.40 
X =870nm
2. k  = 2 0 c m - l
0
3. k  =30cm-l
0
0
869 8 6 9 . 5 870 8 7 0 . 5 871
Wavelength(nm)
Fig.3.4: Transmission characteristic of a DFB waveguide as a function of the wavelength in the weak-
coupling range: kL=0.5-1.5
Fig.3.4 shows the transmission characteristics of a DFB waveguide as a function of the 
wavelength for different values of the coupling coefficient. The dip in the transmission at the 
Bragg wavelength is caused by coherent back reflections and increases with the grating 
coupling coefficient. The transmissivity is unity at a discrete set of wavelengths within the 
passband. According to the coupled-wave equations, at these wavelengths the backward wave 
has a sinusoidal distribution within the structure and vanishes at the two end planes of the 
structure. These wavelengths correspond to the resonant modes of the periodic structure.
Note also that the transmissivity is extremely sensitive to the coupling coefficient. This fact 
will be used in chapter 6 to measure the coupling coefficient of DFB waveguides by 
measuring the transmissivity of different DFB waveguides, which presents values of K in the
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range 10-20cm_1. In deriving Eq.(3.3.11), both waveguide losses and coupling to radiation 
modes were ignored. A different expression, e.g. Eq. (88) reference [3.6], can be used in 
which a loss constant parameter a  is taken into account. The reflection and transmission 
coefficient formulae, including loss effects, are now presented:
R = KSinh(sL)
(a  + jAp)Sinh(sL) +sCosh(sL)
(3.3.12)
T = -se
(a  + jAP)Sinh(sL) + sCosh(sL)
(3.3.13)
where:
s2=K2+ (a + jA p )2
a  - Loss constant of the corrugated section
k  - Coupling Coefficient
A(3 - Bragg detuning
L- Length of the corrugated section
Follows plots of (R,T) for different loss values.
k=30 cm-1
L=500 microns 
neff=3.40 
AJB =870nm
a=5cm-l(Rl,Tl)
o a =1 Ocm-1 (R2,T2)
R1
o
R2
o
o
T2
869 8 6 9 . 5 871870 8 7 0 . 5
W avelength(nm)
Fig.3.5: Transmission and reflection characteristics of DFB waveguide as a function of the wavelength. The
waveguide loss is used as a parameter.
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Fig.3.5 shows the reflection and transmission characteristics of a DFB waveguide as a 
funtion of the wavelength for different values of the waveguide loss (a). Contrary to the 
lossless situation, where the transmissivity is unity at a discrete set of wavelengths within the 
passband, the loss situation presents a transmissivity less than unity. The transmissivity value 
away from the Bragg wavelength can be calculated using following eqs:
—  = -a P  => = Exp{-ccL)\
dz Pin
T _ Pout- _ gJcp(_|0 x 0 05) = 0 6
Pin
This value agrees with curve Ti shown above.
From the curves shown in Fig.3.5, the maximum reflection (or corresponding max. 
transmission) decreases with the waveguide losses. In calculating the maximum reflection 
value (Rmax) from the transmission spectrum its value is lower than the one calculated 
directly from the reflection spectrum. This result is important since experimentally the 
maximum reflection value (Rm ax) is calculated from the transmission spectra and then used 
to calculate the coupling coefficient. The following table illustrated the errors introduced 
when different losses are considered and the coupling coefficient is calculated from the 
reflection spectrum (Kref) or from the transmission spectrum (Ktrans)-
Amplitude 
Loss (cm-1)
Power 
Loss (cm-1)
Kref.(cm-1) Error (%) Ktrans(cm-1) Error (%)
0 0 30 0% 30 0%
5 10 20.9 30% 16.7 44%
10 20 16.4 45% 11.5 62%
Table 3.1: Coupling coefficient values calculated from reflection (Kref) and transmission (Ktrans) spectrum.
Waveguide loss is used as a parameter.
Table 3.1 shows that the error introduced in the coupling coefficient (DFB waveguide is 
assumed to have 30cm-1) when losses in the waveguide are considered. Two different 
methods to calculate coupling coefficient ( k )  are used, namely measurement of maximum 
reflection (Rmax) fr°m reflection spectrum (Kref) and from transmission spectrum (Ktrans)- 
The results show that the errors introduced are significantly higher when R max is calculated 
from the transmission spectrum rather than from reflection spectrum.
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3.4 The Distributed feedback laser
The case of a passive waveguide with periodic perturbation is described by equations (3.3.1) 
and (3.3.2) in the previous section. For a guiding medium with gain, these equations simply 
need to be modified by adding gain terms, so that, when k = 0 ,  the two independent solutions, 
A(z) and B(z), correspond to exponentially growing waves along the -z and z directions, 
respectively. Adding gain terms to (3.3.1) and (3.3.2), we have
~  = X‘baBe"i2(i *^z -  yA (3.4.1)
dz
^ -  = KbaAel2m ’ +yB (3.4.2)
dz
where Kba is the coupling coefficient and y is the exponential gain constant of the medium. 
These equations can be simplified if we define new variables such as
A(z)=A(z)e-7z, B(z)=B'(z)e7z
Equations (3.4.1) and (3.4.2) become
—  = *:baB V j2(A/5+7'r)z (3.4.3) 
dz
—  = k’ A'ej2W,+yr)z (3.4.4) 
dz
These are the equations for a waveguide with distributed feedback and optical gain. Note, 
however, that equations (3.4.3) and (3.4.4) become identical to equations (3.3.1) and (3.3.2), 
provided that A|3 is replaced by Ap+jy. With this substitution, equations (3.4.3) and (3.4.4) 
can be used to obtain directly the solution for the total complex field E(z)=B'(z)exp[(- 
jP+y)z]+A'(z)exp[(jP-y)z] within the periodic section of length L of the waveguide. 
Assuming an input incident field of B(0) at z=0, the 'forward' wave B'(z)exp[(-jP+y)z] and 
the 'backward' wave A'(z)exp[(jp-y)z] are:
B (z)elHI>*M  = B(0) ^  ^  ~ iW)Sinh[s{L -  z)] -  sCosh[s(L -  z)]}
( 7  -  jAp)Sinh(sL) -  sCosh(sL)
A {z)e ^  = 2X0) y - f )] (3.4.6)
( 7  -  jAp)Sinh(sL) -  sCoshysL)
where
s2 -  k 2 + ( y - j A p )2
The behaviour of the incident and reflected fields for a high gain case is sketched in Fig.3.5.
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Fig.3.5: Illustration of incident and reflected fields inside an amplifying periodic waveguide near the Bragg
condition (3~m7i/A [3.8]
3.5 The Oscillation Condition
Notice that s is now complex (It is also complex for the passive case when AP>k). This fact 
introduces a qualitative difference between the behaviour of the passive periodic waveguide, 
given by (3.3.3) and (3.3.4), and the periodic waveguide with gain given by expressions
(3.4.5) and (3.4.6). To demonstrate this difference, consider the case when the condition
(y -  jAfi)Sinh(sL) = sCosh(sL) (3.5.1)
is satisfied. From (3.4.5) and (3.4.6), it follows that both reflectance and transmittance, given 
by (Er(0)/Ej(0)) and (Ei(L)/Ej(0)) respectively, become infinite (See peaks in fig.3.6).This 
means that, for a device of given length L and given coupling coefficient k , solutions are 
possible only for a discrete set of gain constants y and associated frequencies Ap. These 
frequencies are the resonant frequencies of the DFB structure and the associated gains are 
the values needed at threshold. Relation (3.5.1) is, therefore, the oscillation condition for a 
distributed feedback laser. Note, however, that for the case of y=0, the coefficients obey 
IEj(L)/Ei(0)l<l and IEr(0)/Ei(0)l<l, as is appropriate for a passive device with no internal 
gain.
The periodic waveguide with gain acts as a high gain amplifier under the following 
conditions: (i) For frequencies very near the Bragg frequency coo(Ap=0); (ii) For sufficiently 
high gain so that the oscillation condition (3.4.1) is nearly satisfied.
The amplitude gain is available either in reflection or in transmission. The reflection and 
transmission coefficients are given, respectively, by
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E r(0) = _Ki,aSinh(sL)  5
E,(0) (y -  jA|3)Sinh(sL) -  sCosh(sL)
E (L) -se~jpl|L^ ’ =  —  (3 5 3)
Ej (0) (y  -  jA(3)Sinh(sL) -  sCosh(sL)
The behaviour of the transmitance IEj(L)/Ej(0)l2 is sketched in Fig.3.6.
Detuning
F ig .3.6: C alculated transm ission gain IEj(L)/Ej(0)l2 for values o f the coupling coefficient o f 10cm * and 
cavity length 500pm . D etuning and modal gain are in cm"*
The most important aspect represented in Fig. 3.6 is the fact that DFB lasers exhibit 
longitudinal mode selectivity, which is in contrast to conventional Fabry-Perot cavities where 
all allowed modes have the same threshold gain. This effect is further illustrated in the 
following contour map of Fig.3.6.
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Fig.3.7: Contour map of previous Fig. 3.6. The mode symmetry around zero detuning (AP=0) is clear. Six
longitudinal modes are illustrated
As illustrated in Fig.3.7, the conventional DFB laser has two spectral modes or wavelengths 
of operation with exactly the same required threshold gains. In this example, the main modes 
(lowest threshold gain modes) have a 52.2cm-1 intensity gain and 46.3cm-1 detuning from 
the Bragg wavelength. The stopband width can be calculated using the following expression, 
which relates the normalized detuning with the stopband width:
A^ =_2 ^ E (APL) <3-5'4>
The stopband width is calculated to be 3.1 A, where typical values of L=500jim, ?t=860nm 
and neff=3.5 were assumed in the calculation. The difference in the threshold gain between 
the main and side modes is 13.2 cm-1, which is sufficient for only the two main modes with 
lowest threshold gain to oscillate [3.9].
The longitudinal modes are equidistant from the Bragg wavelength, i.e., on either side of the 
stopband. However, this only happens for completely symmetric homogeneous, infinite 
structures. Normally this symmetry of period is interrupted and the degeneracy removed 
when the output facet is cleaved. The asymmetry in the required threshold gain caused by 
reflection at one or both facets has been studied by Streifer et al[3.10].
The phase of the grating where it is interrupted by the cleaved output mirror, the facet phase, 
is an important parameter. The importance of this facet phase in determining the lasing
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threshold and oscillation wavelength has been experimentally demonstrated by Matsuoka et 
al. [3.12]. Several methods of removing the spectral degeneracy have been thoroughly 
discussed in Chapter 2.
3.6 Calculation of lasing modes and modal threshold gain in DFB laser structures
For a DFB laser cavity, characterized by a given length L and coupling k , only a discrete pair 
of values for the threshold gain and detuning are possible. In Fig.3.8, the gain required at 
threshold as a function of detuning from the Bragg wavelength is represented, in which two 
different regimes are observed: (1) For small values of the coupling coefficient, the threshold 
gain is very large and the resonances are close to v=mc/2neffL (m is integer, neff - effective 
refractive index), which are equal to the longitudinal mode spacing of a FP laser; (2) When 
the coupling coefficient is large, the threshold gain is small and the first resonance is pushed 
away from the Bragg wavelength by as much as three times the value for the low-coupling 
case.
80
KL«1
N=2N=1I
o  60
c
<5
a  40
(00) KL»1>_ jz H
1750 25 50 75 100 125 150
Detuning(cm-I)
Fig.3.8: Threshold gain versus detuning from the Bragg condition for an index periodicity. Because of 
symmetry with respect to Bragg frequency (A|3=0), only half of the spectrum is shown.
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Fig.3.9: Threshold gain versus coupling coefficient with length as a parameter
The threshold gain and laser frequencies of DFB devices depend greatly on the strength of 
the coupling coefficient (between forward- and backward travelling waves). The case of a 
pure DFB (no external reflectors) was treated by Kogelnik and Shank [3.4] and their results 
are presented in a slightly different form in Fig.3.9. Threshold gain is plotted versus the 
coupling coefficient, with the device length as parameter. Using this figure, one can determine 
the minimum necessary device length L, given k  and gain available, or alternatively, given the 
gain and L the plot specifies the minimum value of k  required. In the coupling coefficient 
range 10-20cmf 1 (the case of surface grating structures), the gain required for threshold 
decreases drastically as the device length increases, specifically from L=250|Lim to L=500|Lim. 
It is therefore important to use gratings longer than 500pm to obtain laser action at moderate 
threshold current.
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Fig.3.10: Normalized threshold gain versus normalized detuning
In Fig.3.10, the normalized gain versus normalized detuning is plotted. Usually, this plot is 
used to determine the kL product by experimentally measuring the stopband width, which is 
related to the normalized detuning (ApL) by the following relation:
(Aj8L) = - ^ f ^ A A ,  (3.6.1)
Note that for a kL product less than 2, the stopband width is less sensitive to variations in 
KL(Fig.3.10). For instance, when the kL product varies from 1 to 1.5 (50% increase) the 
stopband width increases only by 10%, so large inaccuracies in calculating the coupling 
coefficient can be introduced when the stopband width measuring method is used in this 
particular kL range (kL<2). To avoid this problem, an alternative technique for measuring the 
coupling coefficient in deep surface grating structures (where kL=0.5 - 1) will be discussed 
in chapter 6, in which a transmission approach rather than the stopband width measurement 
is applied.
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Fig.3.11: Stopband width for active and passive devices as a funtion of the kL product
Fig.3.11 shows the stopband width as a function of the kL product for active and passive 
devices. The stopband width for passive devices is calculated using equation (3.3.11), which 
relates the transmission of a DFB waveguide with the wavelength. The stopband width for 
active devices was calculated using relation (3.4.1), which relates the threshold gain with the 
detuning for a given kL product.
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3.7 Calculation of k  as a function of the grating depth using different theoretical 
models.
3.7.1 Introduction
Index-coupled DFB lasers differ from conventional lasers in that feedback is provided by a 
distributed periodic spatial variation in refractive index and/or geometry, rather than by 
discrete reflectors. The analysis of these devices has been carried out as a function of the 
coupling coefficient k  [3.4]. Genererally, k  has been expressed in terms of refractive index 
variations, but in many situations the feedback is introduced instead by periodic corrugations. 
In order to employ the results for thresholds and frequencies derived for a pure DFB laser
[3.4] or similar results for DFB lasers with external reflectors [3.10],[3.11], the coupling 
coefficient of such corrugation structures must be first calculated. This calculation has been 
formally performed by several authors [3.13],[3.14] using a perturbation technique in which 
modes of the unperturbed waveguide are analysed in their interaction with the corrugation.
Analytic and numerical results for TE-mode coupling coefficients for various tooth shapes, 
namely rectangular, sinusoidal, triangular, and sawtooth, as well as Bragg scattering orders m 
have been reported in the literature [3.15],[3.16]. In the following analysis only rectangularly 
shaped gratings are considered since one is interested in deep surface grating structures, 
which are characterized by that shape. It should be pointed out that this is a classical shallow 
grating analysis, and therefore it is not wholly applicable to deep surface grating structures. 
However, many features presented by shallow grating results are common to deep surface 
grating structures, as will be discussed in the next sections.
In this section, different models for calculating the coupling coefficient of a certain 
corrugation structure are considered. Basically, the main difference between the normal-mode 
analysis by Streifer et al.[3.15],[3.16] and the improved coupled-mode analysis by 
Yamamoto [3.17] is the geometry selected for computing the unperturbed guided mode E(x),
i.e., the waveguide geometry without grating. In reference [3.30], a specific waveguide 
structure is considered, where four different waveguide geometries are selected for 
calculating the coupling coefficient.
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3.7.2 Normal coupled-mode analysis by Streifer et al. [3.15], [3.16].
In the three-layer laser structure, illustrated in Fig.3.12, there exists forward and backward 
TE and TM modes coupled by the corrugation. A perturbation analysis is used to obtain an 
expression for the coupling coefficient produced by the corrugation. The result of the 
perturbation analysis, as given in [3.14] for TE modes, is
K =_
2 PN2
J A[n2(x,z)]E2(x)dx (3.7.1)
corrugation
where k is the coupling coefficient, ko=27t/A,o is the free space wavenumber, p is the TE- 
mode propagation constant, E(x) is the y component of the unperturbed E-field, and N2 is a 
normalization constant given by
N2 = \E \x )d x (3.7.2)
A. The theoretical model 
nl
n2 j
A
L  w J
Deff
T A 1
A A ♦ *
D
n3
Fig.3.12: Three-layer DFB laser structure
Waveguide parameters: Grating parameters:
ni- Refractive Index of the upper cladding A- Grating period
layer
n2-Reffactive Index of Waveguide 
n3- Refractive Index of the lower cladding 
layer
D- Waveguide thickness
g- Grating depth 
W- Tooth width 
m- Bragg order
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As shown in Fig.3.12, g\ and g2 are the maximum tooth heights in media 1 and 2, 
respectively; gi and g2 are used as the integration limits of eq. (3.7.1).
B. Summary of the Theory
The coupling coefficient for a rectangularly shaped grating is given by the following 
expression, which results from the integration of (3.7.1) and (3.7.2).
K = K , { g 2 +  K2 +  K3 +  Kt  +  K5} (3.7.3)
Where:
fro2(”i2- ”2) 0. fnm W (3.7.4)
Sin(2g2u2) 
2 u2
(3.7.5)
'2
(3.7.6)
Sin(2g2u2) 
2 u2
(3.7.7)
(3.7.8)
2
(3.7.9)
and, (ui,u2,u3) are the tranverse propagation relations given by
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m, = V^o -  (3-7.10)
»2=V”2*»-i80 (3-7.11)
«3 = V0o-«32*o2 (3-7-12)
, 271
D«  = D ~ { l y  (3.7.13)
Deff is the effective unperturbed guide thickness, as shown in Fig.3.12. It is chosen such that
the volume of ni material extending into region 2 just equals the volume of n2 material
extending into region 1.
Po" Propagation constant of the fundamental mode, found by solving:
M \ uJu , +Mo)
“ 2 D'«) = ^ T A 1  (3-7-14)
’ u2 ~ W,«3
Firstly, it should be stressed that the coupling coefficient, Eq.(3.7.3) is valid only for 
small values of Ik I which result when Ini2-n22l and/or the ratio g/Deff are small.
Dependence on the Bragg-scattering order m is completely described by the 
multiplicative term:
Sin[7tmW/A]
m
and for integral values of mW/A, K  is zero, e.g., W/A=0.5, and m=2,4,6,... Although the 
variation of IkI with the tooth height g is completely contained in the bracketed expression in 
Eq.(3.7.3) that dependence is rather complex and best exhibited graphically as shown in 
reference [3.15].
The procedure to calculate the coupling coefficient k  is the following:
1. For a given grating depth g, evaluate Deff.
2. Using Deff and the eigenequation (3.7.14) for the guided modes, all the 
other parameters can be calculated: uf,u2,u3,p,N
3 . Replacing the above calculated values in the Ki expressions, compute k .
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3.7.3 Improved coupled mode analysis by Yamamoto et al. [3.17]
The coefficient kJJ0 is the coupling coefficient for the mth-order grating diffraction and is 
given by
C  = y | A . ( * ) E ; E ^  (3.7.15)
where £o is a vacuum permittivity and Am(x) is the mth-order Fourier coefficient of the 
refractive-index perturbation: An2(x,z)=n2(x,z)-no2(x).
A. The theoretical model
nl
= t
n2
i
T
U -5L-JIF
Deff D
n3
Fig.3.13: Three layer DFB Laser Structure
Where:
(ni,n2 ,n3,D) - Waveguide parameters as described above 
(A,w,g,m) - Grating parameters as described previously
B. Summary of the Theory
The Coupling Coefficient for a rectangularly shaped grating is given by following 
expression, which results from integration of (3.7.15):
k = K^{d+ k2 + k3 + /c4} (3.7.16)
where:
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2  7 tP m \—  + —  + Dt
u, u eff
(3.7.17)
^ 2  1. 2 ( 2k \ n l - n $  CosM ] (3.7.18)
2m2a: {n2 -  /i,)
(3.7.19)
(3.7.20)
with ui,U2 ,U3 ,(j)o,P being implicit functions of d, which depends on both waveguide and 
grating parameters; (ui,U2 ,U3) are defined as in section 3.7.2, and <j>o as follows:
(f>0 = Tan-i
\ u\ J
(3.7.21)
As illustrated in Fig.3.13, d is the distance between the unperturbed waveguide boundary and 
the bottom of the grating. It is determined so as to nullify the self-coupling coefficient of the 
guided mode, which represents a change of the propagation constant of the guided mode due 
to the corrugation [3.14]. The condition is:
j AoWE,m(X)2= 0 (3.7.22)
where Ao(x) is the zeroth order Fourier coefficient of the refractive-index perturbation 
An(x,z)2. d is given for a rectangular shaped grating by:
KsinU)l- EX*-2U'{8- d)\-( 1-g)
A u, V A J
d -
Cos(u2d + 20o)iSm(w2<i)
= 0 (3.7.23)
Once the value of d is known, all the implicit functions of d can be evaluated using 
Deff defined as follows:
Deff=D-g+d
Deff is the effective unperturbed guide thickness, as shown in Fig.3.13.
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The procedure to calculate k  is. then:
1. Estimate d using the approximate expression
2. Use the estimated value of d to evaluate ui,u2,u3,(|)o,p.
3. Use the previous values of ui,U2 ,U3,<j)o,P and the grating parameter 
A,w,g to compute d using equation (3.7.23).
4. Repeat (iterative process) steps 2. and 3. until convergence of d.
5. Use the final value of d to calculate the 'exact' solution of ui,U2 ,U3,(|)o,p.
6 . Replace the above values in the Kj expressions, and then compute the K 
value.
3.7.4 Simple Effective Refractive Index Theory [3.18]
The coupling coefficient k  is derived assuming that the two sections of the grating act as 
multilayer dielectric mirrors [3.7], the reflectivity of one pair of sections being given by:
where neffi is the refractive index of the unetched slab waveguide, Fig.3.14. The refractive 
index for a ridge waveguide, neff2 was calculated (using a finite difference method), which 
had the same width as the grating waveguide. The ridge height was taken as the depth of the 
etched grating, g. The final term is derived from the phase difference of the waves reflected at 
each section interface, where W is the width of the etched section, Ag the spatial period of the 
grating, and m the Bragg-scattering order.
(3.7.24)
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A. The theoretical model
neffl neff2
Fig.3.14: Cross-section of three layer grating waveguide structure
(ni,n2 ,n3 ,D) - Waveguide parameters as described above 
(Ag,w,g) - Grating parameters as described previously
B. Summary of the Theory
After some manipulation of Eq.(3.7.24), the coupling coefficient is simply given by
i f e f f l  n e f f 2 )  1 ( m 7 t W  ^
aveg g As ,
(3.7.25)
It was assumed that neffi~neff2 and then (neffi-neff2) « n effi. naVeg is the average refractive 
index of the grating waveguide, given by (neffi+neff2 )/2  as the grating was assumed to have a 
1:1 mark-space ratio.
Procedure to calculate k:
1. neffi,neff2 are calculated using a finite difference method for each g.
2. Use the computed values of neff] and neff2 as well as the grating parameters 
(Ag,W,m) to calculate K.
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3.7.5 Four-layer model by Wang [3.13]
The basic structure proposed by Wang consists of a thin film (the laser medium) sandwiched 
betweeen a substrate and a top dielectric layer. In such structure, the waveguiding property 
can be changed by varying either the thickness d or the refractive index nd of the top layer, 
Fig.3.15.
If d_or nd is varied periodically, the transverse wavenumber kx in the film changes 
accordingly. Since kx and kz (the longitudinal wavenumber) are related, a periodic change in 
kx produces a corresponding periodic change in kz. The resultant spatial variation of kz will 
periodically produce a reflected wave, and this periodic reflection can provide the necessary 
feedback for the laser action.
A. The theoretical model 
na A=2 aj
nd
IIdl X
nf *W
ns
Fig.3.15: Four-layer DFB laser structure
Parameters:
nf - refractive index of film 
nd - refractive index of top dielectric layer 
na - refractive index of air 
ns - refractive index of substrate 
W - film thickness 
d - top dielectric thickness 
a - grating tooth width 
- ffee-space wavelength
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B. Summary of the theory
The coupling coefficient is given by the following expression:
M
i2fd ( \  -1  'I*d *a Exp ( 2d, 'j
U z J ld(ld+ l,+ W ) Jd + la j I 1 -J
2
K =  —
a
This equation is valid under the condition: pd(d-di)>l 
where:
(3.7.26)
kx is calculated using a wave propagation method. A new variavel x is defined as
x=kv.W.
. 2 K
K = T ~
0
Pd =
Pa =
Ps =
(nt — nd)ko —
(nf - n<)ko - | ^
<L =Tan‘
<l>es = Tan
p d-W Pa + P dTanh(pd.d)  
X P d + P a T a n h ( P d - d ).
/ P s - W
(3.7.27)
(3.7.28)
(3.7.29)
(3.7.30)
(3.7.31)
(3.7.32)
kx.W-(|)ef- (J)es—q t^ (3.7.33)
Solving eq.(3.7.33), which is a function of x, the value of kx is found. Then all the parameters 
in eq.(3.7.26) can be calculated using the following relations:
kx ,Pa> Pd,Ps
la^Pa'1 , ld=Pd_1 , ls=Ps_1
K={nfx-kiy (3.7.34)
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1 « = ------ -------r  (3.7.35)
The procedure to calculate k is as follows:
1. Calculate kx using the wave propagation method and parameters of 
unperturbed waveguide.
2. Use previous value of kx to calculate pa, pd, ps and kz, lfd through eqs 
(3.7.34) and (3.7.35), respectively.
3. Replace previous values of (kx, pa, pd, ps, kz, lfd) to compute K using 
Eq.(3.7.26).
3.7.6 Numerical Calculations
The following example was studied using the different models discussed above. Fig.3.16 
shows the coupling coefficient versus the grating depth. The parameters used in the 
calculation were as follows:
ni=3.4, n2=3.6, n3=3.5
D=lpm, g=0-0.2|im (Step 50A), w/A=0.5 (A=380nm, W=190nm), m=3 
A^=870nm
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Fig. 3.16: Coupling Coefficient as a function of Grating Depth for the first three models discussed
For small grating depths, <500A, all models are in good agreement concerning the calculated 
value of the coupling coefficient. However, as the grating depth increases beyond 1000A, a 
large discrepancy between the coupling coefficients calculated by the three different models 
is observed. This difference can be mainly explained by the technique used in computing d 
and gp
As discussed in ref.[3.30], depending on the geometry used for calculating the unperturbed 
guided mode, there are significant differences in the coupling coefficient values obtained. For 
grating etch depth larger than 1000A, the effective refractive index method presents better 
results than the normal-coupled method since the geometry effects in the former are 
'averaged' by the calculation, whereas using the coupled-mode approach the coupling 
coefficient is overestimated as shown in [3.30].
The accuracy of the evaluated coupling coefficient depends mainly upon the choice of the 
unperturbed waveguide structure, parameter Deff, which is related to gi (normal coupled mode 
analysis) or d (improved coupled mode analysis). In the normal coupled mode analysis, g\ is 
calculated taking into account simply the mark space ratio, i.e., gi=(W/A)g. In the improved 
coupled mode analysis, however, d is calculated using a more sophisticated approach, which 
consists of nullifying the self-coupling coefficient of the guided mode, Eq.(3.7.22).
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In Fig.3.17 the coupling coefficient dependence on the toothwidth/pitch ratio is shown. The 
parameters used in the calculation were as follows:
(ni,n2 ,n3 ,?l,D) as defined in the previous calculation 
g=0.15pm, A=380nm, m=3
Coupling
/"—V
l-H
S 60o'w ' 
•4—»c.2o
§ 40o bfi £
'E,
U 20
0.00 0.25 0.750.50 1.00
Ratio toothwidth/Pitch
Fig.3.17: Coupling coefficient as a function of the ratio toothwidth/pitch calculated by normal coupled mode
analysis
The features presented by this plot depend on several factors. Firstly, as W/A increases, the 
evanescent part of the mode and the teeth interact more strongly in region 1 rather than the 
more intense oscillatory part of the mode. In other words, as W/A increases the effective 
waveguide thickness Deff decreases, and thus the mode is more confined. This effect is 
responsible for the general decrease in the coupling coefficient with (W/A). Secondly, as 
W/A changes, there exist different degrees of interference from various parts of the tooth 
along the z direction, this phenomenon accounting for the zeros in K.
Similar results to Fig.3.17 have been published in the literature, for instance Fig. 14 of [3.15].
In Fig.3.18, the calculated coupling coefficient versus thickness (T in Fig.3.15) of the top 
cladding layer is shown. The coupling coefficient is calculated by Wang's theory for two 
different material structures. For a symmetric material structure with 40% AlGaAs in both 
cladding layers, k(40%,40%Al), the parameters are: 
nf=3.49, nd=ns=3.36 
W=0.23pm, d=0.7pm 
X.=860nm
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For an asymmetric material structure consisting of 40% AlGaAs in upper cladding layer and 
80% AlGaAs in lower cladding layer, k(40%,80%Al), the parameters are: 
nf=3.49, nd=3.36, ns=3.12 
W=0.23pm, d=0.7pm 
A,=860nm
The refractive indices of the different epitaxial layers in the material structures were 
calculated using Adachi's data [3.19].
0.0 0.1 0.2 0.3 0 .4  0.5 0.6 0.7 0.8
T h ic k n e s s (  mi c r o n s )
Fig.3.18: Coupling coefficient as a function of thickness for two different material structures
As expected, the coupling coefficient is larger for the material structure 40%,80%A1 by as 
much as 70cm-1 (T>0.5pm). For values of T>0.4 Jim, the coupling coefficient increases 
exponentially with T for both material structures, whereas for values of T<0.4|nm, the 
coupling coefficient increases more slowly.
500
265cm-
195cm-l
□ k(40%,40%AI)
♦ k(40%,80%AI)
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3.8 Calculation of k  in Deep Surface Grating Guide Structures
The laser structure illustrated in Fig.3.19 was chosen for experimental work because of its 
fabrication simplicity. In addition, DFB lasers fabricated with such structure have presented 
high performance[3.20],[3.21]. The fabrication requires only a single MOCVD growth step 
and provides both lateral optical confinement and distributed feedback without additional 
processing steps beyond the fabrication of the lateral gratings. The design of the device is 
also suitable for integration in general, and for coupling of individual devices into phase 
locked laser arrays[3.22].
As already pointed out, the theoretical results for the coupling coefficient discussed in the 
previous section 3.7 are not directly applied to this surface grating structure. In particular, the 
gratings are not located in the top of the guiding layer, as assumed in the models by Streifer 
and Yamamoto. In the present DFB structure, the etched gratings are located along the ridge 
in the top confining layer of the laser, on either side of the contact stripe. A different 
approach has been, therefore, used to estimate the coupling coefficient in these structures.
In order to theoretically estimate the coupling coefficient in surface grating waveguides, a 
simple model, based on the effective refractive index method, has been used. The model 
allows one to study the dependence of the coupling coefficient on the grating parameters, 
such as grating etch depth, stripe width and grating period, as well as on the material 
structure, namely refractive indices and thicknesses of the different layers. In this model, the 
grating period is decomposed into two waveguide sections: a slab waveguide corresponding 
to the region where the material is not removed, and a ridge waveguide, corresponding to the 
other section where the material is removed (see Fig.3.19). The effective refractive index 
variation between these two waveguide sections is then calculated using the effective 
refractive index method described in detail elsewhere [3.23]. In the results presented here, a 
four layer model was used to calculate the effective refractive index of each section. The 
material structure is symmetric, with ni=n3=3.36 (Alo.4Gao.6As) and n2=3 .4 9 , corresponding 
to the refractive index average in the active region and 114=1 (air).
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Ri d g e  W a v e g u i d e
Fig. 3.19: Schem atic diagram  o f a DFB w aveguide with deep surface gratings: A -grating period, W - stripe
w idth and T -grating etch depth
S l a b  w a v e g u i d e
b)
As mentioned a simple model which relates the periodic variations of the effective refractive 
index to the coupling coefficient has been used. The coupling of the forward-propagating 
wave into the counter-propagating wave is usually described by the coupling coefficient, k . 
The coupling coefficient of the grating with a spatial period A can be obtained from the 
multiple dielectric layers problem analized by Haus[3.7] and is given by:
A n
K= — (3. 8. 1)
The periodic length of the grating A, which has to obey the Bragg condition so that
Anreflections from individual layers interfere constructively, is given by A = m — — (A is a
ln <B
multiple m of one-half of the emission wavelength in the material). The quantity Aneff is the 
longitudinal effective refractive index step between the two waveguide sections of the grating 
period. Using the Bragg condition in equation (8), the coupling coefficient is given by:
2 An „
K =  eJL (3.8.2)
m  A0
Procedure to calculate k :
1. The Fwave program is used to calculate directly nz(slab) and nz(ridge).
2. Use nz(slab)-nz(ridge) to calculate Aneff.
3. Eq.(8) can then be used to compute K, for a given grating order m.
The thickness of the active region used in the calculation was 0.23pm.
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Fig. 3.20: Dependence of the effective refractive index neffz of the fundamental TEo mode with the grating
etch depth. The stripe width is the parameter
Fig.3.20 shows the calculated effective refractive index of the fundamental TEo mode neffz 
as a function of the grating etch depth. The upper limit of neffz corresponds to the effective 
refractive index of a slab waveguide [a) in Figs.3.19 and 3.20], whereas neffz at point b) in 
Fig.3.20 corresponds to the effective index of a ridge waveguide characterised by 0.6 Jim 
ridge depth and 1 jam stripe width. From Fig.3.20, it is apparent that any periodic variation 
of the etch depth AT along the propagation direction can be related to a periodic change of 
the effective refractive index Aneffz and this variation increases for small stripe widths.
In our calculation, third-order gratings are considered, since these structures are significantly 
easier to fabricate than first-order gratings. Fig.3.21 shows the coupling coefficient for a 
third-order grating as a function of the grating etch depth, m=3 and A,B=870nm. For small 
grating etch depths, the coupling coefficient increases very slowly with the grating depth, 
which is explained by the fact that the light is well confined near the active region. However, 
as the grating etch depth approaches the active region, the coupling coefficient increases 
significantly, especially for devices with small waveguide stripe widths.
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Fig.3.21: Coupling coefficient of 3rd-order grating in a GaAs/AlGaAs symmetric structure as a function of 
the grating etch depth. Insets show field distributions of TEo mode for waveguides with W=ljim and 
W=4p.m stripe widths and constant etch depth of 0.5p.m.
3.9 Radiation Losses in DFB laser structures
3.9.1 Reflection from higher-order gratings
The reflections from higher-order gratings, as shown in fig.3.22, have been analysed by 
Scifres et al.[3.15], [3.24]. Consider a wave travelling to the right in the corrugated 
waveguide. In order for the rays scattered from successive teeth to all be in phase, the path 
lengths must all be integral multiples of the wavelength. Hence a condition is imposed which 
requires that
m2
b + A = ----2-, m=0,l,2... (3.9.1)
n*
where b is the distance shown in fig. 3.22.
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Fig .3.22: Rays scattered from a waveguide with a higher-order B ragg grating[3.20]
From geometrical considerations, it can be seen that
b=Asin0, (3.9.2)
where 0 is the angle that the scattered wavefront makes with the plane of the waveguide. 
Thus, from (3.9.1) and (3.9.2), 0 is given by
sin 6  = -^—2- -  1, m=0,1,2.. (3.9.3)
n K A
For 0 to be real, the magnitude of the right-hand side cannot exceed unity. For example, if 
Xo/ng=A, which is the condition for second-order Bragg scattering, then
sin0=m-l (3.9.4)
and solutions exist for m=0,l,2. The m=0 solution describes light scattered in the forward 
direction. DFB is produced by the m =2 solution and corresponds to light scattered 
backwards. For m= 1. 0=0, and the wave front is parallel to the junction, and the rays are 
orthogonal to the junction. Similar solutions can be obtained for higher-order Bragg 
reflection gratings as shown in Fig.3.23.
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Fig.3.23: Reflected wave directions for higher-order Bragg diffraction gratings [3.25]
3.9.2 Calculation of radiation losses from higher-order gratings
Periodic structures in waveguides are utilized in couplers and lasers. When used in couplers, 
the structure contains a wave propagating in one direction. Through its interaction with a 
periodic grating the propagating wave excites one or more radiating waves which provide the 
output coupling. When used in lasers, the grating period is approximatly an integral multiple 
of half the propagating wavelength in the guide (the Bragg condition), and then a strong 
coupling also exists between the propagating wave and an identical contradirectional wave. 
This is the situation which exists in a distributed feedback (DFB) and Bragg reflection 
(DBR) laser. In other words, when the grating provides the feedback, two contradirectional 
propagating waves always exist and both simultaneously contribute to the radiation field. It is 
therefore essential to distinguish these two situations, designated respectively for the first 
case by nonresonant and resonant for the second.
Radiation from corrugated waveguides in the nonresonant case is well 
understood[3.27],[3.28], but the resonant situation introduces complications. For the 
nonresonant case, which is discussed in detail in this section, gratings in AlGaAs/GaAs 
structures which are used either as waveguides or as lasers are analysed. For the latter case, 
the oscillation wavelength is not in the vicinity of the Bragg wavelength. In the resonant case, 
the two contradirectional wave are coherent and therefore their relative phases along the 
length of the laser must be taken into account in computing radiated power. In addition, the 
radiation reacts on the resonant waves to change the thresholds and resonant wavelengths, 
and the overall process is dependent on the longitudinal mode structure.
The analysis of radiation losses from DFB waveguides has been carried out by several 
authors. The theoretical approach developed by Tamir et al. [3.26] is based on the Floquet- 
Bloch expansion method and offers the most accurate value of the radiation loss coefficient 
for a nonresonant situation. A perturbation solution of the coupled mode equations for
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guided modes and the radiation continuum of an unperturbed waveguide has also been 
proposed by Yamamoto et al [3.17].
The theoretical analysis presented here is based on the perturbation solution of the Floquet- 
Bloch expansion theory by Streifer et al [3.23]-[3.26]. This theoretical model is used to 
study analytically the radiation properties of gratings in AlGaAs/GaAs structures which are 
used either as waveguides or as lasers, where in the latter case the oscillation wavelength is 
not in the immediate vicinity of that determined by the Bragg condition. This section 
comprises three sub sections: A, B, and C. In subsection A, the theoretical model is 
illustrated and the parameters used in the model are defined; the general analysis of 
rectangular gratings is presented in B.l. Then, the specific case of first-order perturbation 
solution for em(x) is described in B.2. The procedure for calculating radiation losses in a 
DFB waveguide is given in B.3. Finally, in subsection C, the analytic results of radiation 
losses in grating waveguides are plotted and commented.
A. The theoretical model 
nl
n2
x=0
A
x=g
Lf
w
Deff
x=t
n3
Fig.3.24: Geometry of a rectangular grating
Where:
Waveguide parameters: Grating parameters:
ni- Refractive Index of the upper cladding A- Grating period
layer
^-Refractive Index of the waveguide 
n3- Refractive Index of the lower cladding 
layer
t - Waveguide thickness
g- Grating depth 
W- Tooth width 
Deff=t-(w/A)g
B. Summary of the Theory
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B.l General analysis for rectangular gratings
Consider TE modes of the structure shown in Fig.3.24. The E-field is in the y direction and 
can be expressed as an infinite summation of partial waves in a form dictated by Floquef s 
theorem,
Ey(x,z)= Exp(i$mz)
with
Pm ~ Po +
2nm
(3.9.5)
(3.9.6)
where A is the grating period as defined above. If no grating were present, then all £m(x) with 
m^O would be zero, whereas £o(x) and po would be the mode pattern and the propagation 
constant of that unperturbed waveguide structure.
For a rectangular grating, the partial waves sm(x) satisfy the wave equation,
f e j x )  , u2
dx2 m' m
v. (3.9.7)
The system of (3.9.7), satisfied by all £m(x), determines a single mode of the corrugated 
waveguide when summed according to (3.9.5), where:
r , s  q * 1"  o < X< g
C W  = 1 *=— (3-9.8)
0 x < 0, x > g
The term Aq(x) is the Fourier coefficient of the refractive index perturbation along z, which, 
for rectangular gratings, is given by
A ,M  = nq v A
0
0< x< g 
x <0, x > g
(3.9.9)
K = K n H x ) -K = k i j j  = 1,2,3, and 4 (3.9.10)
where j=1,2,3 refers to regions 1,2,3, whereas j=4 refers to the grating region.
r 2
n20(x)
n24 = [wn2 + (A — w)n2] / A
x <0 
0< x<  g 
g < x< t 
x > t
(3.9.11)
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Clearly, no2(x) describes a four-layer waveguide structure; outside the grating region, for x<0 
and x>g, this waveguide is identical to the original, for 0<x<g, no2(x) is a constant equal to 
the average of n2 in the grating.
Each equation in (3.8.7) is formally solved using variation of parameters. Then, imposing 
continuity conditions on 8m and d8m/dx at x=0 and t, one obtains
£m(x) =
cmi E x p ( - i k m]x)  x < 0
cml  jc<w ( km4x )  -  ( ^ - ) S i n ( k m4x)^ +  Tm ( x )  0 < x < g
cm3 j c o j f km2( t - x ) - ^ y y  j Sin[km2( t - *)] j  g < x  < t
(*-')] x>t
(3.9.12)
where:
Tm(x) = T ~ ]  CM Sin[K Ax ~ e)]de
m4  0
(3.9.13)
B.2 First-order perturbation solution for 8m
Consider only the left side of (3.9.7) for m=0.
^ § 4 ^  + f c o M  = + (K "l -  ?>>o(x) = 0ax ax
(3.9.14)
If (3.9.14) is solved for £q and Jio> and then only 8o is used to drive other 8m(m^0) in the 
right side of (3.9.7), i.e.
d2zm(x)
dx2 +  k2mZ j X )  =  ~ k 0A m ( X K ( X )
(3.9.15)
a first-order perturbation solution for £m(x) is obtained.
The value of Po calculated by (3.8.14) alone is real and therefore does not reflect power lost 
through radiation. Instead, the time-averaged power lost by the partial wave em, per unit 
length, is found using the Poynting vector, to be
p" = ^ r M  A 2"; -  Pi ]N„(0)f + -  Pi ]lem(0|2} (3.9.16)
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The first and second bracketed terms are the parts radiated into regions 1 and 3, respectively. 
If pm 2 exceeds ko2n i2 and/or ko2 n32, imaginary terms occur in (3.9.16) which do not 
contribute to Pm. Thus Pm=0 for all terms with m>0 and with sufficiently large negative m, 
which could be m=-l for a small grating period A.
It is convenient to use the normalized measure of radiated power, defined as a, which is the 
exponential rate at which power is lost by the 8 o wave, given by
IX  ^ k ^ - ^ m}\z„(0f + R e y k X - p 2m}]Em
P0 J |e „ (  X)\dx
\  ‘ 0 J  — oo —OO
wr (3.9.17)
B.3 Procedure to calculate losses in DFB waveguide
1st step: Calculation of po and £o(x)
p0 is calculated using Streifer's theory described previously in this chapter (section 3.7.1). 
When po is known, the propagation constants koi, ko4 , ko2 > ko3 , can be calculated through 
following equations:
Xi =
kM = -\jk0n4 — P0
k02 ~ Vk0n2 ~ Po 
ko3 ~ ^JkoMj ~ Po
8o(x) can now be calculated by replacing m=0 in eq. (3.8.12),
£o(x) =
co i Exp { - i k 0]x)
c0i \ C o s ( k o 4 x ) - \  Sin(k04*)j
0^4 y
Co3 \ c os [ ko 2 { t - x ) \ -  l^ ~  Sin[k02{ t - x)]
c03Exp[iko3 ( x - t ) \
x < 0
0 < x < g
g < x < t
x > t
The coefficients coi, C03 are evaluated by setting coi=l, solving for C03 by requiring 
continuity of £o(x) at x=g, i.e.,
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ikn
C o s f t n g ) -  S i n f a g )
CQ1=1 and c03 = 04 y
ikrCos[k02(t -  g)] -  \Sin[k02(t -  g)]
'02
2nd step: Calculation of sm(x) and kmj
Let us now calculate £m(x) and kmj for m=-l. In most practical situations only terms m=-l 
and m= - 2  are of interest, since P_i and p_2 are lower than terms ko2ni2 and/or ko2n32 and 
thus partial waves with p_i and p_2 radiate according to eq. (3.9.16).
m=-l
P -. =  Po -
2n
k . „  =  ' i K n ] -  P.2,
k u  = f i X ZW ,
k-12 ~  ^ J k g f l }  “  P-;
k.,3 = Vk20n2 -  P2, 
Partial wave £-i(x) is given by,
c _ i jExp( - ik_ j jx )
£. i  ( x )  =
 ^ik.
c_j 3Exp[ik_]3 (x -  f)]
x < 0
c. ] i^Cos(k_J4x ) -  l^ ' u -JSin(k_14x ) f  + T_j (x)  0 < x < g
c.y j|c o s [^ 7 2 (^ - 't ) ] - ^ Y i2- Sin[k.12( t - x ) ] \  g < x < t
x > t
Tj(x) = —  S in ( ^ ^ \ j  e0( x)Sin[k_]4(x — e)}de 0 <x< g
nk_]4 v A J Q
Now, the coefficients c_n, c.13 can be determined by requiring the continuity of £-i(x) and 
de.]/dx at x=g, i.e.
= e-i(g+)
d£_,(x) _ d£_,(x)
dx g- dx
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Solving this system, the coefficients c_n and c_i3 are evaluated.
3rd step: calculation of a
Finally, the coefficient a , which expresses the total radiated power per unit length, is 
calculated to be
a  =
_ R e^ k M  -  p.2, }|c_„ |2 + R e^ k M  -  p2, }|c_
+  00
Po \\z0(x)\dx
C. Numerical Results
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Air/80% AlGaAs50
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20
40%,80% AlGaAs
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0.05
0
0 0.1 0.15 0.2
Grating Depth (microns)
Fig.3.25: Total radiated power versus grating depth
Fig.3.25 shows total radiated power loss versus grating etch depth, the material structures 
were used as a parameter. The parameters used in the theoretical model were:
Symmetric structure 40%.40% AlGaAs: ni=3.36
n2=3.49
n3=3.36
t=0.23pm
A=380nm
W=190nm
A,=870nm
Asymmetric structure 40%.80%AlGaAs: ni=3.36
n2=3.49
n3=3.12
t=0.23|im
A=380nm
W=190nm
A^870nm
Asymmetric stmcture Air. 80% AlGaAs: ni=l t=0.23|im A,=870nm
n2=3.49 A=380nm
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n3=3.12 W=190nm
For this specific case, only partial wave m=-l is radiating. Partial wave m=-2 is equal to zero 
because the grating mark-space ratio is 1:1. From the Fig.3.25, the asymmetric structure 
Air/80%AlGaAs, which describes the case of air gratings, presents a very large radiation loss. 
For grating etch depth of just 0.045pm the radiation loss is about 60cm-1. Material structures 
40%,40%AlGaAs and 40%,80%AlGaAs present a maximum radiated losses of 28cm-1 and 
23cm-1, respectively for grating etch depth of 0.1375pm and 0.125pm.
20
► Total Loss(m=-l+m=-2) 
-------------------------------
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Eo
k .<D
5oQ.
/  ^
.5■5(0
GC
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0.2 0.8 10 0.4 0.6
Normalized Toothwidth
Fig.3.26: Radiated power as a funtion of the normalized toothwidth
Fig.3.26 shows partial (m=-l and m=-2) and total (m=-l+m=-2) radiated power loss versus 
normalized toothwidth, for a symmetric material structure 40%,40%AlGaAs (parameters as 
defined before) and constant grating etch depth of 0.1pm. The maximum total radiated power 
loss of 19cm-1 is calculated for a normalized toothwidth of 0.4. For the case of 3rd-order 
grating with 380nm spatial period, the corresponding toothwidth would be 150nm.
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Fig.3.27: Total Radiated power loss versus normalized toothwidth for different material structures
Fig.3.27 shows total radiated power loss versus normalized toothwidth, for three different 
material structures: 40%,40%AlGaAs, 40%,80%AlGaAs, and Air,80%AlGaAs. The grating 
etch depth was 0.1 p.m for material structure 40%,40%AlGaAs, 40%,80%AlGaAs, whereas 
the grating etch depth in material structure Air,80%AlGaAs was just 0.035p.m. Maximum 
total radiated power loss of 19cm'1, 21cm-1, and 21cm-1 were calculated in 40%,40%AlGaAs, 
40%,80%AlGaAs, and Air,80%AlGaAs, for toothwidth of 150nm, 140nm, and 120nm, 
respectively.
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Chapter 4: Analysis and Improvement of Epitaxial Wafer 
Structure
4.1 Introduction
In this chapter, the analysis of the epitaxial wafer structure will be discussed as well as its 
improvement using broad area oxide stripe lasers. To improve the epitaxial wafer structures 
in terms of internal quantum efficiency, optical losses, QW gain parameter, go, and 
transparency current, Jt, several parameters of the wafer structure were optimized. The 
parameters were changed, also, in order to increase the interaction between the guided mode 
and the gratings, which are fabricated in the upper cladding layer. The parameters changed 
were, namely, the Al concentration in the cladding layers, the position of the quantum wells 
and the number of quantum wells.
4.2 Epitaxial Wafer Structure
Several epitaxial wafer structures were used in the process of optimization. The epitaxial 
wafer structures #QT270 and #A606 consisted of two 100A quantum wells and 100A 
Alo.2Gao.8As barriers within a standard symmetric structure, as shown in Fig.4.1. The wafer 
#QT270 was grown by MOCVD (Metal Organic Chemical Vapour Deposition) in the 
University of Sheffield, whereas the wafer #A606 was grown by MBE (Molecular Beam 
Epitaxy) at Glasgow University.
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-Cap Layer(Zn Doped)
-p-Cladding Layer(Zn Doped)
lOOAGaAs Well 
100A un-AlGaAs 20% 
100A GaAs Well
-n-Cladding Layer(Se Doped)
-Buffer Layer (Se Doped)
-Substrate(Si Doped)
F ig .4 .1: Schem atic diagram  o f the epitaxial w afer structures: #Q T 270  and #A 6 0 6
The epitaxial wafer structures #QT433, #QT433R and #A742 were asymm etric  structures 
with four 100A quantum wells. The dimensions of the different layers were the same as for 
structures #QT270 and #A606, but different compositions were used for the upper and lower 
cladding regions. Further details of these structures are given immediately below:
#QT433
-Grown by M OCVD
- Cap doping level 8 x lO 18 Zn GaAs
- p Cladding layer <1 x lO 16 Zn 30% AlGaAs 
-M Q W  exciton 861nm/core composition 20% AlGaAs
- n-Cladding layer 2.1 x 1017 Se 61 % AlGaAs
-#QT433R
-Grown by M OCVD
- Cap doping 8x 1018 Zn GaAs
- p-Cladding layer 2x 1017 Zn 26% AlGaAs
- M Q W  exciton 865nm/Core composition 19% AlGaAs
- n-Cladding layer 2.6x 1017 Se 51% AlGaAs
-#A742
- Grown by M BE
- Cap doping lx 1019 Be GaAs
0.1pm(5E18)-GaAs 
0.6 p m (5E17)- AlGaAs 40% 
0 .1pm  un-AlGaAs 20%
0.1pm  un-AlGaAs 20%
1.5pm (5E17)- AlGaAs 40%
0.5pm  (5E18)-GaAs
Si-GaAs Substrate
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- p Cladding Layer 2x 1017 30% AlGaAs
- M Q W  exciton 858nm/ Core composition 20% AlGaAs
- n Cladding Layer 2x 10*7 Si 60% AlGaAs
The epitaxial wafer structure #QT474d, illustrated in Fig.4.2, was an improved asymmetric 
structure with two quantum wells. The p-type layers were doped with carbon instead of Zn in 
order to avoid diffusion of Zn into the active layers. Note also that the upper cladding layer 
had a composition of 40% AlGaAs. This choice was made to provide good electrical and 
optical confinement. The position of the quantum wells was optimized to be at the maximum 
peak of the modal electric field, which was displaced from a central position due to the 
asymmetry of the cladding layers.
0.1 pm  (3E18)-GaAs
AlGaAs
AlGaAs
524A un-AlGaAs 20%:
j 1424A un-AlGaAs 20%
0.1 pm(2.2E17) AlGaAs 79%
0.4 p m (5. 5E17)AlGaAs 79%
0.5pm  (2.2 El 8)-GaAs
-Cap Layer{ C Doped) 
-p-Cladding Layer( C Doped)
Substrate
76A GaAs Well 
100A un-AlGaAs 20% 
76A GaAs Well
-n-Cladding Layer(Se Doped)
-Buffer Layer ( Si Doped)
■Substrate(Si Doped)
Fig.4.2: Schem atic d iagram  o f  asym m etric epitaxial w afer structure: #Q T 474d
4.3 Theory of epitaxial wafer analysis
The theory relevant to epitaxial wafer analysis for semiconductor lasers is given in references
[4.1] to [4.6], In oxide stripe lasers, the following relation applies at threshold
r Sth =  a  +  —  \n (4.1)
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This is the relation for the nominal threshold gain gth, which is constant over the whole
length of the laser, in terms of R i ,R2 and L. a  is the optical loss per unit length from
processes not directly associated with the gain mechanism, such as diffraction, scattering, and
free-carrier absorption. Ri and R2 are the power reflection coefficients at the two ends of the
resonator and L is its length. This equation shows that the gain per unit length must be
sufficient to cancel out the optical losses due to absorption etc, and also the mirror loss 
1 f \ \
— ln^—J (if R i=R2) due to light emission through the facets.
Above threshold, the gain is assumed to be clamped and the extra electrical power appears as 
light emission. The efficiency of conversion of electrons to photons is given by
ne = Vi (4.2)
V 8th )
where r|i is the fraction of the total injected carrier rate which is converted to stimulated 
photons above threshold. It is introduced to take into account any incomplete clamping of the 
injected carrier concentration and any other factor that may empirically affect the behaviour. 
r|e is the external differential quantum efficiency, as measured by the slope of the light- 
current curve above threshold.
It has been found that the gain for a quantum well laser, taking into account the effect of light 
guided outside the quantum wells, and up to threshold, can be related to the total current 
density in the laser, J, by the following relationship [4.4],
g(J) =  nTg0LnO '
rtf,;
(4.3)
where n is the number of quantum wells, T  is the optical confinement per well, go, is the gain 
coefficient for one well and Jt is the transparency current which is needed in a well to 
overcome the resonant absorption. The optical confinement per well, T, is the fraction of the 
power within the well divided by the whole power carried by the laser mode, which is defined 
by
J  E(xfdx
T = -2%------  —  (4.4)
J  E(x) dx
Waveguide
In broad area oxide stripe lasers, the approximate value of the optical confinement per well, T, 
can be calculated using a 2-dimensional waveguide model.
Fig. 4.3 shows an illustration of Eq. (4.3), which is the relationship between the gain 
produced by the quantum wells and the current density for material with different numbers of 
wells.
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T|=l
r=3%
Jt=72.8Acm-2 
g0=l 024cm-1
n=4200
Gain
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Fig.4.3: Calculated relation between the gain (taking into account he effect of light guided outside of the 
quantum wells) and the current density, for material with different numbers of wells, using eq.(4.3). The 
internal quantum efficiency is assumed to be rji=l, the transparency current Jt=72.8Acm'^, the gain 
coefficient per well go=1024cm'l and the optical confinement T=3%.
Combining (4.1) and (4.2), the following equation is obtained
-  =  —  - L  
Ve
r  a  ^  
Tjj In R
(4.5)
From the plot of the inverse external quantum efficiency, l/r|e against the cavity length L, the 
internal quantum efficiency rjj can be calculated from the intercept, and the internal optical 
loss a  can be estimated after assuming a reasonable value for the reflectivity R.
Combining (4.3) and (4.5) gives
inP * )=
a
nTgQ
-bin r n J '
KVi )
(4.6)
nTg0
A plot of the natural logarithm of the threshold current density against the inverse of the 
cavity length 1/L gives the gain factor nrgo from the slope, and from the intercept it gives the 
transparency current Jt using the internal loss a  calculated before. From these two last 
equations, (4.5) and (4.6), the quantum well epitaxial wafer can be analysed.
78
Chapter4: Analysis and Improvement of Epitaxial Wafer Structure
4.4 Improvement of the Epitaxial Wafer Structure
From the distribution of the electric field across the structure, as illustrated in Fig.4.3 (Y 
direction), it is possible to calculate the fraction of the optical modal power which is guided in 
the upper cladding layer. This result is important because it is the light in the upper cladding 
layer that interacts most strongly with the gratings. For the epitaxial wafer structure 
30%A1/60%A1 (Alo.3Gao.7As in the upper cladding layer and Alo.6 Gao.4 As in the lower 
cladding layer) 51 % of the light is guided in the upper cladding layer. The percentage of 
guided modal power in the upper cladding layer is reduced to 42% in the material structure 
40%A1/80%A1, and to 31% in the symmetric structure 40%A1/40%A1.
Plot o t horizon tal field c o m ponen t.
1.000
0.750
0.500
0.250
2.00
0.000
0.50 1.00 2.50 3.00 3.500.00 1.50
Distance in Y direction
Fig. 4.4: Distribution of the electric field across the Y direction for three different material structures. Curve 
1,: 30%A1/60%A1, and optical confinement factor T=51%; Curve 2: 40%A1/80%A1, T=42%; Curve 3:
40%A1/40%A1, r=31%
Fig.4.4 shows the coupling coefficient, estimated according to the theory developed in the 
previous chapter 3 (section 3.8), as a function of the grating etch depth, for three different 
material structures. The epitaxial wafer structures have the same amount of Al in the lower 
cladding, which is 40% for all material structures. This plot shows clearly that the reduction 
of the Al content in the upper cladding layer increases the coupling coefficient even for small 
etch depths, such as in the case of 30%A1/40%A1. The reason for such increase in the 
coupling coefficient is that a larger fraction of the modal power is guided in the upper 
cladding layer, consequently increasing the interaction between guided field and gratings.
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Fig.4.5: Coupling coefficient versus grating etch depth for three different material structures. W is the stripe
width of laser waveguide.
4.5- Experimental Results
4.5.1- Broad area oxide stripe lasers for analysis of Epitaxial material
It is important to characterize the epitaxial wafer structure before fabrication of the deep 
surface grating DFB lasers. This implies measurement of the emission wavelength, internal 
loss a  and the internal quantum efficiency, rji.
To analyse the epitaxial wafer parameters, broad area oxide stripe lasers were fabricated, 
because the effect of current spreading outside the lasing region should be minimal in such 
lasers. 75jim width oxide stripe lasers were therefore fabricated, then cleaved into lengths 
from 200pm to 1200pm, and the threshold currents measured for devices that gave the 
lowest threshold current. The external quantum efficiency, r\e, was then estimated. The 
stmcture of the broad area oxide stripe laser is shown schematically in Fig.4.6.
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7 5 p m  Ohmic Contact 
—— I Ni/Au <70nm,200nm>
S i0 2
Si-GaAs Substrate
} d q w
Ohmic Contact
Au/Ge/Au/Ni/Au < 13nm, 13nm, 13nm, 11 nm,240nm>
F ig .4.6: Schem atic diagram  o f  the broad area stripe laser.
4.5.2- Measurements and experimental results
The lasers were operated in the pulsed current mode in order to prevent excessive heating. 
The current pulse width was 400ns and the repetition rate was 1 kHz (duty cycle 1:2500). 
Fig.4.7 shows the measured L-I curves of the 200pm , 600pm , 800pm, and 1200pm cavity 
length broad area oxide stripe lasers fabricated from wafer #QT270, at room temperature. 
The lasers selected had the lowest threshold current am ong the five lasers within each 
category. Table 4.1 shows the slope efficiency for a single output facet, the threshold current 
and the threshold current density obtained from the L-I curves.
L=1200 microns L=800 microns
300
E 200
100
0. 0 0 .5 1.0 1 .5
300
£
ZL 200
05
100
0.0 0 .5 1 .0 1 .5
C urrent(  A) Current (A)
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L=600 microns L=200 microns
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Fig.4.7: Measured Output power per facet as a function of the drive current in broad area oxide stripe lasers.
Cavity length 
(|im)
Slope efficiency 
per facet (W/A)
Threshold current 
(mA)
Threshold current 
density (A/cm2)
200 0.42 107 713
600 0.36 168 373
800 0.31 200 333
1000 0.28 230 307
1200 0.25 305 339
Table 4.1: Measured experimental results from the L-I characteristic, using broad area oxide stripe lasers
Fig.4.8 shows the relationship between the inverse of the external quantum efficiency, 
obtained from the slope of the L-I curves, and the cavity length for wafer #QT270. The linear 
dependence fit was good and, using Eq.(4.5), an internal quantum efficiency of 95% and an 
optical loss of 8.13 cm-1 were calculated. From Eq.(4.4), optical confinement factors were 
calculated to be 21.2% in the upper cladding layer, 57.5% in the confining and active layers, 
21.2% in the lower cladding layer and 2.87% per well (r=2.87%) for wafer #QT270, using a 
2-dimensional model.
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Fig.4.8: Inverse of the external quantum efficiency obtained from the slope of the L-I curves as a funtion of
the cavity length
Fig.4.9 shows the relationship between the natural logarithm of the threshold current density 
and the inverse of the cavity length obtained from the L-I curves. The linear fit was good and,
using Eq.(4.6), it gave nrgo=58.78cnr1 and Inr nJt A
Vi
=5.39. From this data, the transparency
current density, Jt, and the gain coefficient per well, go, were calculated to be Jt=72.8 Acm-2 
and go=1024 cm-1, respectively. The epitaxial wafer parameters obtained from the analysis 
are shown in table 4.2 for all the stmctures.
6.6
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Fig. 4.9: Natural logarithm of the threshold current density against the inverse of the cavity length obtained
from the L-I curves.
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Materials Wavelength a  (cm'1) go (cm'1) Jt(A/cm2) Jth.600
#QT270 862nm 95.0 8.13 1024.0 72.8 367 Acm"2
#OT433 855nm 18.3 9.76 1234.6 27.6 1000 Acm'2
#QT433R 865nm 63.2 20.75 1502.8 89.5 930 Acm'2
#A606 865nm 89.0 10.40 2091.2 140.8 781 Acm'2
#A742 857nm 55.0 28.00 885.8 154.6 1652 Acm'2
#QT474d 861nm 60.7 11.20 1094.0 55.3
Table 4.2: The epitaxial wafer parameters obtained from the analysis for all material structures
Wafers #QT270 and #A606 have identical structures. However, the estimated gain coefficient 
per well, go, and transparency current, Jt, are at least twice as high in the #A606 case. This 
difference is caused by traps (oxygen) in the AlGaAs barriers in the MBE material, where the 
carriers can suffer non-radiative recombination [4.7]. The epitaxial material #QT433 has very 
poor properties because the doping concentration in the upper cladding layer is very low 
(<lx 1016cm-3). Wafers #QT433R and #A742 have high optical propagation losses, which is 
due to the low concentration of Al in the upper cladding layer. Wafer #QT433R has an 
optical confinement factor of 64 % in the upper cladding layer; this leads to high absorption 
of light in this layer due to free-carrier absorption. These results lead to the conclusion that 
the Al concentration in the upper cladding layer should be about 40%Al in order to provide 
good electrical and optical confinement. Wafer #QT474d is an improved asymmetric 
structure consisting of 40% Al in the upper cladding layer and 79% Al in the lower cladding 
layer. Note also that 0.1 |im of the upper cladding layer is 40% Al undoped AlGaAs in order 
to reduce optical losses.
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Chapter 5: Device Structure and Fabrication.
5.1 Introduction
In this chapter, the deep surface grating DFB laser structure and its fabrication procedure are 
discussed. The surface grating DFB laser, as illustrated in Fig. 5.1, is fabricated entirely by 
planar processing, and involves a single, postgrowth reactive ion etch (RIE) using a patterned 
mask, previouly generated by electon-beam lithography. All the basic aspects of electron- 
beam lithography and procedures for fabrication of third-order, second-order, and first-order 
gratings as well as X/A phase shift and dual pitch gratings, are thoroughly discussed. The 
fabrication of a flared amplifier integrated with a surface grating DFB laser, measurement 
and characterization of stitching errors, and final processing steps of surface grating DFB 
laser fabrication, such as electrical contact metallization, anti-reflection coatings deposition, 
mounting and wire bonding, are described in the last sections of this chapter.
5.2 Device structure
In Fig.5.1 a schematic diagram is shown of the deep surface grating DFB stripe laser. The 
cavity length is in general 600 p.m. The grating was etched to typically within 0.1 |im 
(T=0.6 |iim in Fig.5.1) of the active layer and the width of the laser stripe was 3 |im. The 
grating period was about 0.38 |im, corresponding to a third-order grating.
Fig.5.1: Schematic diagram of the deep surface grating DFB stripe laser.
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5.3 Fabrication
The fabrication of the DFB laser required several steps, which are briefly described as 
follows:
1. Sample preparation:
The wafer was cleaved into a square with a suitable size, typically 8 x8  mm2, and 
cleaned using various solvents.
2. Fabrication o f gratings alongside the ridee:
Third-order gratings (A=380nm) were fabricated using electron beam (e-beam) 
lithography and reactive ion etching.
3. Fabrication o f contact window and contacts:
A contact window was opened by wet etching of the SiC>2 layer, which was 
deposited by Plasma Enhanced Chemical Vapour Deposition (PECVD). After 
suitable surface preparation, the final step was deposition and annealing of the 
contact metallisation.
4. Cleaving and deposition o f anti-reflection coatings:
After cleaving the wafer section into several bars of lasers, anti-reflection coatings, 
consisting of a single AI2O3 layer, were deposited by sputtering on both facets.
5.Mounting and wire-bonding:
The laser chip was mounted on a laser header and wire-bonded.
5.3.1 Sample preparation
Samples were cleaved into 8 x 8 mm2 pieces using a scriber, this size being suitable for easy 
handling and corresponding also to the approximate size for 4 rows of lasers in the e-beam 
lithography. The wafer section was prepared for lithography by cleaning for 5 minutes in 
successive ultrasonic baths of trichloroethylene, methanol and acetone, with a final rinse in 
reverse osmosis water.
5.3.2 Fabrication of gratings alongside the ridge
The fabrication of gratings alongside the ridge, using the electron beam lithography 
technology, requires background knowledge in the two following areas: (1) Design of the 
device structure, leading to writing of the corresponding patterns and production of files 
necessary for controlling the Beam Writer; (2) preparation of the samples, involving choice 
of suitable electron beam resists and the necessary exposure doses.
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(1) Preparation of files
A brief outline of the procedure for preparation of the files is the following:
1. Design of device structure and creation of the required pattern on 
computer.
2. Preparation of data in Cats for the Beam Writer.
3. Preparation of the job files using the BWL programme.
4. Transfer of the files to the computer that controls the Beam Writer.
Regarding item 1, a simple example on how to write a pattern for the Beam Writer is now 
explained.
Instructions:
Filename: VMgrating_db.ctxt
TEXTLIB 9 . 0 . '
UNIT NM 
RESOLVE 1 
BEGLIB
j
I D e f i n i t i o n  o f  G r a t i n g  500 m i c r o s  l o n g .
j
STRUCT G r a t i n g  
LAYER 1
AREF E l e m e n t  ( 0 , 0 )  1 ( 0 , 0 )  1316 ( 0 , 3 8 0 )
ENDSTRUCT
<
’ D e f i n i t i o n  o f  E l e m e n t .
»
STRUCT E l e m e n t  
LAYER 1
B 0 , 0  3 0 0 0 , 0  3 0 0 0 , 1 8 0  0 , 1 8 0  0 , 0  ENDS
ENDSTRUCT
»
ENDLIB
Design
7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 3  
/ / / / / / / / / / / / / / / / / / / / >  
/ / / / / / / / / / / * * / / / A
7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7
' / / / / / / / / / / /* * //* / / //\  ' * * * * * * ************* *
1316
500pm
////////////////////* 
'////////S/S* * / / / A
380nm 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 Z
/ / / / / / / / / / / y / / / / / / / A I 180nm
3000nm
Fig.5.2: Example of pattern written in simple editor (Edit Vax) which consists of a grating characterized by a 
length of 500 pm, a width of 3 pm, and a period of 0.38 pm.
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This grating is characterized by a length of 500 |nm, a width of 3 Jim, and a spatial period of 
380 nm. First, the simplest structure in the pattern is defined , which is the grating Element in 
this example. The structure Element is a rectangle with vertices at point (0,0), point (3000,0), 
point (3000,180), then (0,180) and, finally, the starting point (0,0) again. The structure 
Element can be used to design more complex structures. The next step is to repeat this 
Element 1316 times in the Y direction. So, a structure Grating is defined by starting at (0,0), 
repeating the structure Element just one time in the X direction, and 1316 times in the Y 
direction, with a separation of 380nm, which is the period of the grating.
After the .txt file is created in Edit, as shown in the example above, its format is changed in 
order to be read by Cats (a program that translates or transcribes this data into machine 
readable format). This is carried out by using the program Textlib. The instructions for this 
operation are given below:
2. Textlib VMgrating_db.ctxt->VMgrating_db.clib
The file *.clib is read by Cats. In Cats, it is possible to select different layers and also the 
resolution. Within Cats it is also possible to look at the graphics screen to make sure that the 
files appear to be correct. If the files pass this inspection, the Do command is typed in Cats 
and a new file is created:
VMgrating_db.clib-> VMgrating_01 .cflt
Finally, the format of *.cflt files is changed for use by the Beam Writer. The program 
Writefile is used for such purpose:
Writefile VMgrating_01 .cflt-> VMgrating_01 .iwfl
Another file must be created in which parameters, such as the position of the pattern in the 
sample, exposure dose, spot-size and energy (Kvolt) are specified. The program that creates 
the job file is called BWL. A simple example of a job file follows: VMgrating.com. It is 
assumed that the size of the sample is 8x8mm2, so that the pattern is positioned in the middle 
of the sample, which has Position 4,4.
3. VMgrating.com
Substrate: Small 
Kvolts: 50
Outfile: VMgrating.com 
Pattern: VMgrating_01
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Dose: 475 pCcm-2 
Resolution: 0.02 pm 
Spot_size: 80 nm 
Position: 4,4 
Step_size: 1,1 
Repeat: 1,1
4. To transfer the files to the computer that controls the Beam Writer, two commands are 
typed:
transfer VMgrating_01 patterns 
transfer VMgrating.com Jobs
5.4 Basics of electron beam lithography[5.1]
Electron sensitive resists- In electron beam lithography, the starting point is a substrate, 
which may be Si or GaAs or any other material, on which patterns need to be defined. The 
first stage in the process is to coat the substrate with a thin layer of polymer, known as a 
resist, which is sensitive to electron beam irradiation. There are two basic sorts of resist, 
positive and negative resists. After exposing the resist to the electron beam, the substrate is 
put into a chemical known as a developer which selectively removes areas of resist.
With positive resist, the exposed area is removed by the developer; while with negative 
resist, the unexposed area is removed by the developer.
A simple picture of the process starts from the consideration that the resist is made up of 
long polymer chains. In a positive resist, these chains are broken down by e-beam exposure 
and hence become more soluble in the developer; in a negative resist, the exposed regions 
become cross-linked, i.e. the chains get longer, and the resist is then less soluble.
Exposure dose- This is an important parameter. In order for the developer to remove the 
unwanted resist correctly, the solubility of the resist has to be changed by a sufficient amount 
by the electron beam exposure. This requires a certain number of electrons, known as the 
dose, which is usually measured in pCcm'2. Typical doses vary from 1 to 300 p,Ccm-2.
Proximity effects- These arise because the electrons do not simply pass through the resist, 
exposing it and then disappearing. They have the unfortunate habit of coming back out of the 
substrate again as backscattered electrons.These electrons have approximately the same 
energy as those of the primary beam but are spread out across a much larger area. At 50 keV, 
electrons penetrate typically about 5 pm into the substrate, and this penetration gives rise to
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a backscattered beam which is approximately gaussian, but with a radius on the order of 2- 
5 |Lim and a total integrated dose around half of that of the primary incoming beam. The 
back-scattered electrons act like a background fog to the desired exposure.
Spots ize
Resolution
Fig.5.3: Illustration of the concepts of resolution and spot-size.
Resolution-This is essentially the beam step size pixel to pixel. It can be varied between 
5 nm and 300nm. The resolution is represented in Fig.5.3 and corresponds to the distance 
from near the edge to the middle of the spot. The important point to notice is that any feature 
size in the pattern must be an integer multiple of the resolution.
Beam Energy- This is the kinetic energy of the electrons in the beam. This parameter is 
important because it imposes the resolution achievable with the exposure system. In optical 
lithography, the resolution is limited by diffraction of light. In the e-beam lithography, 
however, the resolution is limited by electron scattering, which is related to the energy of the 
beam (proximity effects).
Spotsize- This is size of the spot created by the electron beam when it impinges on the 
sample. The choice of spotsize available from the Beam Writer ranges from 12 nm to 
400 nm.
(2) Preparation of the samples
Exposure dose:
Because the optimum exposure dose depends both on the e-beam resist used and the feature 
size, the process commonly used to determine the optimum exposure dose is the 
performance of an exposure test. An exposure test consists of exposing the same pattern 
with different doses and then checking in the SEM which one is the optimum. Fig. 5.4 
illustrates this aspect.
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F ig .5.4: E xposure test fo r a 3 fim stripe. T he e-beam  resist used w as 15% B D H , exposure doses are 
200 jiC cm '^  in the upper reg ion  and 390 |iC c m '2 in the low er reg ion .
The pattern o f Fig.5.4 consists o f a 3 pm  stripe which was exposed with different exposure 
doses. The exposure dose for the upper part was 200 p C c n r2, and it can be seen that m ost of 
the e-beam  resist remains in the sample. On the other hand, the lower part o f the sample was 
exposed with 390 pCcrm 2 and the resist was completely rem oved by the developer.
Before starting the grating fabrication, alignment marks have to be defined so that the various 
patterns required by the fabrication process can be mutually aligned. The fabrication process 
requires at least two e-beam  lithographic steps: one for grating fabrication; and another one 
to define the contact window.
5.5 Alignment marks fabrication.
The alignm ent m arks consist o f squares that are opened in each corner o f the sam ple. The 
purpose o f the alignm ent m arks is their use as a reference by the Beam  W riter to align the 
various patterns required for the fabrication process. An outline of the fabrication process is 
as follows:
1. Deposition of 2000A SiC>2 layer.
2. Photolithography of sample with alignment marks mask.
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3. Dry etching o f SiC>2 layer with C2F6 gas. The photoresist layer is used as a dry 
etching mask.
4. Removal o f resist and dry etching of GaAs material with SiCLj. gas. The SiC>2 
layer is used as a dry etching mask.
5. Removal of SiC>2 film  with buffered HF.
A lignm ent marks as deep as 2.5pm  are shown in the following figure (Fig.5.5).
Fig.5.5: A lignm ent m arks used to align several e-beam  lithograph ic  steps.
5.6 Fabrication of third and second-order gratings in GaAs
An outline of the grating fabrication process is now given. The characteristic param eters of 
the structure are: 500 pm  length, 8 pm  width; 0.6 pm  etch depth and pitch o f 380 nm for the 
th ird-order gratings and 0.58 pm  etch depth and a period o f 260 nm for the second-order 
gratings.
1. Deposition of a SiC>2 layer(1500A).
2. Spin coating of the sample with two layers o f e-beam  resist: 8%BDF[; 4% ELV.
3. Exposure in the beam writer.
4. Development: Developer 2.5:1 (IPA:M iBK) for 30 s at a tem perature o f 23 °C.
5. Dry etching of SiC>2 with C 2F6, using e-beam  resist as a dry etching m ask, for 
4 minutes.
6. Removal of e-beam resist with acetone and dry etching of the sample with SiCLp 
The SiC>2 layer is used as a dry etching mask.
The process is started by depositing a new layer o f S i02 , 1500 A thick. Then, two layers of 
e-beam  resist are spun on the samples. The first layer o f e-beam  resist is more sensitive than
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the second one. In practical terms, the purpose of using two layers of e-beam resist is that of 
increasing the contrast of the resist, which means that sharper images can be transfered, and 
also to increase the etch resistance of the resist. The 8%BDH layer is spun at 5000 rpm and 
baked for 2 hours at 180 °C; the second layer, 4%ELV, is also spun at 5000 rpm and baked 
overnight at 180 °C. After exposure in the Beam Writer, the samples are developed in 2.5:1 
(IPArMiBK) for 30 s at a temperature of 23 °C. The SiC>2 layer is dry-etched in C2F6 gas 
for 4 minutes. The e-beam resist is used as the dry-etching mask, and it does not survive 
more than 4 minutes in the C2F6  etching, hence a SiC>2 layer of just 1500A is used. The 
remaining e-beam resist is removed with acetone and the samples are then dry-etched in 
SiCl4[5.2]-[5.4] for 5 minutes.
Material Gas Gas Flow 
(seem)
Pressure
(mTorr)
RF Power 
(W)
feature Size 
(|xm)
Etching
Rate(nm/mins)
Si02 c 2f 6 20 14 100 0.38 50
GaAs SiCl4 6 8 100 20 216
GaAs SiCl4 6 8 100 0.38 154
GaAs SiCl4 6 8 100 0.26 120
Table 5.1: Conditions of reactive ion etching(RIE) of SiC>2 and GaAs layers
The RIE of GaAs/AlGaAs layers is anisotropic. SiCLj. forms volatile reaction products with 
both GaAs and AlGaAs:
SiCl4 + GaAs + AlGaAs -> GaClw t  +AsClx T +AlCly T +SiClz T 
The etch rate depends on three parameters: pressure, gas flow, and RF power. Pressure and 
gas flow are interrelated, because the pump rate of the vacuum system is constant. The 
grating profile is changed by the gas flow. In this fabrication process, 6 seem of SiCl4  gas 
flow was adopted.
To dry-etch to the required etch depth accurately, test samples were used. A test sample 
consists of a grating 4mm long by 0.2mm wide. After SiCLj. dry-etching, the test sample is 
selectively wet etched so as to enhance the contrast between the grown layers. This procedure 
improves the layer contrast for the SEM picture (see Fig. 5.8). The selective wet etching is 
performed using the solution HC1:H2 0 2 :H2 0  (1:1:10) for 1 minute.
In Figs.5.6 and 5.7, dry-etched gratings in GaAs are shown: with 380 nm period for third- 
order gratings, and 260 nm period for second-order gratings. In Fig.5.8 a test sample is 
shown after selective wet etching; note that the active region is clearly seen in the figure and 
the gratings touch, but do not go through, the active layer.
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5.7 Fabrication of first-order gratings in GaAs
The following text is an outline of the grating fabrication process. The characteristic 
parameters of the structure are: 500 |Lim length, 10 |Lim width, 0.6 |Lim etch depth, and the 
pitch is 130 nm for the first-order grating.
1. Deposition of a SiC>2 layer (800A).
2. Spin coating of sample with two layers of e.b. resist: 4%BDH; 2.5%ELV
3. Exposure in the Beam Writer.
4. Development: Developer 3:1 (IPA:MiBK) for 30 s at 23 °C.
5. Dry etching of SiC>2 with C2F6 , using e-beam resist as a dry-etching mask, for 
2minutes.
6. Removal of remaining e.b. resist with acetone and dry etching of sample with 
SiCl4/SiF4.
The fabrication is started by depositing a layer of Si02, 800A thick. Then, two layers of 
e-beam resist are spun: 4%BDH and 2.5%ELV. The 4%BDH layer is spun at 5000 rpm and 
baked for 2hours at a temperature of 180 °C; the second layer of 2.5%ELV is also spun at 
5000 rpm and baked overnight at 180 °C. After exposure in the beam writer, the samples are 
developed in 3:1 (IPA:MiBK) for 30 s at 23 °C. The SiC>2 layer is dry-etched in C2F6 gas 
for 2 minutes. The e-beam resist is used as a dry-etching mask, and it does not survive more 
than 2 minutes in C2F6 etching; that is why a Si02 layer of just 800 A thickness is used. The 
remaining e-beam resist is removed with acetone and the samples are dry-etched in 
SiCl4/SiF4.
Etching conditions: Gas=SiCl4/SiF4
Gas flow=8/l sccm/min.
Power=30 W 
Temp. =40 °C 
DC=-110 V 
Time=8 min
In Fig.5.9 and 5.10, first-order gratings in GaAs are shown, the period being 130nm. Note 
that the sample exposed with 500 (iCcnr2 is damaged: the top GaAs p++ layer collapsed, as 
seen in Fig. 5.10. On the other hand, the grating in Fig. 5.9, exposed with 484 jaCcnr2, 
presents a mark-space ratio of 1:1 and the problem of GaAs p++ collapse was avoided. 
These figures show clearly the importance of the exposure dose for such finely pitched 
grating structures.
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F ig .5 .1 1: P rofile  and top  view  o f  deep  surface 3rd-order g rating  D FB  laser.
97
Chapter 5: Device Structure and Fabrication
Fig.5.11 shows a deep surface 3rcl-order grating DFB laser in its final processing stage. The 
DFB laser at this stage is used for assessment of the waveguide quality and also for 
measuring the grating coupling coefficient. However, electrically pumped DFB lasers require 
further processing, such as deposition of isolation layers and evaporation of metal contacts. 
The dim ensions are 0.6 pm  etch depth, 8 pm  grating width and 3.5 pm  stripe between 
gratings. Further processing is applied to these devices, as will be discussed in the following 
sections.
5.8 Fabrication of A/4 phase shift and dual pitch gratings
In chapter 2, the techniques for achieving single longitudinal mode operation in DFB lasers 
were discussed. It was then pointed out that either a A/4 shift or a distributed phase-shift can 
be used to overcome multilongitudinal mode operation. In the following exposure tests, it is 
shown that these techniques are possible using the e-beam lithography technology.
A/4 Phase shift
i i 3 3  u t M i U J i E n !  i m  m m
6 6 0 0 3 0  30KV 2 . 3 1 umA
F ig .5.12: E xposure  test for quarter-w avelength  shift:60nm . F ig .5 .13: D ry-etched  grating  w ith X /4  sh ift
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Dual pitch Gratings
Fig. 5 .14: E xposu re  test o f  dual-p itch  grating ; de ta ils  Fig. 5.15: E xp o su re  test o f  dual-p itch  grating; 
o f  overlapp ing  region located  on the righ t end. overlapp ing  reg ion  in the m iddle
The A/4 shift consists of a slight increase in the width o f one tooth o f the grating. For GaAs 
and operation at 860nm, the A/4 shift corresponds to an increase in the tooth width of 60 nm. 
Fig. 5.12 show s the exposure test o f two gratings: a normal grating and a grating with A/4 
shift, side by side. It can be seen that the gratings are in phase in the left-hand side o f the 
photo and partially out of phase on the right hand side, that is, after the A/4 shift. Fig. 5.13 
shows the cross section o f a dry-etched grating with a A/4 phase shift. Note that one tooth in 
Fig. 5.13 is thicker by 60 nm than the others.
The structure shown in Figs. 5.14 and 5.15 consists of two gratings with different pitches. 
The pitch difference was chosen such that the gratings are in-phase at both ends, but they are 
com pletely out o f phase in the middle. The exposure of this structure requires the use of two 
files, each one o f them  with a d ifferent resolution. Figs. 5.14 and 5.15 show  the gratings 
described above in a position such that they are partially overlapping. In Fig. 5.14 the right 
end o f the grating is shown, which is overexposed in the central region because the exposure 
dose at the overlapping region is tw ice as m uch as the exposure dose o f a single grating. 
Another point is that the gratings are in phase, which means that drift does not occur between 
the w riting o f the two files. Fig. 5.15 shows the central region o f the structure. Note that all 
the e-beam  resist was removed in the overlapping region because the gratings are completely 
out o f phase and, therefore, all this region was exposed.
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5.9 Fabrication of a flared amplifier integrated with DFB lasers
An outline of the fabrication of flared amplifiers integrated with surface grating DFB lasers 
is now given. The characteristic parameters of the structure are given in Fig.5.16
72.5
A. Fabrication of the surface grating DFB laser
1. Deposition of a SiC>2 layer (1500A)
2. Spin coating of the sample with two layers of e-beam resist: 8%BDH; 4%ELV.
3. Exposure in the Beam Writer
4. Development: Developer 2.5:1 (IPA:MiBK) for 30 s at a temperature of 23 °C.
5. Dry etching of Si02 with C2F6 , using e-beam resist as a dry etching mask, for 4 
minutes.
6. Removal of e-beam resist with acetone and dry etching of sample with SiCl4. The 
Si0 2  layer is used as a dry etching mask.
B. Reverse lithography of sample so as to remove the GaAs p ++ contact layer everywhere 
except on the contact stripe of the DFB lasers and amplifier regions.
1. Spin coating of the sample with photoresist AZ5214E at 4000 rpm for 20 s.
2. Pre-baking of the coated sample at 90°C for 5 minutes.
3. Exposure in mask aligner for 6 s.
4. Reverse bake at 115 °C for 15 minutes.
5. Flood exposure for 20 s (exposure of sample without mask in mask aligner).
6. Development: developer MF312: H2O (1:1) solution for 60 s.
7. Wet etching of GaAs p++ contact layer. The sample was wet etched in 
NH40H:H20 2 (1:20) solution for 6 s.
3.5nm * 980 nm
*4
2000
Fig.5.16: Schematic diagram of integrated flared amplifier with DFB laser
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i  -  -  •
Fig. 5 .17 :S am ple  after w et etch ing  o f  G aA s p ++ con tac t layer. F ig. 5 .18 :D eta ils  o f  the sam e sam ple.
C. O p en  c o n ta c t w in d o w
1. Deposition of a SiC>2 layer (2000A).
2. Clean sample in ultrasonic bath
3. Spin coating of the sample with photoresist S 1400-31
4. Baking of sample for 30 minutes at 90 °C.
5. Exposure in mask aligner for 11 s.
6. Development: S 1400-31 developer +H2O (1:1) solution for 75 s.
7. Post-baking of sample for 10 minutes at 120 °C.
8. Wet etching of contact window with HF for 30 s.
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Fig. 5.19: Sample after wet etching of contact window
D . L ith o g r a p h y  o f  sa m p le  b e fo re  p - ty p e  c o n ta c t  d e p o s i t io n  f o r  iso la tio n  o f  a m p lif ie r  a n d  
D F B  la s e r  s e c tio n s
1. Spin coating o f the sample with S 1400-31 photoresist for 30 s at 4000 rpm.
2. Baking of sample for 30 m inutes at 90 °C.
3. Exposure in m ask aligner for 11 s.
4. Developm ent: S 1400-31 developer + H2O (1:1) solution for 75 s.
5. G lueing o f sample on glass slide with photoresist.
6 . Just before loading sample in evaporator, wet etching o f sample on H C1:H20 
solution for 30 s.
7. p-type evaporation:
a) Degas metals before evaporation.
b) Evaporation according recipe
M etal/ Thickness 
Ni 70 nm
Au 200 nm
8 . L ift-off sample in acetone
9. Thinning of GaAs substrate with AI2O3
10. Clean sample in reflux
a) Trichloroethylene for 30 minutes
b) M ethanol for 5 minutes
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c) Acetone for 5 minutes
11. Wet etching GaAs substrate with H2 S0 4 :H2 0 2 :H2 0  (1:8:1) solution for 60s.
12. Clean sample according step 10.
13. n-type deposition:
a) Just before loading of the sample in to the evaporator, wet 
etching sample in NH4 OH: H2O (1:2) solution for 60 s. This 
procedure is used to remove the oxide layer formed during 
baking (sample was glued on glass slide with photoresist and 
baked for 30min.).
b) Degas metals before evaporation.
c) Evaporation according to recipe
Metal/ Thickness
Au 13 nm
Ge 13 nm
Au 13 nm
Ni 11 nm
Au 240 nm
14. Cleaving devices at suitable sizes
5.10 Stitching Errors
5.10.1 Origin and Characteristics of Stitching Errors
Electron beam lithography systems have a limited area of exposure (writing-field), so field 
stitching has to be used in order to pattern larger areas. Writing-fields are then exposed side 
by side, and the stage with the wafer mounted on it is moved between each field exposure. 
This procedure can give rise to small overlaps or gaps between consecutive writing-fields, 
called stitching errors. There are two kinds of stitching errors [5.5]: systematic stitching 
errors that are equal for every writing field; and stochastic stitching errors that vary from 
border to border. The systematic errors are caused by imperfect calibration of the writing- 
field size and/or rotation, as shown in Figs. 5.16 (a) and (b), respectively. For example, too 
large beam deflection amplitude in the deflection coils yields too large a writing-field and, 
hence, overlap of the exposed fields. The position of the stage with the wafer holder is 
continuously measured by a laser beam interferometer, and the deviation from the desired 
position is fed back to the deflection coils, which shift the writing-field to the correct 
position. Due to the limited resolution of the interferometer and the quantized beam 
deflection, the exposed fields will be slightly shifted relative to each other, as shown in 
Fig. 5.16(c). This is one contribution to the stochastic stitching error. Another contribution,
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shown in Fig. 5.16(d), is caused by yaw or rotation of the stage as it is moved between field 
exposures.
Overlap Writing field
(a) &
(c) (d)
Fig.5.20: Different types of stitching errors caused by: (a) incorrect deflection amplitude (systematic), (b) 
incorrect writing-field rotation (systematic), (c) limited laser beam interferometer resolution (stochastic), (d)
stage rotation (stochastic) [5.5].
5.10.2 Stitching Errors Measurement
Stitching errors were measured in two different electron beam writing condition: (i) 
Resolution=20nm, Spotsize=80nm and; Resolution=5nm, Spotsize=12nm. Stitching errors 
were measured by exposing a resist-coated wafer with a vernier pattern, as shown in 
Fig. 5.21. The Beam Writer settings were resolution of 20 nm, which gives writing fields of 
640x640 Jim2, and spotsize of 80 nm.
□
400nm
□400run
□
380nm
I 400nm 380run ^
\i----------- 620pm  ►!
380nmn
□ |-380nm
380nm
□
380nm
620 pm
□ 400nm 400nm\ —400run □
a) b)
Fig.5.21: Exposed vernier patterns for stitching error measurement on a 640 pm writing-field. (a) Verniers to 
measure stitching errors in the X-direction; (b) Verniers to measure stitching errors in the Y-direction.
In Fig. 5.21 (a) the left gratings in the pattern have a periodicity of 400 nm and the right ones 
380 nm. The distance between the center lines of the gratings is, in this case, 620 pm, as this 
pattern is used to measure stitching errors for 640 pm writing-fields. The stage is moved 
620 pm between pattern exposures, and hence, sucessive patterns overlap by 20 pm at each 
border. A large number of such patterns are sequentially exposed.
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£ 5 / 0 4 / 9 4
6 6 0 1 4 6  3 0 KV
Fig.5.22 Fig.5.23
SEM micrographs of resulting vernier pattern after development. Each line corresponds to a 20 nm stitching 
error. Fig.5.22 shows a negligible stitching error; however, Fig.5.23 presents a stitching error of about
40 nm.
In Fig. 5.22 the vernier scales in the horizontal direction (the X -direction) are shown . The 
stitching error in the X direction seem s to be negligible ( «  20 nm ); so A X ]=0 nm  and 
AX2=0 nm. Fig. 5.23 shows the vernier scales in the vertical direction (the Y-direction) and 
the stitching error is about 40 nm. The values of AY] =40 nm  and AY2=-40 nm (the positive 
signal is indicated in Fig. 5.24 below).
-M l«-
AX1
AYAX2
Fig.5.24: Illustration of different stitching errors measured with vernier patterns shown in Fig.5.21.
The stitch ing  errors for different B eam  W riter settings w ere also m easured. The Beam  
W riter settings were: resolution o f 5 nm and spotsize of 12 nm. This Beam  W riter m ode was 
used to expose very small structures, such as first-order gratings in GaA s, which im ply a 
period o f 130 nm.
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6 6 0 1 5 1  15KV X5 . 00K 6 . Sum
Fig.5 .25 F ig .5 .26
S E M  m icrographs o f  resu lting  vern ier pattern  fo r B eam  W riter settings: reso lu tion  o f  5 nm  and spo tsize  o f  
12 nm . E ach  line co rresponds to a stitch ing  e rro r o f  5 nm . F ig .5 .25 show s a stitch ing  e rro r o f  abou t 15 nm
and F ig .5 .26  im plies a stitch ing erro r o f  50  nm .
To m easure the stitching errors for new Beam  W riter settings, a vernier pattern sim ilar to 
F ig .5.21 was used, but in this case the writing field was 160x160 p m 2 and the gratings had 
periods o f 395 nm and 400 nm. T herefore, a m inim um  stitch ing  erro r o f 5 nm  was 
m easurable. Fig. 5.25 shows a vernier pattern in the X-direction; the stitching error is about 
A X i=-15nm  (gaps in X the direction). Fig.5.26 shows verniers in the Y direction; a stitching 
error o f AY i=50 nm was measured.
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m m i }
6 6 0 1 5 7  15KV X5 . 00K 6 . 0 u m
Fig.5 .27 F ig.5.28
V ern ier patterns to m easure stitching errors AX2 and AY2 , respectively  F ig .5 .27  and F ig.5.28.
In F ig .5 .27 the m axim um  stitching error o f AX2— IOO nm is show n. Fig. 5.28 show s a 
stitching error of AY2=100 nm (overlap o f writing fields). These results can be explained by 
the fact that the sample has drifted 33 nm in the X-direction and 140 nm in the Y -direction 
during exposure. In practice, the sam ples were left clam ped in the beam  writer holder for at 
least 2 hours before exposure. This proceeding has reduced the stitching errors to values o f 
the order of Ax=15nm, in the writing direction, which is the only direction o f interest since all 
the lasers are aligned along x.
5.11 Fabrication of electrical contacts
Three factors are important in the m etallization of the wafer. Firstly, the metal should adhere 
adequately, secondly it should provide a low resistance electrical contact, and thirdly it should 
not introduce excessive strain into the laser chip. Strain has a deleterious effect on laser 
life[5.6].
D uring the processing steps, an oxide layer, which acts as an insulator, grows on top o f the 
sem iconductor. To rem ove this layer and prepare the sem iconductor surface for contact 
m etallization, various processes can be em ployed. For instance, bom bardm ent with low 
energy Ar+ ions has been carried out prior to the metal deposition [5.7]. In this fabrication
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process, wet etching was employed in a 1:2 solution of NH4 OH and RO water for 60 
seconds.
The resistivity depends approximately exponentially on the height of the potential barrier 
between the metal and the appropriate band of the semiconductor, and also depends on the 
doping concentration, decreasing fairly rapidly as the doping concentration is increased
[5.8]. When the barrier height is low, good contact can be obtained relatively easily by 
locally increasing the doping concentration and using a simple evaporated metallic layer. 
This applies to p-type contacts in GaAs where a p-doping concentration of greater than 
3xl0 18 cm-3 may be used in conjunction with a well adhering metal [5.9]. The standard p- 
type contacts are as follows:
(1) Ti/Au (Schottky contact)
(2) Au/Zn/Au with annealing (Ohmic contact)[5.10]
(3) Ti/Pt/Au with annealing (Ohmic contact)[5.7],[5.11]
(4) Ni or Cr/Au (Ohmic contact)[5.12]
In the present work, the p-type contact adopted was Ni(70 nm)/Au(200 nm). When the 
barrier is large, as in n-type GaAs, some form of alloying is necessary and Au/Ge/Ni/Au 
contacts with annealing have been used [5.12]. In the present work, an ohmic contact 
consisting of Au(13 nm)/Ge(13 nm)/Au(13 nm/Ni(ll nm)/Au(240 nm) was used, with 
annealing at 400 °C for 1 minute.
5.12 Deposition of anti-reflection (AR) Coatings
To prevent the Fabry-Perot mode oscillation, AR coatings consisting of a layer of AI2 O3 
were deposited on both facets (silicon nitride could be used as well[5.13]). The film 
thickness d satisfying the minimum reflectivity is given by:
d _ {2m-\ )X
An
where m is a positive integer, X is the lasing wavelength and n is the refractive index of the 
film. In this fabrication process, a single monolayer of sputtered AI2 O3 was used. The 
refractive index of sputtered AI2O3 was about 1.85 and the target value of the thickness was 
about 116 nm. The expected reflection coefficient of an Ar coated facet is probably few per 
cent.
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5.13 Mounting and wire-bonding
M ounting o f the laser chip is a process that needs special care in order to avoid stress 
betw een the laser and the heat-sink. In general, indium  solder can be relied upon to yield, 
before excessive stresses arise. So indium  solder was used for m ounting o f the laser chips 
on gold-plated steel heat-sinks. Norm ally, the laser chips were m ounted p-side down. W ire- 
bonding to the n-type contacts was perform ed using 25 jim  d iam eter gold wire and an 
ultrasonic wire bonder. A photograph o f the wire-bonded laser chip is shown in Fig.5.29.
Fig.5.29: Photograph of wire-bonded laser chip
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Chapter 6: Experimental Results and Discussion.
6.1 Introduction
In this chapter, the measurement methods employed, the experimental results obtained and 
their interpretation are discussed. The measurement of the coupling coefficient in surface 
grating DFB waveguides is performed using a transmission technique, described in detail in 
section 6.2. It consists of coupling light from a Ti-sapphire laser into the devices and 
measuring the light transmitted as a function of the wavelength. From these measurements, 
the transmission spectrum is obtained in which a dip reflection pattern is observed at the 
characteristic Bragg wavelength. The coupling coefficient can then be calculated using the 
diffraction efficiency estimated from the transmission spectrum. In section 6.3, the methods 
for measurement of the laser characteristics are discussed, namely the injection current- 
voltage (I-V) curve, the light output power-injection current (L-I) curve, the laser spectrum as 
a function of both operation temperature and injection current, and the far-field pattern. 
Comparative studies of the light output power-injection current as well as the laser spectral 
behaviour for surface 3rd-order, 2nd-order and l st-order grating DFB lasers, in pulsed and 
CW operation are discussed, respectively in sections 6.5 and 6.6. In section 6.7, an ageing 
experiment is carried out using a 900 pm long surface 3rd-order grating DFB laser, aiming at 
assessing the electrical contacts and bonding. Finally, in section 6.8, the L-I and spectral 
characteristics of a monolithically integrated flared amplifier surface grating DFB laser are 
discussed.
6.2 Measurement of the coupling coefficient in surface grating DFB waveguides
In Fig.6.1, the basic set-up used to measure the light transmitted through the devices is 
represented schematically. The beam from a Ti-sapphire laser is coupled in and out of the 
devices with microscope objectives. The light is then spatially filtered with the pinhole and 
detected by the Si detector. The electric signal is amplified by the lock-in amplifier and the 
output is plotted. The input light is measured by the power meter and, when necessary, a 
slight adjustment in the current of the Ar laser is made in order to keep the input power 
constant. The wavelength of the Ti-sapphire laser is scanned with a motor, which rotates the 
birefringent filter of the Ti-sapphire laser cavity. As a final result, the transmitted light power 
through the device versus wavelength is obtained for each device, as characterized by a given 
grating spatial period (Ag), stripe width (W), etch depth (T) and length (L).
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Scan Motor
Ti-sapphire Laser
T Ref.
Ref.
Plotter
T Out
Ref.Lock-in
Amplifier
Sample
4 }^
M.O. ChopperM.O.
Attenuator
Fig.6.1: Schematic diagram of the set-up used to measure the coupling coefficient in deep surface DFB 
waveguides. Symbology: M.-Mirror, B.S.- Beam Spliter, P.-Power meter, M.O.-Microscope objective, and
D.- Si Detector.
In order to design the deep surface lateral grating structures optimally, an accurate knowledge 
of the fundamental parameters is required. In particular, evaluation of the coupling coefficient 
K is important, since it determines the feedback efficiency of the gratings. Conventionally, the 
coupling coefficient in DFB laser devices has been calculated experimentally by measuring 
the stopband width at or below the threshold current for lasing [6.1, 6.2]. However, in the 
weak coupling range (kL<2.0, where L is the cavity length), which is the typical case for the 
deep surface lateral grating structures investigated in this thesis and other similar structures 
[6.3], this method tends to introduce large errors into the calculated value of K because kL is 
extremely sensitive to small variations in the stopband width, AX,S. For example, when the 
stopband width is enhanced by only 10%, the corresponding increase in kL is from 1.0 to
1.5 (50% in K for L=500pm). To overcome this problem we have attempted to measure k 
more accurately using a transmission technique, instead of using measurements of the 
stopband width in laser operation. A systematic study of the dependence of the coupling 
coefficient on the design parameters of the structure is reported, including the etch depth and 
stripe width of the deep surface grating structures.
For the measurement of the coupling coefficient in surface grating DFB waveguides, only 
one type of material structure was used. It was the wafer #QT270 described in detail 
previously in chapter 4.
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Fig. 6.2 shows typical transmission spectra for surface grating DFB waveguides. Spectrum 
a) is from a surface grating DFB waveguide characterised by a 390 nm grating period, 3 pm 
stripe width and 1 pm grating etch depth, whereas spectrum b) is from a surface grating DFB 
waveguide with a larger grating period of 395nm, 3pm stripe width and shallower gratings 
with 0.64pm etch depth. In spectrum a), a double dip reflection pattern is observed, which is 
caused by back reflection at the Bragg wavelength for the fundamental and second transverse 
modes, respectively at 875.3nm and 871.6nm. This result is typical for gratings with etch 
depths of 1 pm and 0.75 pm (the cut-off etch depth for the second transverse mode is about 
0.7pm for the material structure used). As expected, for gratings with an etch depth of 0.64 
pm, only the back reflection corresponding to the fundamental transverse mode is observed 
(Spectrum b). Surface grating DFB waveguides with 1 pm and 0.75 pm grating depths show 
a stronger reflection strength for the second transverse mode because the field distribution of 
this mode enhances the strength of the interaction with the gratings.
Finally, it should be pointed out that the linewidth measured from the reflection dip (Fig.6.2) 
agrees with the value calculated from the theoretical curve illustrated in Fig.3.4.
For calculating the coupling coefficient K from the transmission spectra, it was assumed that 
the transmission is unit for longer wavelength (larger than 880nm in spectrum a) and 875 nm 
in spectrum b)). Then, by measuring the transmission dip depth is possible to calculate the 
reflectance associated to the Bragg scattering at a certain transverse mode. The last step to 
compute the coupling coefficient is by using the following Eq.(6.2.1), which relates the 
reflectance to the coupling coefficient, and grating length.
Rmm=Tanh2(KL) (6.2.1)
Measuring the reflectance R, from the transmission spectrum, and knowing the length of the 
device L, the coupling coefficient k can then be calculated. These calculated results are 
plotted in Figs. 6.3, 6.4 and 6.5.
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875.0855.0 865.0860.0 880.0 885.0
W o v e l e n g t h ( n m )
D evice: 
Pitch=390nm  
W idth=3 H m 
Etch D ep th = lp m  
Length =0.5mm
882.70am
0.94 nm
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:ig. 6.2: Typical transmission spectra of surface grating DFB waveguides
Device:
Pitch=395nm
Stripe Width=3pm
Etch depth=0.64pm
Length =0.5mm
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Fig. 6.3: Dependence of the coupling coefficient and Bragg wavelength on the stripe width. Results from 
devices with 395nm grating period and 0.64pm grating etch depth.
Fig.6.3 shows experimental and theoretical results for the coupling coefficient and the Bragg 
wavelength dependence on the stripe width in the range from 2pm to 4|Lim. The experimental 
results were measured on devices with a 395nm grating period and a constant etch depth of 
0.64pm, i.e. the coupling coefficient and Bragg wavelength measured are for the fundamental 
transverse mode. The experimental coupling coefficient clearly decreases with increasing 
stripe width, which is in agreement with the theoretical predictions and is consistent with the 
weaker interaction between the light and the gratings as the stripe width increases. The 
approximate factor of 2 discrepancy between the theoretical and the experimental curves may 
possibly be due to the inherent limitations of the theoretical model. In fact, the theoretical 
model does not take into account the mode distribution, the losses, and also the fact that it is 
only the upper half of the guided mode distribution that interacts very strongly with the deep 
grating structure. Note also that for small stripe widths (2pm) the discrepancy between 
theory (Kth/2) and experiment increases. This discrepancy is possibly related to the effect of 
the mode field distribution on the interaction between the guided mode and the gratings, as 
the stripe width decreases. In fact, as seen in the inset of Fig.3.21, decreasing the stripe width 
below a certain value leads to an increasing amount of the guided light in the lower cladding 
layer, consequently reducing the interaction with the gratings. The Bragg wavelength 
apparently increases with the stripe width. This result is in agreement with the Bragg
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condition, which states that the Bragg wavelength depends not only on the refractive index 
periodicity along the cavity, but also on the waveguide effective refractive index defined by 
the stripe width and grating etch depth. Theoretical calculations have shown that the expected 
increase in the Bragg wavelength would be just 0.5nm if the stripe width were increased from 
2pm to 4pm, which is close to the magnitude of the measured increase plotted in Fig.6.3.
The approximated factor of 2 discrepancy observed in Fig.6.3, between theory and 
experiment, would be certainly reduced if radiation loss were included. In fact, the effect of 
radiation loss at the resonant wavelength is to decrease the relative magnitude of the reflection 
dip depth, reducing consequently the experimentally-measured coupling coefficient.
90 0
DFB = 1.590P + 255.017
895ea
£w>
1  890<U
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388 39 0  39 2  39 4  39 6  398  4 0 0  4 02
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Fig. 6.4: Dependence of the Bragg wavelength on the designed grating period.
Fig.6.4 shows the experimental Bragg wavelength dependence on the grating period in the 
range studied, i.e. 390-400 nm. The Bragg wavelength is mainly determined by the grating 
period, as is shown by the very nearly linear dependence of the measured Bragg wavelength 
on the designed grating period. The effective index of refraction calculated by the Bragg 
equation is larger at A=390 nm (neff=3.3667) than at A=400 nm (neff=3.3423), which can 
be explained by the dispersion of the material and of the waveguide. A similar result has been 
measured in lasing devices [6.4].
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Fig.6.5: Dependence of the experimental and theoretical coupling coefficient on the grating etch depth.
Fig.6.5 shows the theoretical (only for the fundamental mode) and experimental (for both 
fundamental and second transverse modes) results of the coupling coefficient as a function 
of the grating etch depth. For etch depths less than 0.64 pm, only the fundamental mode is 
coupled into the waveguide and a factor of 2  agreement is obtained between theory (K th /2 )  
and experiment. However, for devices with deeper gratings (>0.7 pm), the second transversal 
mode is coupled and presents a larger coupling coefficient (KTEl(k2)=l-4KTE0(ki)). In the 
etch depth range studied (0.64-1 pm), the value of K of the fundamental and second 
transversal modes increases by 30% and 20%, respectively. For practical grating etch depths 
(< 0.7 pm), where only the fundamental mode is guided, the value of K measured is clOcm-1. 
This result is in reasonable agreement with previous theoretical predictions [6.5] (not the 
theoretical model described above) and with other experimental data [6.3].
In summary, a transmission technique was successfully used to measure the transmission 
spectra of DFB waveguides. From these results, the coupling coefficient was calculated as a 
function of both stripe width and grating etch depth. It was shown that the coupling 
coefficient decreases significantly with the stripe width. For deep gratings, the second 
transverse mode may also be coupled and presents a stronger coupling effect than the 
fundamental mode. Maximum coupling coefficient values of 10 cm-1 and 15 cm-1 were 
measured in 1pm deep surface gratings waveguides, respectively for fundamental and second 
transverse mode.
117
Chapter 6: Experimental Results and Discussion
6.3 Method for measurement of the laser characteristics
The most important laser characteristics measured were the following:
(1) Injection current-Voltage (I-V), and Light output power- Injection current (L-I) 
curves
(2) Laser spectra
(3) Far field pattern
These functions were measured for both pulsed and CW operation. Under CW operation, 
the junction temperature generally rises significantly due to the continuous heat production. 
In such conditions, the laser characteristics, namely threshold current, external quantum 
efficiency and laser spectra, change when compared with the pulsed characteristics. In pulsed 
operation, with a duty-cycle below about 1:1000, the junction temperature does not change 
significantly. Pulsed measurements are, therefore, a more accurate way to evaluate the laser 
characteristics. However, the laser characteristics in CW operation are at least as important as 
in pulsed operation, because practical operation may be at or near CW operation. Both types 
of measurement, for pulsed and CW operation, were therefore carried out.
The measurements performed are briefly summarised below:
(1) Injection Current-Voltage (I-V Curve) and Light output power-injection 
current (L-I curve).
The resistance of the lasers was evaluated from the I-V curves, and the threshold current and 
slope efficiency were evaluated from L-I curves. These parameters are important laser 
characteristics. The measurement method used for the L-I curves differed between pulsed 
operation and CW operation. Fig. 6.6 shows the measurement system for the L-I curves, in 
pulsed operation. The laser chip was injected with a pulsed current (duty cycle 1:2500), to 
prevent excessive heating of the chip, which was mounted on a brass chip. The optical power 
was measured by averaging the photocurrent for gate pulses of length 100 ns in electrical 
circuits to avoid the influence of delay time and relaxation of laser emission[6.6]. On the 
other hand, in CW operation, the optical power was simply measured using an optical power 
meter.
(2) Laser spectra
Fig.6.7 shows the system for measurement of the laser spectra. The beam emitted by the 
laser chip was focused on the end of the multi-mode fibre input to the ADVANTEST Q8381 
spectrum analyser with objective lenses. The resolution of this spectrum analyser is about 
0.1 nm.
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Fig. 6.6: Schematic diagram of the measurement system for the L-I curve in pulsed operation
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Fig. 6.7: Schematic diagram of the system for measurement of the laser spectra
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6.4 Injection current-voltage characteristic (I-V curve)
All experimental results in sections 6.4 to 6.8 are from lasers fabricated from the same 
material structure #QT474d. Material structure #QT474d is schematically illustrated in 
Fig.4.2. The structure comprises several layers, being eight relevant for the guiding and 
generation of light; from top to bottom, they are : 0.1|Lim. 3E18 high-doped GaAs: 0.6pm.
1.2E18 40% AlGaAs: 0.1 pm undoped- 40% AlGaAs: 524A undoped- 20% AlGaAs: 20w's 
76A: 1424A undoped- 20% AlGaAs: 0.1pm. 2.2E 17 80% AlGaAs and 0.4pm. 5.5E17 
80% AlGaAs.
From the passive measurements of coupling coefficient K, section 6.2, it was concluded that 
the stripe width of 3.5pm would be most suitable to obtain a high value of K and also it 
would be an optimum practical value for fabrication purposes. It was therefore chosen 3.5pm 
stripe width for all devices.
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Fig. 6.8: Current versus voltage curves for surface grating DFB laser fabricated from #QT474d
Fig. 6.8 shows I-V curves for a surface grating DFB laser fabricated from epitaxial material 
(MOCVD) #QT474d. Fig. 6.8 a) shows the breakdown voltage, which is about -18.6V. 
From Fig. 6.8 b) it is possible to measure the resistance of the lasers, which is 17.2£X
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6.5 Laser characteristics in pulsed operation
In this section, a comparative study of the light output power versus injection current 
characteristics (section 6.4.1), as well as laser spectra (section 6.4.2) as functions of both 
injection current and temperature, for surface 3rd-order, 2nd-order and l st-order grating DFB 
lasers are discussed. All results shown in this section were taken in pulsed operation.
6.5.1 Light output power-injection current characteristic (L-I curve)
In the following discussion, the dependence of the threshold current and slope efficiency on 
Bragg-order as well as on the presence or absence of antireflection coatings in surface 
grating DFB lasers are addressed. All the devices were fabricated from wafer #QT474d, the 
stripe width 3.5pm is the same for all surface grating DFB lasers. Typical L-I curves of 
surface 3rd-order, 2nd-order and l st-order grating DFB lasers in pulsed operation are shown
and ciscussed.
Ref. Laser
Type
Wavelength
(nm)
Threshold
current
(mA)
Threshold
Current
Density(A/cm‘2)
slope
Efficiency
(mW/mA)
(1) 3rd-order
A=380nm
EtchDepth=0.6pm
L=500[im
858.68 (nAR) 
852.20 (AR)
20 (nAR) 
25 (AR)
1143 (nAR) 
1428 (AR)
0.22 (nAR) 
0.28 (AR)
(2) 3rd-order
A=384nm
EtchDepth=0.6|im
L=900pm
860.42 (AR) 48 (AR) 1524 (AR) 0.11 (AR)
(3) 3rd-order
A=384nm
EtchDepth=0.6|im
L=1400|im
860.42 (AR) 75 (AR) 1530 (AR) 0.083 (AR)
(4) 2nd-order
A=256nm
EtchDepth=0.66pr
L=500|im
860.00 (nAR) 
1860.75 (AR)
20 (nAR) 
23 (AR)
1143 (nAR) 
1314 (AR)
0.24 (nAR) 
0.34 (AR)
(5) l st-order
A=128nm
EtchDepth=0.66fin
L=450(im
854.00 (AR)
l
20 (AR) 1270 (AR) 0.25 (AR)
Table 6.1: L-I experimental results of surface grating DFB lasers in pulsed operation at room temperature
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Table 6.1 shows the L-I results of surface 3rd-order, 2nd-order and l st-order grating DFB 
lasers, in pulsed operation and at room temperature. Most of the L-I results shown in Table
6.1 are for lasers with antireflection coatings (AR). However, for comparison, some L-I 
results of DFB lasers without antireflection coatings (nAR) are also shown. In the nAR 
cases, the DFB lasers are emitting a combination of DFB and FP modes, being the dominant 
the FP modes. The threshold current and threshold current density shown in Table 6.1 are 
nominal values, the current spreading was not taken into account. The slope efficiency for a 
single output facet is also shown in Table 6.1. These results were selected, in each case, from 
a laser which had the lowest threshold current among five nominally identical lasers.
The measurement errors for threshold current and slope efficiency were estimated from a 
six-fold repetition of measurements on the same device. The standard deviation of the 
threshold current was about 0.5mA and the standard deviation of the slope efficiency was 
about O.OlmW/mA.
The surface grating DFB lasers with 3rd-order gratings and 380nm pitch have a higher 
threshold current when coated with AR coatings because the Bragg wavelength differs from 
the peak of the laser gain curve by 7nm, as well as reflectance reduction caused by AR 
coatings. Consequently, lasers without AR coatings start lasing at the peak of the laser gain 
curve in F.P. modes at 20mA threshold current, whereas lasers with AR coatings lase in DFB 
mode at a higher threshold current of 25mA.
The surface grating DFB lasers with 2nd-order gratings and 256nm pitch show a behaviour 
similar to that of 3rd-order DFB lasers, as modified by the presence or absence of AR 
coatings. The reason for such behaviour, however, is not the mismatch between the peak of 
the laser gain curve and DFB emission, but simply the decrease of the reflectance R due to 
the AR coatings. The reduction of the reflectance at both ends of the cavity increases the 
threshold current according to Eq.(6.5.1)[6.14].
th
,  = A + J L + ( ! z l K + f _ U a
rj r\A TrjA r\TA V2L ' 5 RyRz
(6.5.1)
where:
Jth- Threshold current density (A/cm2)
Jo- Transparency current density (A/cm2) 
r) - Internal quantum efficiency
A - Differential gain taken from gmax=A(J-Jo); (A=amperes'1cm) 
oq- Internal loss coefficient of the active layer(cm_1)
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a c - Loss in the confining layers(cm-1) 
r  - Optical confinement factor 
Rl and R2 - Facet reflectivities 
L - Cavity length(cm)
For the AR case, the lowest threshold current density is obtained with surface l st-order 
grating DFB lasers, i.e., 1270 Acm'2. The surface 2nd-order grating DFB laser has a 
threshold current density of 1314 A/cm2, which corresponds to an increase of 3.3% 
compared to l st-order DFB lasers. Finally, the surface 3rd-order grating DFB lasers have a 
threshold current density of 1428 A/cm2, corresponding to an increase of 11% compared to 
the value of Jth presented by surface l st-order grating DFB lasers. Apparently, these results 
show that the coupling coefficient is strongest in l st-order gratings since the lowest threshold 
current density is presented by surface l st-order grating DFB lasers. According also to the 
threshold current density, the 2nd-order gratings give a stronger coupling coefficient than the 
3rd-order gratings. This behaviour is generally in agreement with the theoretical calculation of 
k  performed in section 3.8, chapter 3. However, it is not simple to establish a relationship 
between threshold current density and the coupling coefficient since the grating etch depth is 
not the same for all devices. In fact, 2nd-order and l st-order gratings are deeper than 3rd- 
order grating, which may explain the difference in threshold current density observed. In 
addition, the mark-space ratio in 2nd-order gratings was not optimized in order to maximise 
the coupling coefficient.
The maximum value of the slope efficiency is shown by surface 2nd-order grating DFB 
lasers, i.e., 0.34mW/mA. It is followed by 3rd-order DFB lasers with 0.28mW/mA per facet, 
and finally the l st-order DFB lasers with 0.25mW/mA.
The next four figures show the light output power versus injection current for surface 
3rd-order (L=500pm and no optimized grating period, and L=1400pm and optimized grating 
period), 2nd-order and l st-order grating DFB lasers, as represented by (1), (3), (4) and (5) 
in Table 6.1 (left-hand side: Ref.).
123
Chapter 6: Experimental Results and Discussion
(1)
25
L=500|Im
Ith=25mA
T| =0.27mW/mA 
ext
20
15
10
5
0
25 50 75 100 125
Current(mA)
(3)
15
L=1400pm
Ith=75mA
T1 =0.083mW/mA ext10
5
0
50 100 150 200 250
Current(mA)
(4) (5)
40.0
L=500 pm
Ith=23mA
T| =0.34mW/mA ext
■§> 30.0 -
20 .0 -
10.0 -
0.0
0 25 50 75 100 125
25.0
L=450p.m
Ith=20mA
h =0.25mW/i ext
|  20.0 -
15 .0 -
10.0 -
5 .0 -
0.0
0 25 50 75 100 125
Current(mA) Current(mA)
Fig.6.9: Light power versus injection current for surface 3rd-order, 2nd-order, and lst-order grating DFB laser
in pulsed operation.
Fig. 6.9 displays the light versus current characteristic (L-I curve) of surface 3rd-order, 
1400 pm long 3rd-order, 2nd-order, and l st-order grating DFB lasers. In the case of laser
(1), the threshold current is higher for lasers with AR coatings because the Bragg wavelength 
differs from the peak of the laser gain curve by 7 nm, as seen in the spectrum of Fig. 6.10. 
For Laser (2), which is not shown in Fig.6.9 since is basically similar to Laser (3), the 
threshold current density was 1530Acm-2. This value is higher than the threshold current 
density of lasers with a 500 pm cavity length; the reason for this difference may be related to 
the increase of light coupled out by the waveguide with optimum grating period, i.e., increase 
of the effective losses in the cavity.
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In summary, the laser characteristics of surface l st-order, 2nd-order and 3rd-order grating 
DFB lasers were measured in pulsed operation. The lowest threshold density current of 
1270 Acnr2 was shown by surface l st-order grating DFB laser. An increase in threshold 
current density of 3.3% and 11% compared to l st-order grating DFB lasers, was obtained, 
respectively for surface 2nd-order and 3rd-order grating DFB lasers. No simple relationship 
was found between the L-I characteristics and grating Bragg-orders.
6.5.2 Laser Spectra in pulsed operation
In the following discussion, the spectral behaviour of surface grating DFB lasers with both 
injection current and temperature for different Bragg-orders are addressed.
6.5.2.1 Surface 3rd-order grating DFB laser
The following experimental results are from a non optimized surface 3rd-order grating DFB 
laser with a 380 nm grating period. These results were used to optimise the DFB design, i.e., 
the Bragg wavelength was designed to coincide with the peak of the laser gain curve. The 
stopband width near threshold was also measured in these devices and used to estimate the 
coupling coefficient.
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0)> 0.6>o 0.5Q.
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Fig.6.10: Spectrum of a deep surface DFB laser without AR coatings at T=17.4°C
Fig.6.10 shows the spectrum of a surface 3rd-order grating DFB laser at T=17.4°C, for a 
injection current of 80mA. This laser has no AR coatings which explains the combination of 
Fabry-Perot and DFB modes observed. In order to observe the DFB mode, the devices have 
to be pumped hard, at 3 or 4 times the threshold current. The reason for this is that, as seen 
above, the Bragg wavelength is very different (7nm) from the peak of the laser gain curve.
—I
875
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The effective refractive index of the guided mode (neff) can be determined from the 
relationship between the Bragg wavelength (X-Bragg) and the grating spatial period (Ag), 
which is defined by
A (6.2) 
2n,jr
where m is the order of the grating. Using the values above for the Bragg wavelength, 
X-Bragg=851.60nm, m=3 (the grating Bragg-order is 3), the grating spatial period of 380nm, 
the effective mode index is calculated to be 3.36. In order to optimise the DFB laser design, 
the Bragg wavelength should coincide with the peak of the laser gain curve, which is 
858.68nm as observed in the spectrum above (Ap.p.). Using this new value for the Bragg 
wavelength in Eq.(6.2), and assuming that the effective mode index is almost the same as at 
851.60nm (dispersion is neglected in this calculation), the new optimised grating spatial 
period was calculated to be 384nm.
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Fig.6.11: Typical spectrum of a surface grating DFB laser emitting in the fundamental mode
Fig.6.11 shows the spectrum of surface 3rd-order grating DFB laser with AR coatings, 
emitting in the fundamental mode. Two DFB modes are observed close to each other, which 
are caused by degeneracy in the conventional DFB laser. In fact, as discussed in reference
[6.1], a DFB laser fabricated using a single period grating, which is the case of laser above, 
leads to two possible longitudinal lasing modes, one on either side of the stopband. The value 
of the stopband width is 0.24nm.
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Fig.6.12: Dependence of the two longitudinal DFB modes on injection current
Fig.6.12 displays the two DFB modes that are characteristic of a spectrum emitted by a DFB 
laser with a single period grating, as a function of the injection current.
The separation between the two longitudinal DFB modes remains nearly constant until 
1=3Ith, beyond which the separation between them increases significantly. Note that d^Bi/dl 
is negative, which means a decrease of A,bi with current, whereas dX-B2/dI is positive and 
twice dX-Bi/dl. This behaviour may be caused by changes in the transmission characteristics 
of the grating waveguide as the current was increased. These results are in contrast to similar 
measurements carried out in CW operation, where two longitudinal DFB modes were 
observed near threshold (next section 6.6) but, as the current was increased beyond 
threshold, only one mode was lasing, i.e., degeneracy was lifted for currents larger than 
threshold.
The coupling coefficient can be determined from the subthreshold normalized stopband 
width [6.7], WL, defined as the normalized mode spacing between the fundamental (lowest 
threshold) DFB mode and the lowest threshold adjacent DFB mode, i.e.,
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In this equation X, X.\ and A,+i are, respectively, the wavelength of the fundamental, shorter 
adjacent, and longer adjacent modes, neff is the effective index including the dispersion [6.2], 
and L is the laser cavity length. The relationship between WL and kL is shown in Fig.4 of 
reference [6.8] for the case of 0% and 2% facet reflectivity. The perfect AR case is calculated 
using the theory of Kogelnik and Shank [6.1]. It becomes more difficult to determine the 
coupling coefficient when the residual facet reflectivity is taken into account, because the 
phase of the grating at the front and rear facets is unknown. For the 2% case, as performed in 
[6.8], the phases of the grating at the front and rear facets were each varied from 0 to 1571/8 
in tt/8 steps. Fig.4 of reference [6.8] shows that, for a given value of kL, the residual 
reflectivity and random grating phase of the facets introduces a large variation in the 
stopband width. The WL value of 3.80 was measured on subthreshold spectra of a surface 
3rd-order grating DFB laser. Using the curve in Fig.4 of [6.8], the value of kL is at least 
0.45, which gives a coupling coefficient of K= 9cm-1. This result is in good agreement with 
the passive measurement of k presented in section 6.2.
1 -r-
5oo_
0) 0.2 - -
T  1 T=11.3°C, I=100mA
i --------► X =852.08nm
DFB1
X =852.38nm
DFB2
2nd mode=851.42nm
- -  ............... I - i — i— ----- — H— ---------—— 1— -------------1 ■ ■ -------— 1
845 850 855 860 865 870 875
Wavelength(nm)
Fig.6.13: Spectrum of a surface grating DFB laser at T=11.3°C and a current of 100mA (41th)
Fig.6.13 displays the spectrum of a surface grating DFB laser at a temperature of 11.3°C and 
a current of 100mA, which is 41th- In this spectrum, the second transversal mode is also 
observed at very high drive currents, being separated from the fundamental mode by lnm.
Typically, most of the surface grating DFB lasers started lasing in the fundamental mode. 
Then, as the current was increased beyond 41th, the second transverse mode was also 
coupled, as observed in the spectrum above. However, it was also observed that some DFB 
lasers started lasing in the second transverse mode. This behaviour may be caused by 
combined differences in the grating etch depth and variations across the wafer, which 
enhanced the coupling of the second transverse mode. Note also that, according to the 
passive measurement of K performed in section 6.2, surface grating DFB lasers with deep
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gratings (> 0.7 |Lim) have larger coupling coefficient for the second transverse mode than for 
the fundamental mode.
In summary, from the emission spectra of 380 nm grating period devices, the effective 
refractive index was estimated to be 3.36. A new optimized grating spatial period was 
calculated, to match the peak of the laser gain curve, to be 384nm. The stopband width was 
measured in a surface 3rd-order grating DFB laser near threshold, and using this value, the 
coupling coefficient was estimated to be K=9cm_1, which is in agreement with theoretical 
calculations and passive measurement of k  performed in section 6.2.
6.5.2.2 Long cavity surface 3rd-order grating DFB laser (#2,#3)
The following experimental results are from a pitch optimized long cavity surface 3rd-order 
grating DFB laser. Results for 900 |Lim and 1400 jum long devices are reported. In order to 
match the peak of the laser emission, the grating period was increased to 384 nm, 
corresponding a Bragg wavelength of about 860 nm. The spectral behaviour of these devices 
was studied with temperatures in the range between 10 °C and 50 °C. Typical spectra are 
shown and discussed.
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Fig.6.14: Dependence of emitted wavelengths of 900pm long and 1400mm long surface grating DFB lasers 
on temperature of operation. The spectra for i) and ii) are represented in the following figures.
Fig.6.14 shows the dependence of the emitted wavelength of a 900|Lim long and 1400|nm 
long surface 3rd-order grating DFB laser on temperature. For values of the temperature 
higher than 50°C or lower than 15°C, only F.P. modes lased. In the case of laser 900|im long
(2), the lasers emitted in the second transverse mode for the 15-30°C temperature range; 
however, in the 30-50°C temperature range, the lasers emitted in the fundamental mode. 
1400|im long DFB laser (3) in the 15-20°C temperature range, the lasers emitted in the
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second transversal mode; however, in the 20-40°C temperature range, the lasers emitted only 
the fundamental mode. The spectra for typical regimes, as represented by i) and ii) in 
Fig.6.14, are shown below in Fig.6.15 and Fig.6.16:
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Fig.6.15: Spectra of a surface grating DFB laser at temperatures of 29.5°C and 45.4°C, for I=100mA(2Ith)
Fig.6.15 displays spectra of a surface 3rd-order grating DFB laser at temperatures of 29.5°C 
and 45.4°C. These spectra were taken from same laser as results shown previously. Both 
spectra were taken at the same injection current of 100mA (21th). In spectrum i), the laser 
emitted in the fundamental mode at 861.56nm, with a side mode suppression rate of 20dB, 
and also in F.P. modes at a longer wavelength of 864.98nm. Spectrum ii) shows a laser 
emission which is a combination of the fundamental and of 2nd transverse modes at 
860.42nm and 859.22nm respectively . The separation between modes is 1.20nm, and the 
side mode suppression rate is larger than lOdB.
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Fig.6.16: Spectra of a surface grating DFB laser at temperatures of 22.2°C and 26.1°C, for I=150mA (21th)
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Fig.6.16 displays spectra of a 1400 (Lim long surface 3rd-order grating DFB laser at 
temperatures of 22.2 °C and 26.1 °C. The injection current is the same for both spectra, 
1=150 mA (21th). Spectrum i) shows typical laser emission, in the temperature range from 
25 °C to 40 °C, where only the fundamental mode is present at 860.42 nm, with a side mode 
suppression ratio of about 26dB. In spectrum ii), the surface grating DFB laser emitted a 
combination of the fundamental and second transverse modes, at respectively 860.0nm and 
858.56nm, with a side mode suppression ratio larger than 20dB. The two transverse modes 
are separated by 1,44nm.
In summary, from spectra of a 500 pm long surface 3rd-order grating DFB laser, the 
refractive index of the waveguide and stopband width were estimated. Using this data, the 
grating spatial period was optimized to be 384 nm and the coupling coefficient was estimated 
to be 9 cm-1. Laser spectra from 900pm and 1400pm long surface 3rd-order grating DFB 
lasers do not exhibit stopband. Temperature studies of the spectral characteristics showed 
different emission regimes. More specifically, emission of the second transverse mode, 
identified using the calculation of modal index difference, was observed in the temperature 
range from 15°C to 25°C; fundamental mode emission ocurred in temperature range from 
25°C to 50°C, and outside this temperature range only FP modes were lasing.
6.5.2.3 Surface 2nd-order grating DFB laser (#4)
The following experimental results are from a surface 2nd-order grating DFB laser in pulsed 
operation. Results for antireflection (AR) coated and uncoated devices are reported. Typical 
spectra are discussed and compared with previous spectra of surface 3rd-order grating DFB 
lasers.
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Fig.6.17: Emitted wavelength of AR coated and uncoated surface 2nd-order grating DFB laser as a function 
of the temperature. The spectra i), ii), and (1) are represented in the coming figures.
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Fig.6.17 shows the temperature dependence of the emitted wavelength and SMSR(only left 
plot) of surface 2nd-order grating DFB lasers. The Bragg wavelength dependence on 
temperature is about 0.09nm/°C, which is higher than the typical value of 0.06-0.07nm/°C 
normally obtained. The F.P. wavelength dependence on temperature is 0.36nm/°C, which is 
the typical value usually measured. In the temperature range, 25-50°C, the side mode 
suppression ratio is kept constant at about 30dB.
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Fig.6.18: Spectra of a surface 2nd-order grating DFB laser at a temperature of 51°C and I=50mA, and at room
temperature and I=20mA
Fig.6.18 displays spectra of a surface 2nd-order grating DFB laser at room temperature and 
at 51°C. Spectra i) and ii) were taken, respectively, at about threshold and twice threshold. In 
spectrum ii), the DFB laser is emitting a DFB line at 862.22nm and also F.P. modes at a 
longer wavelength of 868.82nm. At such a high temperature (51°C), the peak of the laser 
gain curve is well-separated (by 6nm) from the DFB line. Spectrum i) shows DFB laser 
emission in the fundamental mode at 860.0nm.
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Fig.6.19: Spectrum of a surface 2nd -order grating DFB laser at a temperature of 37°C and I=50mA
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Fig.6.19 displays the spectrum of a surface 2nd-order grating DFB laser at a temperature of 
37°C and a current of 50mA. The DFB laser is emitting in the fundamental mode at 
861.62nm with a SMSR of about 30dB.
In summary, laser spectra from surface 2nd-order grating DFB lasers AR coated and 
uncoated as a function of the temperature were measured. The main difference between these 
results and similar spectral data from a surface 3rd-order grating DFB laser, was that in 2nd- 
order grating devices only the fundamental mode was guided. This result may be explained 
by the fact that gratings in 2nd-order devices were deeper (6%), providing as a consequence 
better guiding properties.
6.5.2.4 Surface l st-order grating DFB laser (#5)
The following experimental results are from surface l st-order grating DFB lasers in pulsed 
operation. Only results for uncoated devices are reported. Typical spectra are shown and 
compared with previous results from surface 3rd-order and 2nd-order grating DFB lasers.
Laser spectra of devices without AR coatings
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XDFB = 0.087T + 852.921 I=50mA
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Fig.6.20: Temperature dependence of Bragg wavelength and emitted light power. The spectra at points (1)
and (2) are shown in following figure.
Fig.6.20 shows the dependence of the Bragg wavelength and light power on temperature, in 
the range from 10°C to 50°C. The Bragg wavelength dependence on temperature is 
0.087nm/°C, which is a typical value measured previously. The periodic variation of the light 
power with device temperature is probably caused by light interference, as the cavity expands 
due to the increase in temperature. Note that the devices are uncoated.
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Fig.6.21: Spectra of a surface l st-order grating DFB laser at temperatures of 11.3°C and 51.5°C, for I=50mA
Fig. 6.21 displays spectra of a surface l st-order grating DFB laser at temperatures of
11.3 °C and 51.5 °C. Both spectra were taken at the same injection current of 50 mA(2.5Ith). 
In spectrum (1), the DFB laser emitted in the fundamental mode at 853.94 nm, whereas 
spectrum (2) shows the laser emission in the fundamental mode at 857.36 nm.
In conclusion, from spectral data of 500 |Lim long surface grating DFB lasers, the grating 
spatial period was optimized (384 nm) and the coupling coefficient estimated (9 cm-1). The 
stopband width was not observed, neither in long surface 3rd-order grating DFB laser nor in 
surface 2nd-order/lst-order grating DFB lasers. The grating etch depth was shown to be 
critical in defining the guide characteristics. In fact, the second transverse mode was observed 
in surface 3rd-order grating DFB lasers (grating etch depth=0.6|im), whereas in surface 2nd- 
order/lst-order grating DFB lasers (grating etch depth=0.66|im) only the fundamental mode 
was guided.
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6.6 Laser characteristics in CW operation
In the previous section 6.5, L-I results and laser spectra for surface 3rd-order, 2nd-order and 
l st-order grating DFB lasers in pulsed operation were considered. Now, in this section, light 
output power versus injection current characteristics as functions of both the kL product and 
Bragg-order are discussed. The dependence of the laser spectral behaviour on both 
temperature of operation and injection current are also discussed for all the Bragg-order 
surface grating DFB lasers considered. All results shown in this section were taken in CW 
operation.
6.6.1 Light output power- injection current characteristic (L-I curve)
In the following discussion, the dependence of the threshold current and slope efficiency on 
the kL product and Bragg-orders is analysed. All surface grating DFB lasers were fabricated 
from same material structure, wafer #QT474d, with a stripe width of 3.5p.m. Typical L-I 
curves from surface 3rd-order, 2nd-order, and 1 st-order grating DFB lasers in CW operation 
are shown and discussed. All devices considered in this section were AR coated.
Devices 3rd-order
A=380nm
3rd-order
A=384nm
3rd-order (2) 
A=384nm
Length(p.m) 500 900 1400
kL 0.5 0.9 1.4
Wavelength(nm) 852.00 860.50 860.50
Ith (m A ) 26 42 70
J th (A /c m -2 ) 1486 1333 1428
r|eff(m W /m A ) 0.17 0.22 0.25
Table 6.2: Dependence of the L-I results on the kL product. These experimental results were taken in CW 
_________________________________________operation._____________________________________
Lasers
Type
Wavelength
W
Threshold
current(mA)
Threshold
current
Density(Acm-2)
Slope
efficiency
(mW/mA)
3rd-order 
A=380nm (1 )  
L=500|im
852.00 26 1486 0.17
2nd-order 
A=256nm (3) 
L=500|im
860.00 25 1428 0.24
l s*-order 
A=128nm (4) 
L=450pm
853.00 45 2857 0.05
Table 6.3: Dependence of the L-I results on the Bragg-order. These experimental results were taken in CW
operation
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Tables 6.2 and 6.3 show the L-I results of surface 3rd-order, 2nd-order and l st-order grating 
DFB lasers with AR coatings in CW operation. The threshold current and slope efficiency 
shown in the tables above are from a single output facet and were selected, in each case, from 
a laser which exhibited the lowest threshold current among five identical lasers.
In Table 6.2, the dependence of the L-I results on the kL product (measured using passive 
transmission technique) is reported. The lowest threshold current density is shown by 
900 Jim long 3rd-order DFB lasers, being 1333 A/cm2. This is followed by the 1400 pm 
long 3rd-order DFB laser, with 1428 A/cm2, which corresponds to an increase of 6.6% 
compared to the lowest threshold current density described above. The 500 pm long 3rd- 
order DFB laser exhibits a threshold current density of 1486 A/cm2, corresponding to an 
increase of 10.3% compared to Jth of the 900 pm long 3rd-order DFB laser. The dependence 
of the threshold current density on the kL product, apparently exhibited a minimum around 
kL=0.9, increasing then for larger and smaller values of kL. The maximum slope efficiency 
is exhibited by the 1400pm long 3rd-order DFB laser, being 0.25mW/mA. The 900 pm and 
500 pm long devices exhibit a lower slope efficiency of 0.22 mW/mA, and 0.17 mW/mA, 
respectively. As expected, the slope efficiency increases with the kL product, which is in 
agreement with the theoretical calculations by Whiteaway et al[6.9].
Table 6.3 shows the L-I results for surface DFB lasers with different Bragg-orders, namely 
3rd-order, 2nd-order and l st-order gratings. The lowest threshold current density is exhibited 
by the 2nd-order surface grating DFB laser, with 1428A/cm2. This value corresponds to an 
increase of 6.6% compared to lowest Jth reported above in table 6.2. The lst-order devices 
exhibit a threshold current density of 2857Acm'2, which corresponds to an increase of 53% 
compared to Jth of 900pm long 3rd-order devices. The maximum slope efficiency is 
exhibited by 2nd-order DFB lasers, with 0.24mW/mA per facet. The slope efficiency of 3rd- 
order surface grating laser follows with 0.17mW/mA. Devices fabricated with l st-order 
gratings exhibit a slope efficiency of just 0.05mW/mA, which will be explained later as due 
to device deterioration during mounting. From these results, it is difficult to draw a 
conclusion about the dependence of the L-I results on the grating Bragg-order.
The next four figures show the light output power versus injection current characteristic for 
surface 3rd-order, 2nd-order and l st-order grating DFB lasers in CW operation, as 
represented by (1), (2), (3) and (4) in Table 6.2, and 6.3.
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Fig.6.22: Light power versus injection current of a surface 500pm long 3rd-order, 1400pm long 3rd-order, 
2nd-order, and l st-order grating DFB laser in CW operation
In Fig. 6.22, the light-current curves of surface 500 |Lim long 3rd-order, 1400jJ.ni long 3rd- 
order, 2nd-order gratings with A/4 phase-shift {Note: devices with and without A/4 phase- 
shift have the same L-I characteristics), and l st-order grating DFB lasers, in CW operation, 
are shown. In laser (1), the value of the slope efficiency decreases compared with the value 
measured in the pulsed regime. This is caused by thermal effects, which shift the laser gain 
curve further apart from the DFB line, therefore decreasing the gain and the efficiency 
associated. Device (2), this surface grating DFB laser presents a threshold current of 70mA 
and a slope efficiency of 0.25mW/mA. Whereas, device (3) gives the threshold current of 
25 mA and slope efficiency of 0.24 mW/mA. Device (4) is 450 jam long with a threshold 
current of 45 mA and slope efficiency of 0.05 mW/mA. These values of the threshold 
current and slope efficiency indicate that some kind of deterioration happened when the 
lasers were mounted. In fact, it is important to point out that the l st-order gratings are very 
sensitive to handling (as compared with 3rd-order gratings) and were probably partially 
destroyed during mounting.
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In summary, the L-I characteristics of surface l st-order, 2nd-order and 3rd-order grating DFB 
lasers were measured in CW operation as functions of the kL product and Bragg-order. The 
threshold current density apparently exhibits a minimum around kL =0.9, whereas the slope 
efficiency increases with the kL product, which is in agreement with theoretical predictions. 
No simple relationship was found concerning the dependence of the L-I results with grating 
Bragg-order. The lowest threshold current density was exhibited by 900pm long 3rd-order 
DFB lasers with 1330 Acm-2. The 1400 (Ltm long 3rd-order and 2nd-order DFB lasers, both 
with 1428 Acm-2, showed an increase in threshold current density of 6.6% compared to Jth 
of the 900 pm 3rd-order DFB laser.
6.6.2 Laser spectra in CW operation
In the following discussion, the dependence of the spectral behaviour of a surface grating 
DFB lasers (in CW operation) on both temperature of operation and injection current, for 
different Bragg-orders, is addressed.
6.6.2.1 Surface 3rd-order grating DFB laser
The following experimental results are from a surface 3rd-order grating DFB laser 
characterized by a 380 nm grating period and 500 pm length. The spectral behaviour with 
temperature of operation is shown and discussed.
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Fig.6.23: Dependence of the Bragg wavelength and Fabry-Perot lines on temperature
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Fig.6.23 shows the dependence of the FP and DFB modes on the temperature of operation. 
This temperature dependence is 0.36nm/°C and 0.066nm/°C for the F.P. and the DFB modes, 
respectively.
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Fig.6.24: Spectra of a surface grating DFB laser at three different temperatures, 15°C, 20°C and 25°C. The
current was kept constant at 50mA
In Fig. 6.24, the spectra of a 500|Lim long surface 3rd-order grating DFB laser in CW 
operation at three different temperatures, 15°C, 20°C and 25°C, is shown. In the temperature 
range 10°C to 20°C, the DFB laser emitted in the fundamental mode with a side mode 
suppression ratio (SMSR) larger than 30dB. For T=25°C, the SMSR deteriorates to 12dB, 
due to the fact that the peak of the laser gain curve is now about lOnm distant from the DFB 
emission.
6.6.2.2 Long cavity surface 3rd-order grating DFB laser
The following experimental results are from long cavity surface 3rd-order grating DFB 
lasers, characterized by lengths of 900 |im and 1400 pm. The spectral behaviour with 
temperature of operation and injection current is discussed for both 900pm and 1400pm 
long devices.
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Laser Spectra of 900jim long DFB lasers
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Fig.6.25: Dependence of the Bragg wavelength and side mode suppression ratio on temperature
Fig.6.25 displays the dependence of the Bragg wavelength and side mode suppression ratio 
on the temperature of operation. The Bragg wavelength dependence on temperature exhibits a 
value of 0.07nm/°C. In the temperature range from 15-45°C, the side mode suppression ratio 
is above 30dB. Outside this temperature range, the SMSR decreases drastically to values 
smaller than KMB, as illustrated in Fig.6.25. The spectrum at point (1) is shown in Fig.6.26.
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Fig.6.26: Spectrum of a surface grating DFB laser at a temperature of 15°C for I=60mA
Fig.6.26 shows the typical spectrum of a 900(im long surface 3rd-order grating DFB laser in 
the temperature range from 15°C to 45°C. The DFB laser emitted the fundamental mode at 
860.06nm, and the SMSR is about 35.5dB.
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Fig.6.27: Spectra of a surface 3rcl-order grating DFB laser at a temperature of 20°C, for currents o f 40mA and
80mA
Fig.6.27 displays spectra of a surface 3rd-order grating DFB laser at a temperature of 20°C 
and a current of 40mA, at threshold, and at 80mA (2Ith). At threshold, the DFB laser emitted 
in two longitudinal lasing modes caused by a fundamental oscillation degeneracy 
(conventional DFB laser, in which two longitudinal modes have an equal probability of lasing
[6.1]). As the injection current is increased, the degeneracy is lifted due to the fact that the 
laser medium gain and index vary with wavelength, and also due to a second factor, which is 
that the longitudinal modes of a DFB laser resonating in higher Bragg orders (not the first) 
radiate different amounts of power (i.e., there is different loss for each mode), corresponding 
therefore to different threshold gains [6.10].
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Fig.6.28: Dependence of the Bragg wavelength and SMSR on temperature
Fig.6.28 displays the dependence of the Bragg wavelength and side mode suppression ratio 
on temperature. The Bragg wavelength dependence on temperature exhibits a typical value of 
0.72A/°C. In the temperature range from 15-45°C , the side mode suppression ratio is larger 
than 30dB. Outside this temperature range, the SMSR decreases drastically to values lower 
than lOdB, as illustrated in Fig. 6.28. The spectrum at point (1) is shown in Fig.6.29.
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Fig.6.29: Spectrum of a surface grating DFB laser at a temperature of 20°C, for 1=100mA
Fig.6.29 shows a typical spectrum of a 1400pm long surface 3rd-order grating DFB laser in 
the 15-45°C temperature range. The DFB laser is operating in the fundamental mode at 
861.02nm, with a SMSR of 35dB.
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Fig.6.30: Dependence of the Bragg wavelength on current
Fig.6.30 displays the dependence of the Bragg wavelength on injection current at a 
temperature of 20°C. The Bragg wavelength dependence on current is O.Olnm/mA. Spectra at 
points (1) and (2) are shown below, in Fig.6.31.
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Fig.6.31 :Spectra of a surface grating DFB laser at a temperature of 20°C, for 1=70 and 120mA
Fig.6.31 shows typical spectra of a surface grating DFB laser at a temperature of 20°C and 
an injection current of 70mA, around threshold, and at 120mA (1.71th)* The spectrum at 
I=70mA shows laser emission in the fundamental and also 2nd transversal modes, 
respectively at 860.72nm and 859.28nm; the mode separation is 1.44nm and the SMSR for 
the fundamental and 2nd transversal modes are, respectively, 28dB and 5dB. In spectrum (2),
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the DFB laser emitted only in the fundamental mode, at a temperature of 20°C and a current 
of 120mA (L7Ith). The Bragg wavelength is 861.20nm and the side mode suppression ratio 
is 36.4dB.
In summary, from the spectral data of 500(Lim long surface 3rd-order grating DFB lasers, the 
dependence of the FP and DFB modes on the temperature of operation were measured to be, 
respectively, 0.36nm/°C and 0.066nm/°C. 900pm and 1400pm long surface 3rd-order grating 
DFB lasers were observed to operate in the fundamental mode, with SMSR nearly constant 
to 35dB, in the temperature range from 10°C to 50°C.
6.6.2.3 Surface 2nd-order grating DFB laser with A/4 shift
The following experimental results are from a surface 2nd-order grating DFB laser with a A/4 
phase-shift, in CW operation. The spectral behaviour with both temperature of operation and 
injection current is discussed.
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Fig.6.32: Dependence of Bragg wavelength and side mode suppression ratio on temperature
Fig.6.32 shows the dependence of the Bragg wavelength and side mode suppression ratio on 
temperature, for a constant current of 40mA. The Bragg wavelength dependence on 
temperature is 0.083nm/°C, which is of the same magnitude as the value obtained in pulsed 
operation. In the temperature range from 20-45°C, the SMSR is larger than 30dB. Outside 
this temperature range (and in agreement with previous experimental results), the SMSR 
decreases drastically to values lower than lOdB. The spectrum at point (1) is shown below, 
in Fig.6.33.
144
Chapter 6: Experimental Results and Discussion
(1) DFB
50
T=37°C, I=40mA
m 40
|  30 
o
a  20
DFB=860.48nm, 35dB
U)
□
845 850 855 865 875860 870
Wavelength(nm)
Fig.6.33: Spectrum of a surface 2nd-order grating DFB laser with A/4 shift at a temperature o f 37°C, for
I=40mA
Fig.6.33 displays the typical spectrum of a surface 2nd-order grating DFB laser in the 
temperature range from 15°C to 45°C. The DFB laser emitted in the fundamental mode at 
860.48nm, with a side mode suppression ratio of about 35dB.
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Fig.6.34: Dependence of the Bragg wavelength and side mode suppression ratio on injection current
Fig.6.34 shows the dependence of the Bragg wavelength and side mode suppression ratio on 
injection current. Around threshold, the dominant mode in the cavity, located at a longer 
wavelength, is designated by mode +1, spectrum (1). However, as the current is increased, 
the dominant mode becomes mode 0 for currents between 30mA and 50mA, respectively
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spectra (2) and(3). Beyond 50mA, mode -1 becomes the dominant mode in the cavity, as 
illustrated in spectrum (4) shown below, in Fig.6.36.
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Fig.6.35: Spectra of a surface 2nd-order grating DFB laser at room temperature, for I=29mA and I=30mA
Fig.6.35 displays spectra for a surface 2nd-order grating DFB laser at room temperature and 
for currents of 29mA and 30mA, respectively spectrum (1) and (2). Spectrum (1) shows 
laser emission in which mode +1 is dominant at 861.08nm with a side mode suppression 
ratio of 31.4dB. Modes 0 and -1 are also present at respectively 860.30nm and 859.82nm, 
with a side mode suppression ratio of about 20dB. In spectrum (2), the surface 2nd-order 
DFB laser emitted the dominant mode 0 at 860.30nm with a side mode suppression ratio of 
30.7dB. Modes +1 and -1 are also present at 861.02nm and 859.76nm, respectively, with a 
side mode suppression ratio of just about lOdB.
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Fig.6.36: Spectra of a surface 2nd-order grating DFB laser at room temperature, for I=50mA and I=60mA
Fig.6.36 shows spectra for a surface 2nd-order DFB laser at room temperature and injection 
currents of 50mA and 60mA, respectively spectra (3) and (4). Spectrum (3) is typical in the 
current range from I=30mA to I=50mA. At I=50mA, spectrum (3) displays laser emission in
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which the dominant mode is 0 at 860.48nm, with a SMSR of 35.8dB. Modes +1 and -1 are 
still present at 861.20nm and 859.94nm, respectively, with a side mode suppression ratio of 
just 6dB. In emission spectrum (4), a typical laser emission for currents larger than 60mA is 
shown. At I=60mA, the dominant mode is -1, lasing at 860.0nm, with a side mode 
suppression ratio of 36.7dB.
The results observed in spectra (1), (2), (3), and (4) can be explained by the spatial hole 
burning effect along the laser axis, and the resulting two-mode mechanism. As the injection 
current is increased, the light intensity in the laser cavity increases. In a A/4 DFB laser, the 
distribution of the light intensity along the laser axis is not uniform. In the strongly coupled 
case, the light concentrates near the center. Thus, the carrier density in the active layer near 
the center is reduced remarkably by the stimulated recombination. Such a deformed carrier 
density profile causes a change in the spatial refractive index. In DFB lasers, a little change in 
the spatial refractive index drastically affects the lasing modes. In the strongly coupled case, 
the refractive index near the output facets reduces from that of the averaged value over the 
laser. This gives shortening of the effective Bragg wavelength near the output facets. As the 
side mode -1 at the shorter wavelength side matches the resultant effectively modified 
corrugation well, the threshold gain of the mode -1 decreases. In this way, the threshold gain 
difference is decreased and two-mode operation occurs.
In summary, the spectral behaviour of surface 2nd-order grating DFB lasers was similar to 
the spectral behaviour of surface 3rd-order grating DFB lasers, concerning the temperature of 
operation. However, the spectral dependence on the injection current is characterized, for the 
surface 2nd-order grating DFB laser, by mode hopping due to hole burning effects. 
Apparently, hole burning effects are not significant in surface 3rd-order grating DFB lasers.
6.6.2.4 Surface l st-order grating DFB laser
The following experimental results are from surface l st-order grating DFB lasers in CW 
operation. Dependence of the spectral behaviour on both temperature of operation and 
injection current are discussed. Typical spectra are shown.
147
Chapter 6: Experimental Results and Discussion
DFB = 0.074T + 851.075
B
a  854J<D
&
(50
(50
|  853J
0 10 5020 30 40 60
TemperaturefC)
Fig.6.37: Temperature dependence of the Bragg wavelength for a surface l st-order grating DFB laser
Fig.6.37 shows the temperature dependence of the Bragg wavelength, emitted by a surface 
l st-order grating DFB laser, in the temperature range from 10°C to 55°C. The Bragg 
wavelength dependence on temperature shows a value of 0.074nm/°C.
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Fig.6.38: Dependence of the Bragg wavelength and side mode suppression ratio on injection current
Fig.6.38 shows the Bragg wavelength and side mode suppression ratio dependence on the 
injection current. The Bragg wavelength dependence on the injection current is 0.008nm/mA.
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The side mode suppression ratio is larger than 30dB for currents larger than 1.3Ith* Typical 
spectra at points (1) and (2) are shown below in Fig.6.47.
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Fig.6.39: Spectra of a surface l st-order grating DFB laser at a temperature of 10°C, for I=50mA and I=120mA
Fig.6.39 displays spectra of a surface l st-order grating DFB laser at a temperature of 10°C 
and currents of 50mA and 120mA. In spectrum (1), the DFB laser emitted in the 
fundamental mode at 851.84nm, with a side mode suppression ratio of 26dB. Spectrum (2) 
shows the laser emission of the fundamental mode at 852.32nm, with a side mode 
suppression ratio of 33dB.
In conclusion, the temperature dependence of both Fabry-Perot and Bragg wavelengths were 
measured in uncoated surface 3rd-order grating DFB laser. Values of 0.36nm/aC and
0.066nm/°C were measured, respectively Fabry-Perot and DFB wavelengths. The spectral 
behaviour of surface 2nd-order grating DFB lasers were seriously degraded by hole burning 
effects. This results are in contrast with spectral data from surface 3rd-order/lst-order grating 
DFB laser where hole burning effects seemed not to be significant.
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6.7 Lifetime test of 900pm long surface 3rd_order grating DFB laser
In this section, a simple lifetime test, performed using a AR coated surface 3rd-order grating 
DFB laser, is described. The main purpose of this lifetime test was to assess the reliability of 
electric contacts and bonding. A 900pm long surface 3rd-order grating DFB laser was 
chosen to perform a lifetime test, which consisted of running the laser under constant power 
conditions of 6.5mW from the front facet at room temperature. The lifetime test was 
performed for about 250 hours (>10 days), and the output light power versus running time is 
shown in Fig.6.40. The L-I characteristics and spectral behaviour were also measured, before 
and after the lifetime test, as illustrated below in points 2 and 3.
1. Lifetime test
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Fig.6.40: Lifetime test o f a 900pm long surface 3rd-order grating DFB laser
According to Fig. 6.40, the output light power increases about 1.2% after 25 hours of 
running under constant power conditions of 6.5 mW. This result may be caused by further 
annealing of the electric contacts during the first running hours, which have improved the 
laser performance. However, after 50 hours of running under constant power conditions of 
6.5mW, the output light power starts to decrease. The decreasing rate of the light power with 
time is 0.006 mW/hour, in the time range from 50 to 250 hours.
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2. LI curves
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Fig.6.41: Light versus injection current before and after lifetime test
Fig.6.41 shows the light power versus injection current of 3rd-order DFB laser before and 
after the lifetime test. The threshold current increased by 10% after 250 hours of running 
under average power conditions of 6 mW. This increase in the threshold current is probably 
related to degradation of the facets. The external quantum efficiency has about the same value 
before and after the lifetime test, which is 0.143 mW/mA.
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T dependence
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Fig.6.42: Bragg wavelength and side mode suppression ratio as function of the temperature before lifetime
test
Fig.6.42 shows the dependences of the Bragg wavelength and side mode suppression ratio 
on temperature before the lifetime test. The fundamental mode is the only one to lase and 
exhibits a side mode suppression ratio larger than 30dB in the entire temperature range from 
20°C to 50°C. The Bragg wavelength dependence on temperature is 0.068nm/°C, which is a 
value normally measured. Similar results were measured using the same laser after ageing 
experiment, the only difference observed was a decrease of the SMSR, since the second 
transverse mode was coupled. A typical spectrum in the temperature range from 20°C to 
50°C, represented as (1) in Fig.6.42 above, is shown below in Fig.6.43.
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Fig.6.43: Spectrum of surface grating DFB laser before lifetime test
Fig.6.43 shows the spectrum of the 900jnm long 3rd-order DFB laser at a temperature of 
25°C and an injection current of 60mA; this spectrum is typical in the temperature range from 
20°C to 50°C. The spectrum shows the fundamental mode at 860.60nm, with a side mode 
suppression ratio of 33.6dB. A similar spectrum was measured from the same laser after the 
ageing experiment, the only difference to be pointed out was a decrease of the SMSR of the 
fundamental mode to 30dB and coupling of the 2nd transverse mode, which exhibited a 
SMSR of 2.5dB.
In conclusion, an ageing test consisting of running a 900|im long surface 3rd-order grating 
DFB laser under constant power constant of 6.5mW at room temperature was performed for 
about 250 hours. The decreasing rate of light power with time was measured to be about 
0.006nW/hour and the increase of the threshold current, after running in CW operation, was 
10%. Simple mode operation was observed in the temperature range from 20°C and 50aC. A 
slight decrease of the SMSR was measured after the ageing experiment, due to the coupling 
of the second transverse mode.
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6.8 Measurement of the laser characteristics of flared amplifier integrated with a 
surface grating DFB laser
Previous sections of this chapter have been concerned with characterization of simple devices 
consisting of surface grating DFB lasers. Now, in this section, a more complex device, 
consisting of a flared amplifier integrated with a surface grating DFB laser, is described and 
characterized. As mentioned previously, surface grating DFB lasers are particularly attractive 
for integration because of its entirely planar processing. This characteristic motivated the 
integration of these devices with optical power amplifiers.
Optoelectronic integrated circuits have the potential for greatly reducing the assembly costs 
and improving the performance of complex optoelectronic circuits. The ideal integrated light 
source for such circuits would be a laser with some form of internal feedback, removing the 
necessity of cleaved facets. Surface grating DFB lasers negate the need for any regrowth, as 
the fabrication is entirely planar and can be applied to a fully characterised epitaxial structure. 
The gratings of the DFB laser were produced by electron-beam lithography, but other 
features were defined by photolithography.
The amplifier expands at an angle of 3.7°, to allow for the adiabatic expansion of the DFB 
mode. The amplifier is formed by etching a tapered window in the insulating silicon dioxide 
capping layer. The light in the amplifier is only gain guided to prevent any additional lateral 
modes from appearing. Further design details can be found elsewhere [6.11]-[6.13].
LDFB
Lamp
40% AlGaAs
Active Region 
2 QW's80% AIGaAs
Fig.6.44: Layout of a third-order surface grating DFB laser (Ag=384nm) with flared amplifier giving a high 
power, narrow spectrum, single transverse mode output at 861nm. The laser is LoFB^SOpm long and 3.5|im  
wide. The amplifier section is Lamp=500gm long and expands from 3.5|im to Wamp=72.5jim in width.
The characterization of the device represented in Fig.6.44 above, which consisted of 
measuring the L-I characteristics as well as the spectral behaviour for different regimes of 
current in the amplifier and DFB laser sections, is now described. All characterization results 
discussed in this section were taken in CW operation.
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1. L-I curves
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Fig.6.45: Light power versus current in the amplifier section for lDFB=0mA
Fig.6.45 shows the light power versus injection current characteristic in the amplifier section, 
for lDFB=0mA.’ Despite the AR coatings, the device works as a rudimentary DBR laser, since 
the current in the laser section is zero and there is still a significant output power when the 
amplifier section is pumped beyond 200mA. Further evidence of this DBR behaviour is 
given later, when the spectral behaviour at lDFB=0mA is discussed. The cavity of such a 
DBR laser is formed by the DFB laser and the residual reflectivity of the amplifier facet, 
which is AR coated. From Iamp=0 to 200mA, the light emission is generated by spontaneous 
processes in the amplifier section. However, in the range from Iamp=200 to 300mA, the 
device is lasing as evidenced by an increase in the slope efficiency and a narrow spectral 
emission (Fig.6.48). Beyond Iamp=300mA, the device is still lasing but it has reached a 
saturation regime. The threshold current, as expected, is very high at about 220mA, and the 
external quantum efficiency is 0.043mW/mA, measured using points from Iamp=200 to 
300mA.
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Fig.6.46: Light power versus current in the amplifier section for lDFB=30,60,90mA
Fig.6.46 shows the light power versus injection current characteristics in the amplifier 
section, using the current in the DFB laser section as a parameter. The L-I curves (1 ) ,  (2 ), 
(3 ) ,  respectively for I d fb = 9 0 ,  60, 30mA, give different values of the threshold current and 
external quantum efficiency. The (1) L-I curve, for lDFB=90mA, gives a threshold current of 
Iamp=0mA, that is, the light emitted by the DFB laser at I d fb = 9 0 it iA  is enough to cross the 
unpumped amplifier section, and the external quantum efficiency is 0.125mW/mA. In this 
regime, curve (1 ) , powers as high as 45mW CW were measured. For the L-I curve (2 ) , the 
threshold current is Iamp=20mA and the external quantum efficiency is 0.1 lmW/mA. Finally, 
the L-I curve (3 ) gives a threshold current of Iamp=70mA and an external quantum efficiency 
of 0.064mW/mA.
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2. Spectral behaviour
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Fig.6.47: Bragg wavelength and side mode suppression ratio versus amplifier current for IoFB=0mA
Fig.6.47 displays the dependence of the Bragg wavelength and side mode suppression ratio 
on the amplifier injection current, for lDFB=0mA. The Bragg wavelength is nearly constant 
over the range from 230mA to 350mA. At 200mA, the laser is below threshold and thus the 
wavelength represented is the peak of the electroluminescence, which is located at a longer 
wavelength than the Bragg wavelength. At 400mA, the Bragg wavelength is red-shifted, 
probably by thermal effects, i.e., an increase in operation temperature.
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Fig.6.48: Spectra of flared amplifier integrated with DFB laser for lDFB=0mA
Fig.6.48 shows spectra of a flared amplifier integrated with a surface grating DFB laser, for 
lD F B = 0 m A . A t Ia m p = 2 0 0 m A , the laser is below threshold and the spectrum is broad, 
representing the electroluminescence emission, the spectrum being already strongly
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influenced by the grating. The spectrum at Iamp=350mA represents the fundamental mode at 
859.88nm, with a side mode suppression rate of 31dB.
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Fig.6.49: Spectra of a flared amplifier integrated with a DFB laser for lDFB=30mA
Fig.6.49 displays spectra of a flared amplifier integrated with a surface grating DFB laser, 
for lDFB=30mA. The threshold current is about 50mA, as shown in the spectrum at 
Iamp=50mA. At Iamp=50mA, the device emitted in the fundamental mode at 860.96nm, with a 
side mode suppression ratio of 5dB. The spectrum at Iamp= 150mA shows the fundamental 
mode at 861.50nm, with a side mode suppression ratio of 35.3dB.
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Fig.6.50: Bragg wavelength and side mode suppression ratio versus amplifier current for lDFB=60mA
Fig.6.50 shows the dependence of the Bragg wavelength and the side mode suppression ratio 
on the amplifier injection current. The Bragg wavelength is red-shifted with the amplifier 
injection current at a rate of 0.004nm/mA. The side mode suppression ratio remains constant
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and larger than 30dB in the amplifier current range from OmA to 250mA. Spectra at lamp=0 
and 150mA, represented respectively by (1) and (2) in Fig. 6.50, are shown below in 
Fig.6.51.
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Fig.6.51: Spectra of integrated flared amplifier with DFB laser for lDFB=60mA
Fig.6.51 displays spectra of flared amplifier integrated with a surface grating DFB laser for 
lDFB-60mA. Despite the fact that the amplifier section is unpumped at Iamp-0niA, spectrum 
(1), the light emitted by the DFB laser when lDFB=60mA is enough to cross the amplifier 
section at 861.20nm and gives a side mode suppression ratio of 30.6dB. At Iamp= 150mA, the 
device emitted in the fundamental mode at 861.86nm, with a side mode suppression ratio of 
34.0dB.
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Fig.6.52: Emitted wavelength as a function of injection current in the DFB laser section
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Fig.6.52 shows the emitted wavelength from the amplifier facet versus injection current in the 
DFB laser section, with the current in the amplifier section being used as a parameter. The 
dependence of the emitted wavelength on the DFB laser injection current is about 
0.02nm/mA, whereas the dependence of the emitted wavelength on the amplifier current is 
five times lower, being 0.004nm/mA. According to these results, the injection current in the 
DFB laser section can be used to tune the emitted wavelength of this integrated device.
In conclusion, the integration of a flared amplifier with a surface grating DFB laser was 
realized using a combination of electron-beam lithography, photolithography and reactive ion 
etching (RIE). The L-I characteristics of the device were measured for different combinations 
of current in amplifier and DFB laser sections. For Ii)FB=90mA, a maximum external 
quantum efficiency of 0.125 mW/mA and power as hight as 45mW CW were measured. 
The emitted wavelength was about 861 nm and the SMSR was larger than 30dB, for Idfb in 
the current range from 60mA to 90mA. The dependence of the Bragg wavelength on the 
DFB laser injection current was measured to be 0.02 nm/mA, whereas the dependence of the 
Bragg wavelength on the amplifier current was five times lower, being 0.004 nm/mA.
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7.1 Conclusions
The original purpose of this research work was to fabricate and characterize surface grating 
DFB lasers and also demonstrate integration potential of these devices. The distributed 
feedback structure was achieved by deep, dry-etched, gratings alongside the ridge in the top 
cladding layer of the laser. The material structure was optimized for this type of device and 
consisted of two 80A GaAs quantum wells surrounded by a 0.7|im  thick 40% AlGaAs top 
cladding layer and a 0.5pm thick 80% AlGaAs lower cladding layer. The typical emission 
wavelength of the lasers was about 860nm.
Chapter 2 was concerned with hole burning effects both on the L-I curve and on the spectral 
characteristics of ^/4-shifted DFB lasers. Several techniques proposed to reduce the hole 
burning effect were reported, namely: (i) optimization of the normalized coupling coefficient, 
kL, so that the intensity distribution in the DFB laser cavity is constant along the longitudinal 
axis; (ii) introduction of a A/4 phase-shift, located in the centre of the cavity or distributed 
over a certain section; (iii) use of a DFB laser configuration with multiple phase-shifts 
regions; (iv) use of a dual-pitch DFB laser; (v) use of a DFB laser configuration with an 
amplitude modulation grating; (vi) use of a non-uniform injection current scheme; (vii) use of 
a gain coupling mechanism for DFB action. The monolithic integration of a master oscillator 
with a power amplifier (MOPA) was also reviewed.
In chapter 3, the theory of periodic structures and DFB lasers was reviewed. In particular, the 
coupled-mode equations were analysed for the passive periodic waveguide and also for 
distributed feedback lasers. The transmission characteristic of a passive DFB waveguide was 
plotted as a function of the wavelength in the weak coupling case: kL=0.5-1.5. This result is 
important for analysing of the measurement o f k in passive DFB waveguides using a 
transmission technique. The spectrum of a conventional DFB laser, consisting of a single 
period continuous grating, was calculated using typical values for the coupling coefficient 
(K=10cm_1) and cavity length (L=500|im). The benefits of A/4 phase-shifts on gratings have 
also been discussed. The calculation of the coupling coefficient, K, (in shallow gratings), as a 
function of the grating depth was performed using different theoretical models, namely: (i) 
use of the normal coupled-mode analysis; (ii) use of the improved coupled-mode analysis; 
and (iii) use of a simple effective refractive index analysis. The coupling coefficient, k, was 
also calculated in deep surface grating guide structures using a model based on the effective 
refractive index method. Using typical parameters o f the surface grating waveguide, such as
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3rd-order grating, stripe width=3.5|im, etch depth=0.5|im, the coupling coefficients obtained 
by the theoretical model were lower than K=20cm'1. Finally, a theoretical model based on the 
perturbation solution of the Floquet-Bloch expansion was used to calculate radiation losses 
introduced by higher-order gratings.
Improvements in the epitaxial wafer stmcture for use in surface grating DFB laser fabrication 
were discussed in chapter 4. To improve the epitaxial wafer structures in terms of internal 
quantum efficiency, optical losses, gain coefficient per well go, transparency current Jt; as 
well as increasing the interaction between the guided electric field and the grating, different 
parameters of the wafer structure and composition were optimized. These parameters were 
namely the A1 concentration in the cladding layers, the position of the quantum wells, the 
number of wells, the doping level in different layers and the layers thicknesses. The final 
optimized epitaxial structure was an improved asymmetric structure with two quantum wells. 
The p-type layer was doped with carbon instead of Zn, so as to avoid the damaging effect of 
Zn diffusion into the active layer. The upper cladding layer was designed with 40% AlGaAs, 
which provides an optimum electric and optical confinement, while the lower cladding layer 
was 80% AlGaAs in order to increase the interaction between the guided mode and gratings 
located in the upper cladding layer. The position of the quantum wells was also optimized to 
be in the maximum of the electric field, which did not peak in the central position due to the 
asymmetric cladding layers.
In chapter 5, the surface grating DFB laser structure and its fabrication procedure were 
discussed. Basically, the fabrication procedure consisted of several steps, namely: (i) sample 
preparation; (ii) fabrication of the grating alongside the ridge; (iii) fabrication of the contact 
window and contacts; (iv) cleaving and deposition of anti-reflection coatings; finally (v) 
mounting and wire-bonding. The most demanding step was the fabrication of the grating 
alongside the ridge, which required electron beam lithography technology and reactive ion 
etching (RIE). The design of the device structure, leading to writing of the corresponding 
patterns and production of files necessary for controlling the e-beam writer; and preparation 
of the samples, involving choice of suitable electron beam resists and the necessary exposure 
doses, were thoroughly described in section 5.2. The origin and characteristics as well as 
techniques to measure stitching errors were also discussed.
Measurement methods, and experimental results were described and interpreted in chapter 6. 
Measurement of the coupling coefficient, k , in surface grating DFB waveguides was 
performed using a transmission technique, consisting of coupling light from a Ti-Sapphire 
laser into the devices and measuring the light transmitted as a function of the wavelength. For 
a ljxm deep surface grating waveguide, maximum coupling coefficient values of 10 cm-1 and 
15 cm-1 were measured, respectively for the fundamental and the second transverse mode. An
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approximated factor of 2 discrepancy between theory and experiment was observed. This 
discrepancy can be explained by the impact of loss in the experimentally-measured coupling 
coefficient, which led to a lower coupling coefficient estimate than actual. This result implies 
that the discrepancy observed is traceable to loss. In fact, theoretical calculations showed that 
10cm-1 waveguide power loss is responsible for an increase in the coupling coefficient of 
50%. This value for the waveguide power loss is reasonable considering theoretical model in 
section 3.9.
A comparative study of the L-I curves and laser spectra for surface 3rd-order, 2nd-order and 
l st-order grating DFB laser in pulsed and CW operation was thoroughly discussed. Typical 
threshold current, threshold current density, and slope efficiency values for 500|im  long 
devices were, respectively, 25mA, 1400A cm-2, and 0.25mW/mA per facet in CW operation. 
A lifetime experiment was carried out for 250 hours with the purpose of assessing the 
reliability of electrical contacts and bonding. The ageing test consisted of running a 900|im  
long surface 3rd-order grating DFB laser under almost constant power conditions of 6.5 mW 
per facet at room temperature. After 250 hours of running at 6.5mW CW output power, the 
threshold current decreased by 10% and the rate at which the light power decreased with time 
was 0.006mW/hour.
The lasing characteristics of a flared amplifier integrated with a surface grating DFB laser 
were also discussed in section 6.8. In the DFB laser current range between 60mA and 90mA, 
the emitted wavelength was about 861nm with a single mode suppression rate (SMSR) larger 
than 30dB. For lDFB=90mA, the external quantum efficiency was measured to be 
0.125mW /mA and a power as high as 45mW CW was achieved. The dependence of the 
Bragg wavelength on the DFB laser injection current was about 0.02nm/mA, whereas the 
dependence of the Bragg wavelength on the amplifier current was five times lower, being 
0.004nm/mA.
In conclusion, a reliable fabrication process for surface 3rd-order grating structures was 
developed using electron-beam lithography and reactive ion etching. The same fabrication 
process was successfully applied in fabricating surface 2nd-order grating structures, but its 
mark-space ratio requires further optimization. Surface l st-order grating structures were also 
fabricated using a more demanding fabrication procedure, which consisted of utilizing 
thinner layers of electron-beam resist and SiC>2 layer in order to achieve higher resolution. It 
was demonstrated that DFB laser sources fabricated with surface grating structures are 
particularly suitable for integration due to its fabrication simplicity, entirely planar 
processing, and single growth requirement.
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7.2 Future work
Possible extensions of the research work carried out in this thesis fall into the following 
areas:
(1) Measurement of the coupling coefficient, K, and waveguide loss, a, in surface 
2nd-order and l st-order grating DFB waveguides using the transmission technique 
(section 6.2) and Fabry-Perot technique.
An accurate knowledge of the fundamental parameters of surface grating DFB waveguides is 
required so as to optimise the device design. In particular, evaluation of the coupling 
coefficient, k , is essential, since it determines the DFB longitudinal mode thresholds and 
resonant wavelengths. In 2nd-order and l st-order grating structures, the coupling coefficient 
is critically dependent of the mark-space ratio. In order to maximise k , fabrication procedures 
have to be established so that the mark-space ratio is about 3:1 and 1:1, respectively in 2nd- 
order and l st-order gratings. For such purposes, the transmission technique described in 
detail in section 6.2 can be used for optimizing the fabrication processes of these structures.
(2) Measurement of the emission linewidth of surface 3rd-order, 2nd-order and 1st- 
order grating DFB lasers using a Fabry-Perot interferometric technique or self­
homodyne /heterodyne method.
The narrow linewidth achieved in DFB lasers results from the fact that the grating is much 
more wavelength selective than a laser based on cleaved or polished end-faces. The single­
mode linewidth of a conventional FP laser is typically about 10GHz, whereas in a 
InGaAsP/InP DFB laser it is 10MHz-98kHz [7.1]. The narrower linewidth of a DFB laser is 
particularly important for optical communication applications, in which the maximum bit-rate 
is ultimately limited by the linewidth of the laser source. The emission linewidth may be 
measured using a Fabry-Perot interferometric technique, which offers a resolution of 
typically 10 MHz, or a self-homodyne/heterodyne method with improved resolution of about 
50kHz [7.2], In general, the self-homodyne/heterodyne method requires a more complicated 
set-up. However, a reflection-type delayed self-homodyne method has been recently 
proposed, which is considerably simpler [7.3].
(3) Modulation performance of these lasers.
The modulation characteristics of a DFB laser are clearly important, specially if these lasers 
are to be used in optical communication systems
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(4) Improvement of the fabrication procedures in order to accurately control the 
grating etch depth.
The grating etch depth is definitely very important not only to define the waveguiding 
characteristics (it was shown that 0.6|im  grating etch depth waveguides allowed the 2nd 
transverse mode to be coupled, whereas for a 0.66|Lim grating etch depth only the 
fundamental mode was coupled), but also to maximise the coupling coefficient, k . 
Improvements in the fabrication process could be obtained by introducing a grown-in etch- 
depth stop layer formed by a totally different layer composition, such as InGaP in AlGaAs.
(5) Exploitation of alternative device geometries.
Other device structures have been proposed such as grating on the ridge [7.4], gratings along 
the side walls [7.5], ridge lasers with laterally-coupled distributed feedback [7.6,7.7]. These 
device structures present the advantage of a larger coupling coefficient, k , compared to 
surface grating DFB laser structures. DBR type lasers using surface grating structures could 
also be considered [7.8].
(6) Transfer of fabrication technology to lasers with similar structure but operating 
at 1.3|im, 1.55pm, or short wavelengths.
Surface grating structures require only a single epitaxial growth process. Therefore these 
structures can be fabricated in any material system with any standard growth process for the 
laser structure. In particular, this fabrication approach can be useful for short wavelength 
devices with high A1 content and long wavelength GaSb based devices.
(7) Improvement of the flared amplifier integrated with a surface grating DFB laser.
Further improvements can be made in the flared amplifier integrated with a surface grating 
DFB laser presented in section 6.8. In particular, deposition of better AR coatings, and an 
increase of the amplifier section length.
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